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How to Make a New Tube Tester— Constructing a Simple Pentode Set 





THE MASTERPIECE DOES MORE 

THAN MERELY 



TUNE 'ROUND THE WORLD 




a 



V r- COURSE The Master- 
piece tunes 'round the 
world. But there are really profound reasons for the emphatic preference 
true DXers have accorded this ingenious product of forward thought. First, 
is the interesting FACT that The Masterpiece is actually laboratory-built 
. . . actually a precision instrument . . . actually all that is claimed for it! 
Then, there are its several sensational new features. For instance, a ratio 




McMURDO SILVER INC. 
1132 W. Austin Ave., Chicago. 

Six cents in stamps enclosed. Send me your book giving full technical details 
and performance facts on The Masterpiece. 

Town. „ m State — ...... 



14-INCH 
42-POUND 
SPEAKER 



of signal to noise so high that thoroughly enjoyable foreign reception is 
obtained . , . even at ten watts undistorted output! And a direct-reading 
dial so accurately calibrated from 13 to 570 meters that any short wave or 
broadcast station is easily and instantly found! Also, a new method of wave 
band change that positively will not become noisy or inefficient through use. 
In addition . . . automatic volume control . . . automatic and manual tone 
control . . . meter tuning . . . silent tuning between stations . . . built-in audio 
beat oscillator ... a 42-pound, 14-inch speaker delivering four times the 
output of any other . . . and, each receiver individually logged on three for- 
eign stations and curve-plotted by McMurdo Silver, personally. Six cents i.T 
stamps and the coupon from this announcement will bring full technical 
details of The Masterpiece . . . the only radio offered with a guarantee cf 
ten days' free trial in your home and your money promptly refunded if it 
isn't absolutely satisfactory to you in every way. 

M c MURDO SILVER INC. 
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CHICAGO 
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LEARN RADIO I 
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FOK YOUR TRAINING 

AFlHMGMIt 



I am making an offer that no other school has dared to do. 
I'll take you here in my shops and give you this training 
and you pay your tuition after you have graduated. 
Two months after you complete my course you make your 
first payment, and then you have ten months to complete 
your payments. There are no strings to this offer. I know 
a lot of honest fellows haven't got a lot of money these 
days, but still want to prepare themselves for a real job so 
they won't have to worry about hard times or lay offs. 

IVe got enough confidence in these fellows and in my 
training to give them the training they need and pay me 
back after they have their training. 

If you who read this advertisement are really interested 
in your future here is the chance of a life time. Mail the 
coupon today and III give you all the facts. 



A scene in the big, busy 'Radio Shops at Coyne, Here you see 
fellows working on real Radios — not reading about them front 
books or lessons. This is THE way to prepare for the big- 
money field of Radio ! 



TELEVISION ana TALKING PICTURES 

Television is already here ! Soon there'll be a demand for THOUSANDS of TELEVISION 
EXPERTS! The man who learns Television now can have a great future in this great new 
field. Get in on the ground-floor of this amazing new Radio development! Come to COYNE 
and learn Television on the very latest, newest Television equipment. Talking Picture and 
Public Address Systems offer opportunities to the Trained Radio Man. Here is a great new 
Radio field just beginning to grow! Prepare NOW for these wonderful opportunities! Learn 
Radio Sound Work at Coyne on actual Talking Picture and Sound Reproduction equipment. 

PREPARE NOW and be 
ready for Radio's many 
opportunities 



Forget pay-cuts — lay-offs — unemployment! Don't bo tied down to 
an untrained man's future. You KEED TRAIXIXG IN A FAST- 
GROWING MONEY- MAKING TBADE. Here's your chance of a 
lifetime to get it! Hundreds of opportunities now open in Radio. 
My sensational offer, explained below, makes it possible for you 
to START AT ONCE! 

The right way to learn Radio is the Coyne way — not by books, 
but by actual, practical work on actual Radio, Television and 
Sound equipment. Here at Coyne you'll serv ice and operate scores 
of modern Radio receivers, huge Broadcasting equipment, late type 
Television apparatus, Talking Picture machines, Code transmitters 
and receivers, etc. In 10 weeks you can step into a REAL JOB, 
leading to a salary of $50 a week and UP! 

ALL PRACTICAL WORK 
At COYNE in Chicago 

ALL ACTUAL, PRACTICAL WORK. You build radio sets, 
install and service them. You actually operate great Broadcast- 
ing equipment. You construct Television Receiving Sets and ac- 
tually transmit your own Television programs over our mod- 
ern Television equipment. You work on real Talking Picture 



machines and Sound equipment. You learn Wireless Operating on 
actual Code Practice apparatus. We don't waste time on useless 
theory. We give you the practical training you'll need — in 10 
short, pleasant weeks. 

MANY EARN WHILE LEARNING 

You get Free Employment Service for Life. And don't let lack 
of money stop you. Many of our students make all or a good part 
of their living expenses while going to school and if you should 
need this help just write to me. Coyne is 33 years old. Coyne 
Training is tested — proven beyond all doubt. You can find out every- 
thing absolutely free. Just mail coupon for my big free book! 

H. C LEWIS, Pres. RADIO DIVISION Founded 1899 

COYNE ELECTRICAL SCHOOL 

500 S. Paulina St., Dept. 43 8H, Chicago, 111. 
_Mail Coupon Today Sor All the Facts 

H. C LEWIS, President 

Radio Division, Coyne Electrical School 

$00 S. Paulina St., Dept. 43-8H, Chicago, 111. 

Bear Mr. Lewis: Semi me your big FREE Book; details of 
your FREE Employment Service; and tell me all about ,your 
special offer of allowing me to pay for training on easy monthly 
terms after graduation. 
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Address. 



City. 



State 
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HOW TO MAKE A MIDGET ANALYZER. The trend toward smaller 
and smaller devices, so evident in the design of late-model radio 
sets, is reflected in the design of an exceptionally compact analyzer 
which will be described in complete detail in a construction ar- 
ticle, This test unit will satisfy 'most every Service Man, since the 
instrument weighs but very little and takes up a minimum amount 
of space in the old duffle-bag, 

BROADCAST STATION CALLS. Many Service Men. and experi- 
menters, too, rely upon the accuracy of broadcast station frequen- 
cies and wavelengths to calibrate receivers and test equipment. 
To the end that this material is particularly useful to the technician, 
we will print a compendium of this data, and station call-letters, 
for every broadsast station now licensed by the Federal Radio 
Commission. 

A WUNDERLICH-TUBE SERVICE OSCILLATOR. Construction de- 
tails of a service oscillator of modern design. Through the use of 
the Wunderlich twin-grid tube, an efficient test unit is obtained. 
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WORLD-WIDE RECEPTION 




%$ SCOTT RADIO 



There are no "ifs" "buts" "under favorable conditions" or 
other equivocations in the SCOTT guarantee. It says, simply 
and clearly, t' at the set I build for you will receive foreign 
broadcasts from stations as far as 10,000 miles away, with loud- 
speaker volume, consistently, at all seasons of the year. 

In addition, every part of the set (except tubes) is guaranteed 
against breakdown or service failure for a five-year period in- 
stead of the ordinary 90-day term. 

Beside bringing you dependable direct short wave reception of 
advertising-free foreign programs, this remarkable radio will re- 
ceive literally everything upon the North American continent 
on the regular broadcast band. Its rich, natural tone is a revela- 
tion — giving you reproduction of voice and music so exact that 
variation from actuality can be measured only with super-delicate 
instruments, being undetectable by the human ear. 

Such performance comes only from exacting laboratory con- 
struction, constantly checked and tested by extensive scientific 
equipment. Backing it is the SCOTT experience of more than 
eight years in building world's-record-breaking radio receivers. 

Claims are easily made — a Guarantee is something different! 
Which do you want — the hope that your receiver can deliver 
performance, or positive assurance that it will? 

Then send at once for all particulars about the radio known 
as 'The World's Finest Receiver." 

E. H. SCOTT RADIO LABORATORIES, Inc 

4450 Ravenswood Ave v Dept. C-43, Chicago, III. 
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Winning Praise Galore 

Here are just a few extracts from 
hundreds of letters of praise on file 
in my laboratories, which may be in- 
spected by anyone. "Your claims of 
10 kilocycle selectivity 100% correct/* 
SGP, Ala. . . "Regarding tone, noth- 
ing could be finer," FW, Calif. . . . 
"Stations all the way from Berlin to 
Tokio and Australia," JBT, Conn. 
. . . "VK3ME, Melbourne, 10,500 
miles from here, received each time 
on the air/' CGB, Conn. . . . "Euro- 
pean stations as much *at my finger 
tips' as ordinary locals," TPB, D. C. 
. . . "Listen to Madrid every night 
while eating dinner," WHB, Ind. . . 
"Seven year old son regularly receiv- 
ing RW59 — VK2ME— VK3M&— 



• Vindicating All Claims 

EAQ— DJA — 2RO — G5SW — Pon 
toise and many more," CK, Maine. 
. . ."Madrid on short waves (direct) 
just as good as WAAB re broadcasts 
it," JJO'C, Mass. . . "After so much 
untruthful advertising it is very grat* 
ifying to get a radio set that really 
does what is claimed for it,"CEMcK, 
Mo. . . "First station tuned in was 
VK2ME Australia. Boy, what a set!" 
LGD, N. J. . . "Triumphant vindi- 
cation of all claims you make for it; 
performance convinces me you have 
been extremely conservative in out- 
lining its potentialities," RD, N. Y. 
. ."Simply too wonderful for words," 
HCVS, So Africa. . . "Performance 
really wonderful," MC, Paris, France. 



These New Brochures Tell the 
k * SCOTT SECRET" 



MAIL THIS COUPON NOW 



E. H. Scott Radio Laboratories, Inc. J 
j 4450 Ravenswood Ave., Dept.C- 43, Chicago, III. 

Send me complete details about the Scott All-Wave | 

DeLuxe Radio, explaining why this set Guarantees the ■ 

- ^Cjj performance that others only claim. | 

Name J 

Address J 

Town State J 
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5. Cl a host at Control Handbook. A large 
32-page book containing detailed specifications 
of volume controls, attenuators, constant-im- 
pedanco controls, phonograph pickup faders, tone 
controls, line ballasts, rheostats, potentiometers 
and fixed resistors of various kinds, together 
with valuable cjrcuit-oesign data. Contains many 
diagrams and charts, and a guide of replace- 
ment volume and tone controls for many com- 
mercial receivers. Clarostat Manufacturing Com- 
pany, Inc. 

6. Measuring Resistance by the Deflection 
Method. The conventional method for the meas- 
urement of resistance involves the use of the 
Wheatstone bridge, a costly piece of apparatus. 
However, there are other methods which provide 
a fair degree of accuracy, enough for all prac- 
tical purposes. The least expensive is the de- 
flection method, which makes use of popularly 
priced milliammetera and fixed resistors. This 
bulletin describes the method completely, and 
should be very useful to Service Men and ex- 
perimenters with limited meter equipment. 
ShallcrOss Manufacturing Company. 

11. Supreme Instruments. Contains lengthy 
descriptions of the Supreme service instruments, 
including the AAA1 Diagnometer, which is live 
instruments in one, the model 90 analyzer, the 
model 40 tube tester and the models 60 and 70 
oscillators. Interesting to the Service Man be- 
cause it tells how his work is facilitated by 
ingeniously-designed test equipment that indi- 
cates the condition of an entire set in a few 
minutes. New test apparatus to take care of 
the new tubes is also described. Supreme In- 
strument Corporation. 



66. Wholesale Radio Service Catalog. The 
1933 Radio Catalog of the Wholesale Radio Serv- 
ice Company is the kind of catalog the radio 
Service Man and experimenter will carry around 
with him all the time in his back pocket. Meas- 
uring 7 by 10*4 inches and containing 144 pages, 
it is one of the most complete catalogs we have 
ever seen- It includes everything from soldering 
lugs to all- wave combinations, and is of par- 
ticular value to the Service Man because of its 
handy lists of replacement parts for standard 
receivers. Wholesale Radio Service Company, 
Inc. 



21. Readrite Radio Instruments. This six- 
teen-page pamphlet contains some valuable hints 
on the testing of electrolytic condensers, as well 
as descriptions of the full line of popular- priced 
Readrite instruments. Worth having. Readrite 
Meter Works. 

22. How to Test Pentodes. This is a reprint 
of an article of the same name that appeared in 
the September. 1931. number of Radio-Ckaft, 
accompanied by descriptive matter on the 
adapters specified for the purpose. If you missed 
the Original article study the reprint; it contains 
much useful data for owners of testers or 
analyzers not already equipped to lest pemoeies. 
Alden Manufacturing Company. 

28. Hammarlund Precision Products. Midget 
variable condensers and their numerous applica- 
tions in short-wave and broadcast receivers arc 
discussed in a folder accompanying the complete 
catalog of Hammarlund variable condensers and 
coils. Some excellent circuit kinks are given. 
The catalog contains dimensional drawings of 
the popular Hammarlund midgets which may be 
of assistance to constructors designing small re- 
ceivers. Hammarlund Manufacturing Company, 
Inc. 

55. Piulco Parts Catalog. This catalog 
will undoubtedly be of great help to all radio 
Service Men because it contains the only official, 
complete list of the more common replacement 
parts used in every Philco receiver from the 
very beginning of the company to the present 
time. The manufacturers are anxious to co- 
operate with Service Men and offer this catalog 
to all who want it. Philco Radio & Television 
Corp. 

64. Syi.vaMa Radio Tubes. So many new 
tubes have appeared during the past several 
months that tube charts printed as recently as 
the Fall are incomplete and therefore of little 
value for reference purposes. Readers desiring 
new and complete charts for their shop wall 
will find the new Sylvan ia chart very desirable. 
It measures 11 by 17 inches when unfolded ami 
shows bottom views of the tube bases in addi- 
tion to full average characteristics of old tubes 
dating back to the 199 and 2Q0A and all the new 
tubes including the latest 6.3 and 2.5 volt types. 
Special mention is made of the 56. 57, 58, 46 
and 82 tubes ; complete data are also given on 
the 38, 41, 69, 42 and 44. Hy grade Sylvania 
Corporation. 
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READERS' BUREAU 

On this page are listed manufacturers' catalogs 
and booklets, chosen because they are of in- 
terest to readers of RADIO-CRAFT. You can 
obtain copies FREE by using the coupon below. 



76. The Coast-to-Coast "Broadcast." The 
"Broadcast" is the Fall 1932 edition of a 100- 
page mail order catalog that is a veritable en- 
cyclopedia. Its listings are very varied, and run 
from soldering lugs to complete 100-watt public 
address amplifiers. Every article is well illus- 
trated and described for the benefit of radio 
dealers and Service Men, for whom the volume 
is specifically intended. 

A large amount of space is also given to re- 
placement power transformers, condensers and 
resistors for ordinary service work. This catalog 
is well prepared and is worth saving. Coast-to- 
Coast Radio Corporation, 



19. A Baptism of Fire. Centralab fixed re- 
sistors are made by forcing a carefully calibrated 
resistance material through a plastic ceramic 
material, and then baking both under terrific 
heat. This booklet describes the manufacturing, 
process in detail, and lists the advantages 
claimed for fixed resistors of this type. It is 
interestingly written and illustrated, and makes 
pood reading. Central Radio Laboratories, Inc. 



80. Flechti i BiM Condensers. A wide variety 
of fixed condensers, ranging from tiny midgets, 
the size of postage stamps, to heavy transmitting 
units a foot high, are described and illustrated 
in the latest Flechtheim catalog. This is very 
useful for reference in design and service work, 
as it gives the mechanical dimensions and elec- 
trical characteristics of all models in minute 
detail. A. M. Flechtheim <fc Co. 



81. 1. R. C Resistor Catalog. This sixteen- 
page catalog describes a very complete line of 
fixed resistors for radio purposes. It includes 
full performance characteristics, so that a Serv- 
ice Man or an experimenter with a particular 
requirement in mind can select exactly the right 
unit for his purpose. A section in the back 
contains valuable data on the conversion of 
milliammeters into ohmmeters and voltmeters, 
and on the extension of voltmeter and ammeter 
ranges. This catalog is well worth saving. 
International Resistance Company. 

86. Yaxley and Elkon Catalogs. The Yax- 
ley catalog is valuable for the Service Man be- 
cause it lists numerous rheostats, potentiometers, 
volume controls, replacement controls and resist- 
ances for service work. Detailed dimension 
drawings are included : this feature will be ap- 
preciated by every Service Man who has been 
called on to install replacement units in cramped 
receivers. Two pages of volume control replace- 
ment information arc included, along with four- 
teen diagrams showing different circuit positions 
for such controls. 

The Elkon catalog is devoted exclusively to 
dry electrolytic high voltage condensers for 
filter and bypass purposes. It also includes valu- 
able replacement data on commercial receivers. 
P. R. Mallorv *t* Co. 



variable resistors and five different kinds of 
amplifiers for public address purposes. The 
popular TruvOlt resistors have been improved 
by the addition of insulating shields and heat 
radiating covers, and a number of new sizes have 
been added to the line. The catalog also con- 
tains some valuable data on the application of 
resistors to radio receivers, transmitters, ampli- 
fiers and sound systems, and suggestions on how 
to compute the value of resistors. A handy and 
useful catalog. Elect r ad. Inc. 



95. Cardwell Condensers. This is a con- 
densed four-page catalog of the well known Card- 
well ' Midway" variable condensers for trans- 
mitting and receiving. These are Bmall but not 
' midget" size instruments designed for purposes 
where extremely light weight and reduction of 
bulk are desirable. Complete and detailed speci- 
fications are included for the assistance of con- 
structors. Allan D. Cardwell Mfg. Corp, 



96. TOBE FlLTEBlZER AND CONDENSERS. The 

Tobe Deutschmann company is now catering to 
the Service Man with an extensive line of filter, 
by-pass and line condensers and radio noise 
eliminators. Their latest catalog, describing the 
complete line, has just come off the press. A 
full page is given to the new "Filterizer" noise 
eliminating antenna system, an item of par- 
ticular interest to Service Men because of the 
money-making opportunities it offers. Tobe 
Deutschmann Corporation. 

97. Arco Tube Bulletin. A descriptive 
folder giving full technical characteristics on the 
complete line of Arco radio receiving and trans- 
mitting tubes, photo-electric cells, television 
lamps, hot and cold cathode tubes, cathode ray 
tubes, rectifiers and charger bulbs. This can be 
posted for easy reference- Arco Tube Company. 

98. How to Use Noise Reducing Antenna 
System on Broadcast Waves and Short Waves 
is the title of the latest booklet on this important 
subject. In addition to covering the theory, the 
practical application of the various noise- reduc- 
ing systems available for broadcast and short 
wave use. is described also. 

A section of the bulletin is devoted to the in- 
terest of the Service Man and dealer. It tella 
how to set up demonstration installations which 
show the comparison of the new systems and the 
older systems by simply throwing a single pole, 
double throw switch and makes important sug- 
gestions for increasing sales and service profits 
through the sale of these devices to new receiver 
buyers as well as the person wno already owns 
a set. Lynch Mfg. Co. 



89. Microphones. A complete line of micro- 
phones and accessories for amateur, public ad- 
dress and broadcast station use is described and 
illustrated in a handy four- page pamphlet. The 
"mikes" range from small hand units to large 
condenser models containing two states of am- 
plification. Sound Engineering Corporation. 



93. Durilier Condensers. The 1933 catalog 
of Dubilier condensers is a large 16-page booklet 
describing fixed condensers for every conceivable 
application. These range from little mica units 
for receiving circuits to man-high assemblies for 
transmitting work. A useful catalog to all radio 
men. Dubilier Condenser Corporation. 



94. Electrad Products. The newest and 
latest catalog of Electrad products contains 
twelve pages and lists many types of fixed and 



99. Amperite Chart. Service Men will find 
this chart very valuable, as it shows the correct 
Amperite line voltage regulator to use with any 
of several hundred different broadcast receivers. 
An accompanying pamphlet explains how over- 
loaded condensers and resistors may be the cause 
of crackling noises and poor reception. Amperite 
Corporation. 
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Please send me free of charge the fol- j 
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I Address 
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I Builder 
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I Will Show You Too 

How to Start a Spare Time or full Time 



Radio Business of Yoav Own | 




Here are a few examples 
of the kind of money 
I train v mt/botfs"\o make 



Made $2000 in the 
Radio Business 



'Soon after I began to do Radio 
work tn full time I started a store 
known as the Chaptn Radio 8bop' 
and handled a lame amount of 
repair v»ork. I have made close 
to $2000 and If I couldn't get 
the Course over. $5000 couldn't 
take from me my X.U.I, data 
books and helps. I cm safely 
say that the N.R.I, has kept me 
out of the throng of unemployed 
this year." CARL It. CHAPIN. 
Box 222, Edmeston, N. Y 




$1500 in spare time 



After finishing nine lesson* I 
itarted doing some repair jobs 
and have since made $1500 In 
spare time. I have found that 
time of depression means more 
Jla.lios to repair, because people 
Have their otd sets fixed. Instead 
of buy In g new ones. Anyone in* 
t erected In making more money, 
in spare time, will not go wrong 
by taking the N.R.I, training ' 
J. ». MILBY. Box 9C. tllca. 
Michigan. 



Averages $80 per month 
in spare time 



i am getting along well In my 
Radio work, always he! Or kept 
very busy. Since enrolling I have 
averaged around $80 a month, 
working on Radios just Pari time, 
since I am still holding down my 
regular Job In a shoe factory. I 
highly recommend the N.U.I, to 
every man Interested in Radio 
£?£L« JOHN » MORI 8- 
8KTTE. 733 Boinervllle St.. 
Manchester, N. H. 

My Free book gives you many more 
letters of N« R. I* men who made good 
in spare time or full time businesses 
of their own 



SPECIAL FREE OFFER 

Act now and receive in addition to my big 
free book. "Rich Rewards in Radio." this 
Service Manual on D.C., A.C.. and Battery 
operated sets. Only my students could have 
this l>ook in the past. Now readers of this 
magazine who mail the coupon will receive 
it tree. Overcoming hum. noises of all kinds, 
fading signals, broad tuning, howls and os- 
cillations, poor distance reception, distorted 
or muffled sig- 
nals, poor Au- 
dio and Radio 
and Radio Fre- 
quency amplifi- 
cation and other 
vital information 
is contained in 
it. Get a free 
copy by mailing 
the coupon be- 
low. 




Without Capital 



J. E. MITH, President 
National Radio Institute 

The man who has directed the 
Home-Study Training of more 
men for the IUdio industry tuau 
any other man in America. 



The world-wide use of Radio sets for home 
entertainment has made many opportunities 
for you to have a spare time or full time 
Radio business of your own. I give you in- 
structions early in your Course for doing 
2S Radio jobs common in every neighbor- 
hood. Many N.R.I, men make $5, $10, $15 
a week extra in spare time almost at once. 
I show you how to install and service all 
types of receiving sets. I give you Radio 
equipment and instructions for conducting 
experiments, for building circuits, and test- 
ing equipment, and for making tests that will 
give you broad, practical Radio experience. 
Clip the coupon below and get my free 64- 
page book, "Rich Rewards in Radio'* — it 
gives you a full story of the success of X.R.I, 
students and graduates, and telU how to start 
a spare time or full time Radio business of 
your own without capital. 

Many N.R.I, men make $5* $10, $1$ 
a week extra servicing sets in 
spare time 

Many of the more than sixteen million sets 
now in use are only 25% to 40% efficient. 
1 will show you how to cash in on this con- 
dition. I will show you the plans and ideas 
that have enabled many others to make $5, 
$10, $15 a week in spare time while learn- 
ing. Ford R. Leary, 1633 Davison Road. 
Flint, Michigan, wrote: "My part time earn- 
ings while taking the N.R.I. Course were 
$651." 

Get ready Now for a Radio business 
of your own and for Jobs like these 

Broadcasting stations use engineers, operators, 
station managers, and pay up to $5,000 a year. 
Radio manufacturers use testers, inspectors, fore- 
men, engineers, service men, and buyers and pay 
up to $6,000 a year. Radio dealers and jobbers 
employ hundreds of service men. salesmen, man- 
agers,' and pay up to $100 a week. Talking movies 
pay as much as $75 to $200 a week to the tight 
men. My book tells you of the opportunities in 
Radio, Talking Movies. Set Servicing. Aircraft 
Radio. Television. Police Radio. Short Wave, and 
other fields. Get it. 



I Will Train You at Home in Your 
Spare Time 

Hold your job until you're ready for another. 
Give me only part of your spare time. You do 
not need a high school or college education. Hun- 
dreds with only a common school education have 
won bigger pay through N.R.I. J. A. Vaughn 
jumped from $35 to $100 a week. J. E. Mc- 
Laurine increased his earnings 100%. The Na 
tiona! Radio Institute is the Pioneer and World s 
largest organization devoted exclusively to train 
ing men and yotmg men by Home Study for good 
jobs in the Radio industry. 

You Must Be Satisfied 

I will give you an agreement to refund every 
penny of your money if you are not satisfied with 
my Lessons and Instruction Service when you 
complete my Course. And I'll not only give you 
thorough training in Radio principles, practical 
experience in building and servicing sets, but also 
Advanced Training in any one of five leading 
branches of Radio opportunities. 

My 64-Page Book Gives the Facts 



Clip and mail the coupon 
in Radio." It's free to 
and Canada over 15 
years old. It points out 
the money ^ma king op- 
portunities the growth 
of Radio has made for 
you. It tells of the Op- 
portunities for a spare 
time or full time Radio 
business of your own. 
the special training I 
give you that has made 
hundreds of other men 
more successful : and 
also explains the many 
fine jobs for which my 
Course trains you. Send 
the coupon to me to- 
day. You won't he 
obligated in the least. 



J. E. Smith, Pres 
National Radio 
Institute, 
Dept. 3DX, 
Washington, D.C. 



now for "Rich Rewards 
residents of the U. S. 



qet 

my new book 
It points out 
what Radio 
Offers You 




SOME OF THE JOBS N.R.I. 
TRAINS MEN FOR 



Broadcast Engineer 
Maintenance Man In 
Itroadrastlng Station 
Installation Engineer 
of Broadcast Appara- 
tus 

Operator In Broadcast 
Station 

Aircraft Radio Operator 

Oprrator of Airway 
lit* a eons 

Service Man on Sound 
Picture Apparatus 

Operator of Sound Pic- 
ture Apparatus 

Aircraft Radio Main- 
tenance and Repair- 
man 

Recording Operator 
Serviceman on Tele- 
vision Sets 



Ship Operator 

Service Man on Public 

Address Systems 
Installation Engineer 

on Pubtlr Address 

svslems 
Sales Manager for R 

tall Stores 
Service Manager for 

Retail Stores 
Auto Radio Installation 

and Serviceman 
Television broadcast 

Operator 
Set Servicing Expert 
Inspector and Tester in 

Factory 
Factory Service and 

ftepalrman 
Operator tn Commercial 

Station 



this coupon is good 
for one free copy 

MY NEW BOO 




The Famous Course That Pays For Itself 



J. E. Smith, President, 
National Radio Institute, Dept. 3DX 
Washington, D. C. 

Dear Mr. Smith: I want to take advantage <>( your Spe- 
cial Offer. Send me your Service Manual "Trouble 
Shooting in D.C.. A.C, 9c Battery Sets" and your book 
Klcti Rewards In Itadlo," which points out the oppor- 
tunities for spare time and mil time jobs In Itadlo. I 
understand this request does not obligate me. 



Name Age. 

Address 



City. 



.State. 
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"Is a 12-hour week sufficient for 
a man to earn a good income?" 

Professor C. C. Furnas of Yale University thinks "Yes" 



20°^ Copy 

~niarch J9S5 



20 Cen** 



DO YOU 
AGREE? 



READ THIS MOST AMAZ- 
ING ARTICLE IN THE 
CURRENT ISSUE 



ft The Two-Hour ^ 
rl ^rv vs. Science 

\1 t^^^. 



ARE THE 

TECHNOCRATS 

GENIUSES 
OR 
FRAUDS 
? 



0 THEY HAVE BEEN 
HAILED AS BOTH. Do 
they plan merely to change 
over our economic system, or 
are they trying to set up a 
soviet of engineers? How far 
will they go; can they go? 



IS THE MACHINE RESPONSIBLE FOR UNEMPLOYMENT? 

Should we have more machines or less? Is the price system played out? 
Should we have electric dollars or gold? Do we need a "new deal" or a 
revolution? Where is it coming from? 



ON 

ALL 
NEWS- 
STANDS 



The whole gamut of these social, economic and political problems 

OPENED BY TECHNOCRACY are discussed 

WISELY— PUNGENTLY— CLEARLY— in this and future 

issues of 

TECHNOCRACY REVIEW 
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Here's the REASON 

why we can sell radio tubes at these 
Low Prices— 



ARCO TUBES ARE SOLD DIRECTLY FROM OUR PLANT TO YOU- 
NO JOBBERS-NO MIDDLEMAN'S PROFITS 

Every tube is guaranteed-fully replaceable under RMA policy 



UX-226 * c „mP»^ " ri Htic« j or UC oP^plli* • ■ • ■ ' . M 

^crtC^- -.v.". t 

u/D-12 my ceW »mP- ^ t a „d»o ■ 

MSms —Sup*" 7? Ti( i iu«i^ v reQ 

■■■■ 



COMPLETE STOCK 
ALWAYS READY FOR 
IMMEDIATE 
SHIPMENT 

Order from this page — Re- 
mit 20% with order, bal- 
ance C. O. D. All prices 
are F. O. B. FACTORY, 
Newark. Shipments go 
forward express or 
parcel post. No or- 
der for less than 
$3.00 accepted. 



A2K 



>/ 



- /V O rj i,;r- 



VJX-23* ST.^r c 
1 OY-23* 
UY-236 
VJV-237 
UY-23A 

42 

55 

8 

s» 

59 
SS 
69 

OX-210 
OX-222 
1 ^X-2S0 



v. 182 — Type 



.eo 



ft"" 



^•Por if./,. 



200 
200 
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I.JO 
40 
I 10 



'Me, 
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—AC screen 
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Telev'»*"» on 
Tubes 

Tul>e. VvP« V 
. Telio» C»^^ e 2 io 



DISCOUNT! 



le ' ^ 

DISCOUNTS 

If your order amounts to $10.00, we will give you additional 
tubes for the value of 109c of your order FREE as a bonus. 
If your order amounts to $20.00, we will give you additional 
tubes for the value of 20%. You may select either UY-227's 
or UX-245 tubes in our BONUS OFFER. By taking advan- 
tage of our liberal bonus it will bring the price of the tubes 
to a considerable low cost. 



ARCO TUBE COMPANY 



38-40 PARK PLACE, 



NEWARK, N. J. 
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to men who 



want careers 



in RADIO 



INTERNATIONAL CORRESPONDENCE 
.SCHOOLS offer a complete Radio Course 
designed to give thorough instruction in 
the whole field of radio. Study of it will 
give you mastery of operating and trans- 
mitting. Prepared and approved by 
leading radio authorities — mail this 
coupon for complete details today! 






In the sign language 

Of the 
Broadcasting Room 
this symbol means 
"Announcement." 



INTERNATIONAL CORRESPONDENCE SCHOOLS 



Box 6680 Scranton, Penna. 
Without cost or obligation, please tell me all about the NEW RADIO COURSE 



Name - 



Street Ail dress 
City 



State- 



If you reside in Canada, semi this coupon to the International Correspondence Schools Canadian, Ltd., 
Montreal, Canada. 
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"Takes the Resistance Out off Radio" 



Editorial Offices: 96-98 Park Place, New York, N. Y. HUGO GERNSBACK, Editor v °'- ' v . N °. ,0 . A P' il . 1933 



THE RADIO BEGINNER 



An Editorial by HUSO GERNSBACK 



WHEN radio was in its infancy, — indeed, when 
it still was called "wireless" as it was from 
the years 1903 to about 1910, thousands of 
young and older men, attracted by the new art, 
started experimenting with wireless instruments. Even dur- 
ing that time, there were at least 50,000 new radio be- 
ginners every year. Later on, that is, during the period 
from 1910 to 1921, and particularly after the vacuum 
tube made its appearance, and wireless became radio, 
there were at least 100,000 new radio beginners who 
joined the ranks annually. Of course, not all of these 
experimenters stayed with radio. They started it as a 
hobby, and then, after the novelty had worn off and they 
had obtained all the thrills they wanted, they dropped 
from the ranks. 

From 1921 until about 1926, there was a tremendous 
jump in radio activities, and at least half a million radio 
beginners a year joined the ranks during those boom 
years. After 1926, the movement tapered off, until at the 
present time, we seem to have an average from 100,000 
to 150,000 individuals per year who are interested in 
radio in one form or another. 

Of course, if all the old timers remained, the grand 
total would be tremendous; but the fact has been brought 
out, from observation over many years, that the activity 
of the average beginner doesn't last more than a year, 
if that long; but there are always new ones coming in, 
who replace those who drop out. During the past year, 
there has been a healthy increase, due particularly to the 
short-wave beginners, and those who are attracted to 
radio on account of amplifiers, public address systems, etc. 
Right now, the radio beginners, who are entering the 
field, seem to be not less than 200,000 a year. 

In an overwhelming number of cases, the man who em- 
barks on radio experimentation today is still intent on 
building a broadcast set, even as he was of yore. Things 
are being made much easier for him today on account of 
the low cost of materials, and it becomes a simple matter 
nowadays to build your first radio set. The attraction 
and mystery of radio is still there for the thousands upon 
thousands who have spare time, who are handy with tools, 
and who wish to embark upon the great adventure of 
radio. 

The thrills for the newcomer are the same as they were 
of old, and if the letters received by my various radio 
publications are any sign, the thrill for distance, be it 
broadcast or short wave, is still alluring for the new crop 
of radio beginners. It is all right for the other fellow 
to tell you that he has tuned in a station a thousand or 
ten thousand miles away, but doing it yourself is an 
entirely different matter, particularly if you have built a 
set yourself, and have learned to master its intricacies. 

The radio industry, for some reason or other, has always 
treated the radio beginner as the "forgotten man"; this 
is especially true of the parts industry which at one time 



thought that everything was over but the shouting, and 
many parts manufacturers went out of business. Those, 
however, who stuck to it, have found that while the de- 
mand for parts is not, of course, as large as it was during 
the radio boom from 1921 to 1926, yet, since then, there 
has been a steady flow of business which seems to increase 
of late. 

To be sure, there are not as many concerns in the parts 
business as before, due to the fact that a great many set 
manufacturing companies now make their own parts. 
During the boom years this was not true, and set build- 
ers had to buy their parts from parts manufacturers. 
Yet, the parts manufacturers have found that the de- 
mand for their products, from the beginners themselves, 
has not decreased, and even during the Depression, many 
radio parts manufacturers report a gain. 

This is particularly true for those parts which are used 
in short-wave sets, amplifiers, public address systems, etc. 

The reason for this is that every year there comes along 
a new generation of young people, a certain percentage of 
whom are beginning to get interested in radio, and these, 
of course, are the beginners. Then, too, older men are 
frequently bitten by the radio bug and get interested in 
radio from the experimental end. Usually, these men 
have enjoyed the experience of listening to a manufactured 
radio set and are normally radio fans. They become, 
in turn, radio experimenters, and they usually begin by 
building a broadcast set, anywhere from one to four tubes, 
of the simplest design. This is the average, because many 
are building very fine sets for special purposes: as, for 
instance, to fit special cabinets, closets, and the like. 

On the other end of the scale, we find the fellow who is 
still willing to play with a crystal set, and believe it or 
not, the demand for crystal sets has never fallen off. 
There are as many crystal sets being sold now as there 
ever were, except for a short period during the radio boom. 

The radio beginner these days is in a paradise of his 
own; he has low-priced merchandise, he has an avalanche 
of new radio circuits, and radio tubes of every class and 
variety. The old timers probably remember when we had 
to pay as much as $12.00 for a single WD-ll tube. Then, 
the radio beginner was in the luxury class. Today, he 
buys radio tubes for around 35c and upwards, the aver- 
age tube costing less than $1.00. 

Also, today, the radio beginner has much better instru- 
ments for a fraction of their cost than they had during 
the boom years, and he has the added attractions of short 
waves and television thrown in for good measure. 

It is for this reason that 1 confidently expect that the 
radio beginners who join the ranks will keep on increas- 
ing for some years to come, and it is also for them that 
we have started a beginners' section in this magazine, in 
which we will print simple, but excellent sets for those 
who wish to experiment with radio and "build their own." 
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(Photographs of the 2A3. 5Z3, 2A5. and 25Z5 courtesy It, C. A. Radiotron Co.; photographs of 



12Z3. ami M courtly Upgrade* Sylvania Corp. Data courtesy 



Seven more new tubes are now available. Special detectors, special rectifiers, and new 
output tubes for both automotive and A.C. operation predominate. Many, of these 
new tubes have a new numbering code. Watch this department for new tube data. 



LOUIS MARTIN 



SEVERAL important contributions 
to the vacuum-tube tie Id have 
been announced during this past 
month. Among these contribu- 
tions are included a new type high- 
vacuum rectifier, several new types of 
output tubes, and a special detector 
and amplifier. To understand the 
significance of each of these tube^, 
and to appreciate their place in the 
radio industry, the following technical 
information is given: 

The 2 A3: A Power Amplifier Tfiode 

The 2A3 is a three-electrode, high- 
vacuum type of power amplifier tube 
suitable for use in the output stage 
of A.C. operated receivers. The very 
high power-handling ability of the 2A3 
is attributed to its high mutual con- 
ductance and its unconventional 
cathode construction. The cathode is 
composed of a large number of coated 
filaments arranged in a series parallel 
combination to provide a very large 
effective area; the result of this con- 
struction is to produce the desirable 
characteristics of the 2 A 3. 

The 2A3 fits into a standard four- 
prong socket, connections for which 
are illustrated in Fig. 1. If the tube 
is to be used in a horizontal position, 
the socket should be so placed that one 
filament hole lies vertically above the 
other. The filament of this tube is de- 
signed to operate from 2.5 volts. The 
transformer winding supplying the 
filament should, of course, deliver an 
unvarying voltage to the tube fila- 
ment. Again, the filament winding of 
the transformer feeding this tube 
should be provided either with a center 
tap or with a mid-tap resistor of ap- 
proximately 20 ohms, shunted across 



this winding. All grid- and plate-re- 
turn leads should be connected to the 
center tap of the winding or to the 
mid-point of this resistor. In some 
circuits, of course, it would be desir- 
able to use a 20-ohm potentiometer 
and adjust the arm, to which the grid- 
and plate-return circuits are connected, 
for minimum hum. 

As a power amplifier of the class 
A type, the 2A3 is adaptable either 
singly or in push-pull to the power 
output stage of A.C. receivers. The 
characteristics of this tube for these 
two clashes of service follow: 

As a single amplifier, class A, fila- 
ment voltage 2.5; plate voltage, 250; 
grid bias, -42 volts; plate current, 




Tiiamcnt Filament 



GPiD 





PLATE \0 O/pLATt 

f DlOOf 2y<^^ PrfrODE 1) 



VIEW LOOKING DOWN ON ALL SOCKETS 



Fig. I, upper left 
Socket connections of the 2A3. direct heater. 

Fig. A, upper right 
Socket connections of the 5Z3, direct heater. 

Fig. 6. lower left 
Socket connections of the 2AS, indirect heater. 

Fig. II, lower right 
Socket connections of the 2525, indirect heater. 



60 ma.; plate resistance, 765 ohms; 
amplification factor, 4.2; mutual con- 
ductance, 5,500 micromhos; load re- 
sistance, 2,500 ohms; power output, 
undistorted, 3.5 watts. 

When two such tubes are used in a 
class A push-pull amplifier, the fol- 
lowing characteristics obtain: (Note: 
The first figure refers to a condition 
of fixed bias and the second to a con- 
dition of self bias. Under the self- 
bias condition, the values given are 
on the basis of momentary average 
power output, as distinguished from 
the continuous average power output 
of the fixed-bias condition. Under the 
self-bias condition, the power output 
and the amount of distortion present 
are dependent upon the duration and 
strength of the applied signal, which 
will cause a fluctuating grid bias. 
Under these conditions, a heavy filter 
condenser connected across the grid- 
bias resistor will minimize this fluctu- 
ating bias condition.) 

Plate voltage, 300, 300; grid bias, 
-62, -62; plate current (per tube), 
40, 40 ma. ; load resistance (from plate 
to plate) 3,000 ohms, 5,000 ohms; 
power output, 15 watts, 15 watts. 

It will be noted that the values rec- 
ommended for push-pull operation are 
different from the conventional ones 
usually given on the basis of character- 
istics for a single tube. The values 
shown for push-pull class A operation 
cover operation with a fixed bias, and 
with self bias, and have been deter- 
mined on the basis of no grid current 
flow during the most positive excur- 
sions of the signal. 

If a single 2 A3 is operated, the self- 
biasing resistor should be approxi- 
mately 700 ohms. This same value is 
also recommended for use with two 
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Fig. 3 

A family of curves showing the variations of ampli- 
fication factor, plate resistance, and mutual con- 
ductance of the 2A3 is shown here. 



tubes in push-pull. In either case, 
the resistor should preferably be 
shunted by a suitable condenser to 
minimize grid-bias variations. 

A typical plate voltage and plate 
current curve is shown in Fig. 2, and 
a family of curves showing the varia- 
tion of the amplification factor, mu; 
the plate resistance. Rp; and mutual 
conductance, Gm are shown in Fig. 3. 

The 5Z3: A Full-Wave Rectifier 
This tube is a high-vacuum rectifier 
of the full-wave type, intended for 
supplying rectified power to radio 
equipment having very large direct- 
current requirements. In comparison 
with the 80, the 5Z3 will furnish ap- 
proximately twice the D.C. load current 
at higher D.C. output voltages. The 
coated filaments employed in the 5Z3 
provide an efficient source of electron 
emission and reach their dull red op- 
erating temperature quickly. 

The following tentative rating and 
characteristics obtain: Filament volt- 



THE NEW TUBES 

The 2A3 — a special amplifier triode for 
A.C. receivers. Heater voltage, 2.5; plate 
voltage, 250; grid bias, -42 volts; plate 
resistance, 965 ohms. 



The 5Z3 — a full-wave rectifier for receivers 
consuming a large amount of power. Fila- 
ment voltage, 5; filament current, 3 A.; 
A.C. voltage per plate, 500; D.C. output 
current, 250 ma. 



The 2A5 — a power output pentode of the 
cathode type for use in A.C. receivers. 
Heater voltage, 2.5; heater current, 1.75 
A.; plate voltage, 250; output power, 3 
watts. 



The 75— a special detector of the diode- 
triode type; similar to the 85, but the triode 
section has a higher amplification factor, 
100. Heater voltage, 6.3; heater Current, 
.3-A.; plate voltage, 250; bias, -2 volts. 



The I2Z3 — a fiigh vacuum half-wave recti- 
fier. Heater voltage, 12.6; heater current, 
,3*A.; A.C. plate voltage, 230; load cur- 
rent. 60 ma. 



The 25Z5— a fuJI-wave rectifier suitable for 
doubling the voitage from an A.C. line, 
thus eliminating the power transformer in 
many cases. Heater voltage, 25 heater cur- 
rent. .3-A.; A.C. voltage per plate, 125; 
load current, 100 ma. 



The 84— a full-wave high vacuum rectifier 
designed for use in auto ' B' units. Heater 
voltage, 6.3; heater current, .5-A.; A.C. 
volts per plate, 225; load current, 50 ma. 



age, 5; filament current, 3 amperes; 
A. C. voltage per plate (R.M.S.) 500; 
D.C. output current, 250 ma. 

The base pins of the 5Z3 fit the 
standard four-prong socket, which 
should be installed preferably in a ver- 
tical position, with the base of the 
tube down. The socket connections 
for this tube are illustrated in Fig. 4. 
If the tube must be operated in a 
horizontal position, then it is recom- 
mended that the filament holes in the 
socket should be mounted so that they 
are either at the top or at the bottom. 
i.e., so that the plane of each filament 
is vertical. 

Filter circuits of the condenser-in- 
put or choke-input type may be em- 
ployed provided the recommended 
maximum plate voltage and output 




Fig. 5 

Output characteristics of the 5Z3. 



current, given above, are not exceeded. 
If the condenser input type of filter is 
used, it is important to recall that with 
the recommended applied A.C. plate 
voltage the filter condensers must be 
capable of withstanding a voltage of 
700 without breakdown. It should also 
be noted that with a condenser input 
on the filter, the peak plate current of 
the tube is considerably higher than 
the D.C, load current due to the cur- 
rent necessary to charge the filter 
condensers; in fact, with a large con- 
denser in the filter circuit next to 
the rectifier tube, the peak current is 
often as much as four times the load 
current. 

When, however, the choke input to 
the filter is used, the peak plate cur- 
rent is considerably reduced because 
of the lack of an input filter condens- 
er, A choke input filter system will 
give a somewhat lower D.C. output 
voltage than for the condenser input 





Plate volts 



Fig 2. 



F?g. 7 



A family of plate-voltage— plate-current curves of the 2A3. A load line of A family of plate-voltage— plate-current curves of the 2A5. 

2,500 ohms is shown for convenience. 7,000 ohms is shown for convenience. 



A load line of 
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system, but improved regulation will 
be obtained. 

An interesting set of curves showing 
the variation of D.C. output voltage 
with varying load currents is given in 
Fig. 5. The solid lines correspond to 
the condenser input filter and the dash 
lines to the choke input filter. With 
a given filter system, therefore, and 
with the curves shown in Fig. 5, ex- 
ternal characteristics may be pre- 
dicted. 



power output, 3 watts. 

The socket connections for the 2A5 
are illustrated in Fig. 6, and the tube 
may be operated in either a vertical 
or horizontal position. The 2A5 may 
be used either singly or in a push-pull 
combination. If a single 2A5 is op- 
erated self biased, the bias resistor 
should have a value of 408 ohms, and 
should be shunted by a suitable filter 
network, to avoid degeneration effects 
at low audio frequencies. The use of 



The 2A5: Power Output Pentode 

The 2A5 is a power am- 
plifier pentode of the 
heater-cathode type for 
use in the audio output 
stage of A.C. receivers. It 
is capable of delivering 
large power outputs with 
relatively small signal volt- 
ages ; because of the heater 
cathode construction, of 
course, a low hum level is 
obtainable. 

It might be stated that 
the power handling ability 
of the 2A5 is essentially 
the same as that of the 59 
with a pentode connection; 
although the latter tube 
has a greater flexibility of 
application because of the fact that 
all grids are brought out to separate 
base-pin connections. 

The following rating and character- 
istics obtain: Heater voltage, 2.5; 
heater current, 1.75 amperes; plate 
voltage, 250; grid bias, -16.5 volts; 
plate current, 34 ma.; screen current, 
6.5 ma.; plate resistance, 100,000 
ohms; amplification factor, 220; mu- 
tual conductance, 2,200 micromhos; 
load resistance, 7,000 to 9,000 ohms; 




An interest! 
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Fig. 9 

Connections of the 25Z5 when used in a voltage- 
doubler circuit. Note the filter condensers. 



Fig. 6 

ng set of curves showing the relation of plate and screen Currents 
as their voltages are varied. 

two 2A5's in push-pull, however, 
eliminate the necessity for shunting 
the bias resistor, which, incidentally, 
is now 204 ohms. The conventional 
type of input coupling transformer 
may be used, but if a grid resistor is 
employed in a resistance-coupled stage, 
its value should not exceed .25- meg. 

An interesting set of curves is shown 
in Fig. 7. These curves show the re- 
lation between plate current and plate 
voltage for various values of grid 
biases. It is seen that with the recom- 
mended bias of 16.5 volts, which re- 
sults in a plate voltage of approximate- 
ly 250, the characteristic is substan- 
tially linear, resulting in a minimum 
of distortion. 

Figure 8 shows the characteristics of 
this tube when the plate and screen 
grid voltages are varied. The solid 
lines represent the plate current, and 
the dotted lines the grid current. 

The 75 Special Detector Amplifier 
The 75, a product of Sylvania, is a 
heater type of tube embodying two 
diodes and a triode in a single bulb. 
In design, it resembles an 85, but of- 
fers a triode unit with an amplifica- 
tion factor of 100 as compared with a 
value of 8.3 for the 85. The diode 
units are independent of each other 
and from the triode, except for a com- 
mon cathode sleeve having one emit- 
ting surface for the diodes and an- 
other for the triode section. This ar- 
rangement adds greater flexibility in 
circuit design since it permits the di- 
odes to perform the functions of de- 
tection and automatic volume control 
while the triode is being used as an 
amplifier. 

The following rating and character- 
istics obtain: Heater voltage, 6.3 A.C. 



or D.C.; heater current, .3-ampere; 
plate voltage, 250; grid bias, -2 volts; 
amplification factor (of the triode por- 
tion) 100; plate resistance (of the tri- 
ode portion) 91,000 ohms; mutual 
conductance (of the triode portion) 
1,100 micromhos; plate current (of the 
triode portion) ,8-ma.; coupling re- 
sistor, .1 megohm. 

The two diode plates are below the 
triode unit of the tube and surround 
a section of the common cathode 
sleeve. Each diode plate 
is brought out to a separate 
base pin. For further in- 
formation on the applica- 
tion of the 75, the reader 
is referred to a description 
of the 55, which appeared 
in the September, 1932 is- 
sue of Radio-Craft. 

The cathode of the 75 
should, preferably, be con- 
nected directly to the mid- 
tap of its heater winding. 
This practice follows the 
recommendation that no 
bias be applied between 
heater and cathode, and 
that the resistance between 
them be kept as low as pos- 
sible in order to prevent 
hum in the circuit. Where 
it is impossible to follow 
this rule, the heater should be biased 
negatively with respect to the cathode 
by not more than 45 volts. 

Complete shielding of the detector 
circuit employing the 75 is generally 
necessary to prevent R.F. or I.F. 
coupling between the diode circuits 
and the circuits of other stages. 

The I2Z3: A High Vacuum Half. Wave 
Rectifier 

The 12Z3 is a half-wave, high vacuum 
(Continued on page 635) 
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Fig. 10 

Connections of the 25ZS when used as a half.wave 
rectifier. 
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Fig. A 

Panel view of the Postal model PD-2 kit set described here. 




Fig. B 

Rear view of the receiver showing the location of parts. 




Fig. C 

Under-chassis view illustrating the location of detail parts. 



THE vogue in radio receiver design is the tiny set 
which is now being sold not only by "radio" shops 
but also by department stores, sporting goods houses, 
etc. Therefore, technicians will be extremely inter- 
ested in the recent announcement that a complete, low- 
priced kit of parts for such a set is now available. This 
really "commercial" set may be built for less than the 
wholesale cost of many of the manufactured receivers. 

In Fig. A is shown the front view, in B, the back view, 
and at C, the underside appearance of the new Postal 
model PD-2 "Universal" receiver which is available in 
semi-assembled kit form. That is, all of the larger com- 
ponents are mounted in position, ready to be wired. It 
then only remains for the constructor to wire up these 
units and connect into the circuit the necessary resistors 

President. Postal Radio Corp. 



HOW TO BUILD THE 

POSTAL 
"UNIVERSAL" KIT SET 

Construction details of an up-to-the-second, high- 
quality, semi-assembled kit-set which may be 
custom-built for less than ten dollars. This tiny, 
nine-pound "manufacturers' model" receiver oper- 
ates on A.C., D.C., or batteries, and actuates a 
dynamic reproducer. 



N. M. HAYNES* 



and condensers, in accordance with the schematic circuit 
which is shown in Fig, 1; (A picture diagram is included 
in each kit of parts. Incidentally, this set is available 
completely wired, ready to use.) The appearance of the 
completed set, mounted in its cabinet, is shown at A in 
Fig. 1 ; a carrying case, not shown, is available. 

By reference to the schematic circuit and the List of 
Parts, several interesting circuit features will be noted. 
For instance, the new type 25Z5 dual half-wave rectifier, 
which is described elsewhere in this issue, is used to fur- 
nish not only high-voltage D.C. for the tubes but also high- 
voltage D.C. for the 4,000-ohm field coil of the dynamic 
reproducer. 

An "Any Power" Receiver 

Furthermore, the power circuit of the "Universal" has 
been designed to accommodate several types of power 
supply. Thus, those who only have access to a 6-volt 
storage battery may, by the use of the battery plug shown 
in the schematic circut, operate all of the iilaments which 
then are connected in parallel; "B" supply may then be 
obtained either from batteries, or from a special inter- 
rupter-type Postal "B" unit which operates from the stor- 
age battery, stepping up the potential from 6 volts to 180 
volts, maximum. 

Service Men should have no difficulty disposing of such 
receivers not only to the regular trade but also to auto- 
mobilists, boat owners, and the itinerant commercial man 
who prefers to rent a storage battery rather than depend 
upon a light line always being available. (The model 
PD-2 "Universal" set may be clamped to the rug- or 
hand-rail of a car in a few seconds. Then, at the end of 
a trip it may be removed with equal ease and taken into 
the house and, after removing the battery adapter, plugged 
into the regular house lighting circuit.) 

For those who reside in districts powered by Delco or 
other farm lighting systems, a 32 V. adapter, a 24 ohm, 
50 W. Clarostat resistor (in the A+ lead) which cuts 
down the voltage to 6 V., is available. Still another serv- 
ice is that of shipboard operation, and here the current 
is usually about 220 V. For use on these lines, a 220 
V. adapter, a 305 ohm, 50 W. Clarostat resistor which 
cuts down the potential to 110 V., also is available. 

The ground may be connected to this set but only with 
a good (tested) mica-dielectric condenser of about .01-mf, 
connected in series (as shown dotted in Fig. 1) in order 
to provide, in the ground circuit, adequate D.C. insulation. 
This insulation in the antenna circuit is secured by con- 
denser C3 which is built into the standard set. (As a 
"safety first" measure, the metal chassis is totally insulated 
from all the instruments and the wiring,) 
(Continued on page 618) 
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MORE INFORMATION ON THE 

TRAUTONIUM 

The fundamental theories of sound synthesis have been used by foreign engineers in the 
development of the Trautonium — a musical instrument. A description of two German 
instruments are described below. Additional data will be printed in future issues. 

FRITZ NOACK, Ph.D. (Berlin) 



A CCORDING to the theories of Dr. Trautwein, the 
MJL tones of every musical instrument are composed 
of a fundamental tone, which determines pitch, 
and a series of overtones, which determine the 
tone color. Thus, every note produced by a musical in- 
strument is not sinusoidal 
in character, but consists of 
the fundamental and its ac- 
companying overtones; 
furthermore, the amplitude 
(strength) of the harmon- 
ics is different for every 
musical instrument. Each 
of these overtones is sinu- 
soidal in character, vary- 
ing in frequency between 
300 and 3,000 cycles per 
second. Let us examine 
the method of producing 
sound with the throat; that 
is, let us see how sound is 
produced when one is talk- 
ing or singing. 

First, the fundamental 
tone is determined by the 
fundamental period of vi- 
bration of the vocal chords. 
These chords do not vi- 
brate continuously, but ex- 
ecute sharp impacts, simi- 
lar to those produced by 
the continual blows of a 
hammer upon a metal 
plate. The sounds pro- 
duced by the vocal chords 
thus reach the mouth in im- 
pulses, and the mouth, in 
turn, by virtue of its shape 
which varies with muscular 
adjustment, has a natural 
period of its own. Thus, 
the sound emitted from the 
mouth depends upon the 
cavity formed by the indi- 
vidual, which also deter- 
mines the strength of the 
harmonics produced. 

Dr. Trautwein has con- 
structed a musical instru- 
ment based upon this 
theory; it is shown photo- 
graphically in Figs. A and 
B ? and schematically in Fig. 
1. The fundamental vibra- 
tion is effected by the neon 
tube (glow lamp) shown at 
1, and the overtones by the 
oscillating circuit, 2. Every 
oscillation impulse from 




Fig. A 

Photograph of the Trautonium set up with amplifier and speaker ready for oper- 
ation. Note the musical scale, the amplifier, and the keyboard. 




Pig I 

Schematic circuit of the musical instrument originally designed by Dr. Trautwein. 
A neon-tube oscillator is used. 



glow lamp 1 releases a damped train of impulses to cir- 
cuit 2, exactly as in the case of the vocal chords and the 
mouth mentioned above. The resultant wave is amplified 
by tube 3 and conveyed via the output transformer 4 to 
a loudspeaker 5. The audio transformer 6 should have a 

ratio of either 2:1 or 1:1, 
its value not being very 
critical. Condenser 7 should 
have a maximum capacity 
of .01-mf. ; it may be vari- 
able in convenient steps. 
Condenser 7 and trans- 
former 6 should be so pro- 
portioned that all fre- 
quencies between 300 and 
3,000 cycles may be 
"tuned." Condenser 8 pro- 
duces a back-coupling ef- 
fect in amplifier tube 9. It 
should also have a maxi- 
mum capacity of about 
.01-mf., and its purpose is 
to increase the strength of 
the overtones at will. 



Operation of ihe Neon Tube 

The glow tube operates 
as follows. The tube used 
has a starting (or ignition) 
potential of about 130 
volts, which means a plate 
battery voltage, 10, of 
about 140 volts. Now, 
across the neon tube is a 
variable condenser, 12, 
and the combination of this 
condenser and neon tube 
is connected in series with 
the internal resistance of 
vacuum tube 11. The re- 
sult, therefore, is a resist- 
ance-condenser oscillating 
circuit, the frequency of 
the oscillations generated 
depending upon the size of 
condenser 12 and the in- 
ternal resistance of the 
tube, 11. The size of this 
condenser not only deter- 
mines the frequency of os- 
cillation, but, also, its 
strength. With the size of 
12 fixed, the frequency of 
oscihation may be con- 
veniently and uniformly 
varied by adjusting the 
value of the internal re- 
sistance of the tube, easily 
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RADIO AND ELECTRONIC MUSIC 



The field of radio is not limited to the reception of 
music via the air. The fundamental principles of 
radio have been used in almost every industry, and 
the production of music by radio equipment is 
certainly a closely allied field of the radio art. 
In the March issue of this publication there was 
described a simplified version of the Trautonium 



which may easily be constructed at home and suc- 
cessfully operated by almost everyone. We will 
continue in this, and future, issues to describe mu- 
sical instruments, for it is our belief that the manu- 
facture and sale of such instruments will become 
one of the major avenues of revenue of the radio 
industry. This article is the second of a series. 



accomplished by changing the "C M bias of the tube. 

To accomplish this change in bias, the heaters of the 
tubes are connected to the "A" battery via a 10-ohm 
rheostat 13 and a resistance wire 14, also having a resist- 
ance of about 10 ohms. The resistance wire 14 is so 
stretched as to facilitate 
its being depressed at any 
point along its length 
against a carbon body 15 
having a very small resist- 
ance, probably a few ohms. 
The 10-volt battery 17 is 
connected in series with the 
30,000-ohm potentiometer, 
16, and the resistance wire 
14 to the heater of the 
tube. Thus, varying the 
position where the wire 14 
touches 15, varies the cur- 
rent through the series cir- 
cuit, and hence the voltage 
drop across potentiometer 
16, causing a variation in 
bias, which, in turn, varies 
the internal resistance of 
the tube. The position of 
the arm of this potentio- 
meter determines the vol- 
ume input to the tube; that 
is, it determines the maxi- 
mum voltage applied, not 
the amount of variation. 

The oscillations produced 
by the glow lamp are con- 
veyed to tube 9 by means 
of transformer 18, having 
a ratio of about 3 :1 ; a re- 
sistor 19 is connected in 
series with the secondary 
of this transformer. This 
resistor, which has a value 
of .1-meg. is used to pre- 
vent any oscillations in 
tube 9 from affecting the 
neon tube circuit through 
the audio transformer 18. 
Resistor 20, having a value 
of 10,000 ohms, is used to 
prevent feedback when all 
tubes are operated from 
the same "B" supply. 

Condenser 7 adjusts the 
strength of the harmonics 
of the oscillations produced, 
while condenser 8 changes 
the damping (the degree of 
impaction), so that the re- 
sultant tones may simulate 
any instrument desired. 




Fig. B 

Another view of the Trautonium featuring the foot-operated volume control and 
the keyboard. The musical scale has been removed to show its support. 
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Fig. 2 

Schematic circuit of the instrument as revised by Telefunken. 

been substituted for the neon lamp of Fig. I. 



The glow-lamp circuit is so adjusted that frequencies 
from 1 to 10,000 cycles per second may be generated. If 
its frequency is adjusted to a low value, and with the 
proper setting of condensers 7 and 8, sounds may be pro- 
duced similar to that of rapid machine-gun fire, a valuable 

asset for theatres or vaude- 
ville shows. 

Lately, Telefunken, in 
Germany, has taken over 
the production of the 
Trautonium, but have re- 
vised it somewhat, as may 
be seen by reference to 
Fig. 2. One of the changes 
has been the conversion to 
all A.C. operation, although 
Dr. Trautwein suggests 
battery operation for the 
first two tubes, because 
slight fluctuations in plate 
voltage produce large 
changes in pitch. 

Of particular note is the 
fact that the new circuit of 
Fig. 2 uses a thyratron in- 
stead of the neon tube. The 
electronic discharge of this 
tube, 21 in Fig. 2, takes 
place with condenser 22 ex- 
actly as the discharge of 
the glow lamp in Fig. 1. 
Condenser 22 has a value 
of .01-mf.; battery 23, a 
potential of 10 volts; two 
resistors 24, a value of 
2,000 to 5,000 ohms. These 
two latter resistors are ad- 
justed so that the voltage 
drop across resistor 25 
(which has a value of 2,000 
to 5,000 ohms) is about 4 
volts. Item 26 is a de- 
coupling resistor of .5- 
meg.; audio transformer 27 
has a ration of 3 :1 ; poten- 
tiometer 28 should have a 
value of about ,25-meg. ; 29 
is also a decoupling resist- 
or; 30 is a 1:1 or 2:1 audio 
transformer; 31 is the "har- 
monic accentuator" circuit; 
32 is a variable condenser 
of .01-mf. capacity. The 
"harmonic accentuator" is 
the same as that for Fig. 1, 
and may be directly con- 
nected into the last tube. 
An additional trans- 
(Continued on page 625) 
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ELMAN B. 
MYERS* 



f 

Fig. A 

Photograph of the actual lamp used by Mr. Myers in his astounding experiments. 

THE RADIOLICHT "TALKING BEAM" 

The first published detailed description of the "light beam radio" program recently 
broadcast over Columbia's national network. This new system utilizes a modulated 50 
meter radio transmitter to produce a 375 mega-megacycle "cold-light" in a mercury 
vapor induction lamp. Note the fields available for this communication system. 



ON the thirteenth anniversary 
of Vaughn de Leath's entry 
into radio broadcasting, her 
regular program over the Co- 
lumbia Broadcasting Company's nation- 
wide network was used to inaugurate 
a new method in radio communication. 
This new system is known as a "Radio 
Light Beam." 

We have all heard much about the 
early experimental methods of light 
beam communication, and of more re- 
cent experiments with a 20 mile arc- 
light beam modulated by a 200 kw. 
transmitter; and now, through inven- 
tions in the Metal-Vapor Induction- 
Lamp field, this method has been 
brought to the point where, with only 
about 1 kw. in the transmitter, it will 
do all that a radio transmitter will do, 
but with a great many of radio's dis- 
advantages overcome, — in a manner 
which is commercially practicable. 

The lamp that is the basis of this 
remarkable new method of communi- 
cation is pictured in Fig. A; it is 
sketched in Fig. 1. In the latter illus- 
tration the coils LI, L2, and the con- 
denser CI form the output circuit of a 
standard, low-power radio transmitter 
operating on 50 meters. The vaporiz- 
ing coil L2 is coupled to the larger 
chamber containing liquid mercury. By 
the correct coupling of L2 and this 
mercury vaporizing chamber, mercury 
vapor is produced and seeks the upper 
or ionizing chamber. Here the mer- 
cury vapor is ionized by the 6,000 kc. 
(50 meter) R.F. current which circu- 
lates through the ionizing coil, Ll, and 
produces a "cold light," of a bluish- 
white color, having a frequency of 

♦President, Myers Electrical Research Corp. 
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8,000 A.U., or 375 mega-megacycles. 
Convection currents which are set up 
in the lamp carry mercury molecules to 
the second or condensing chamber 
where they condense, due to coolness 
of the quartz envelope, and form back 
into liquid mercury. 

All that is necessary to modulate the 
lamp is to modulate the radio trans- 
mitter in the conventional manner. 
All variations of the transmitter output 
are followed with absolute fidelity by 
the mercury vapor lamp! In fact, the 
same light used in the recent Radio 
Light Beam tests has been used to re- 
produce television pictures of 60 lines, 
72 elements wide, at 20 pictures per 




Fig. B 

Photograph of Mr. Myers alongside of the powerful 
searchlight housing the mercury-vapor lamp. Note 
the ionizing coils. 



second. This proves that the light will 
modulate 43,200 cycles per second, for 
the pictures produced were acclaimed 
as perfect as the originals in the tele- 
vision studio! It will be seen, then, that 
frequencies up to the limit of the audio 
band are well within its scope. Lamps 
that have been operating 7,000 hours 
show no signs of fatigue, and it is be- 
lieved that the life of these tubes is 
extremely long. 

Recent Demonstration 

As Vaughn de Leath, 'way back in 
1920, climbed the winding stairs of 
the old World Tower to become the 
first radio artist of her sex, little did 
she realize that thirteen years later 
she would inaugurate a new system of 
communication that is bound to open 
up untold transmission bands. A re- 
markable coincidence is that the author 
was at the controls of the De Forest 
radio transmitter which broadcast her 
voice for the first time! 

In Fig. 2A we have a sketch, and in 
2B a block illustration, of the system 
used January 19, 1933. Miss Vaughn 
de Leath and Freddie Berren's Orches- 
tra furnished the talent, in the obser- 
vation room on the 71st floor of the 
Chrysler Tower in New York City. The 
program was picked up in the regular 
way by engineers of the Columbia 
Broadcasting system, and relayed to 
the 65th floor of the same tower to 
modulate the "radio light beam." This 
beam of light was directed to the 16th 
floor of the Columbia Broadcasting 
Building, about a half-mile away. At 
the receiving point the light beam was 
picked up by a three-foot, water-filled 
lens and focused on a standard photo- 
electric cell. The audio output was 
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■FIELDS FOR RADIO LIGHT BEAMS- 



I. For any communication system up to fifty miles that 
has not been able to secure a wave length from the Fed- 
eral Radio Commission. 2. For a communication system 
between engine and caboose on some of our one and four 
mile freight trains. 3. Telephone and telegraph communi- 
cation to and from moving passenger trains. A wide-open 
field. 4. In large industrial plants as a combination source 
of illumination and call system. 5. Shore-to-island and 
island-to-island telephone and telegraph communication, 
where the price of a submarine cable would be too costly. 
6. Communication between plane and ground, and plane 
and plane for the passengers who are not allowed the use 
of present radio service, which is meant primarily for 
weather map data for the pilot. 7. Train dispatching. 8. 
Grade crossing warnings. 9. Fire-boat dispatching. (The 



entire harbor can be seen from the Chrysler Tower.) This 
service is now by radio, and these radio channels could be 
relieved for other services. 10. Police services could be 
handled much the same as air light-beacons. Constant com- 
munication from headquarters could be maintained by 
talking on successive lights along our city streets. TrW 
dead spots that now exist in radio areas may obviously be 
completely eliminated. II. Communication with large 
liners that sometimes have to wait hours to get through 
Quarantine. Two-way service could be used and parties on 
the boats connected with the Bell Telephone service 
throughout the land. 12. Broadcasting paid advertising, 
similar to our present radio advertising programs. The 
use of "black light" (invisible, infra-red rays filtered 
from the mercury light) would satisfy the City Fathers. 



built up to loudspeaker vol- 
ume, for a group of report- 
ers and interested specta- 
tors, and a relay line took 
part of the audio to the 
master control room of the 
Columbia network where it 
was transmitted to the nine- 
ty-odd stations of the CBS. 
A transmission line used for 
all remote pickups was also 
installed between the 71st 
floor of the Chrysler Tower 
and the master control; this 
permitted the sound of 
Vaughn de Leath's voice 
and the music of Freddie 
Berren's Orchestra to be 
faded from light beam to 
wire as the announcer 
asked the radio audience to 
*ry to detect any change in 
quality. 

This was a severe test 
but the light-beam system 
was so faithful in repro- 
duction that reports from 
all over the country states 
that no difference in quality 
could be detected. 

Figure B is an excellent 
view of the quartz lamp 
mounted in the Sperry 
searchlight used in the re- 
cent broadcast. The vapor- 
izing and ionizing coils can 
be plainly seen around the lamp. This 
assembly is slung from the tuning con- 
denser of the output circuit. The entire 
tuned circuit and lamp can be moved 
back and forth in the focus of the 24 in. 
parabolic mirror of the searchlight. 

Figure C is a photo of the receiving 
equipment. The large lens was used to 
ensure enough light even under the 
most adverse conditions. It was found 
to be very much larger than necessary; 
a good signal could be picked up on a 
six-inch lens, at this distance. A 
standard color-sensitive photoelectric 
cell, peaked in the blue region of the 
color spectrum, was purchased from 
the American Photoelectric Corpor- 
ation, and was used to convert the 
audio modulations of the light beam 
into sound. This audio signal was then 
sent by the regular wire line to the 
various stations of the CBS network, 
and from there into the millions of 
homes throughout the United States 
and Canada. 
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Schematic circuit of the Ionizing circuit of the new lamp, 
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Fig. 2 

Block illustration of the complete system used by CBS. 
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electric 



the receiving lens and the photo- 
cell used in the experiments. 



The distance over which 
this test was conducted was 
one of circumstance and 
not choice. The one-half 
mile in most cases would 
not seem "commercial," but 
this happened to be the 
distance between the two 
buildings. It was advan- 
tageous to use these two 
points — the Chrysler Tower 
being the locus of our lab- 
oratory, and the Columbia 
Building housing the CBS 
master control room, the 
main feed for the entire 
network. Conservative esti- 
mates, based on measure- 
ments, have shown that dis- 
tances up to 10 and 15 
miles can be covered with 
no loss in quality. 

With the intrinsic bril- 
liance developed at the 
power now available, we 
produce about 50,000 beam 
candle-power which is mod- 
ulated 100%. Measure- 
ments are under way at the 
present time to establish 
the field intensities of the 
beam in the New York area. 
Work has been done in 
broad daylight with as good 
results as at night. Cell 
rush caused by the great 
amount of sunlight falling on the 
photo-cell (also, "interfering" rays, 
such as those of an electric-light sign, 
etc.), can be balanced out by a very 
simple method used in all laboratories 
when accurate work is required. 

As the driver or power-to-light con- 
verter is a standard radio transmitter, 
it is possible to multiplex the beam by 
multiplexing the transmitter by any of 
the well-known methods. It is possible 
to use heterodyne detection on the re- 
ceiving end as the carrier and its side- 
bands appears in the output of the 
vacuum-type photoelectric cells. This 
means that the extreme sensitivity of 
this method of detection would greatly 
increase the distance over which tele- 
graphic communication can be carried 
on, without increase in power at the 
transmitter. 

A Light-Beam Radio Broadcast System 

When we stop to think of the tremen- 
(Continued on page 621) 
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THE LATEST 
RADIO EQUIPMENT 



PIONEER GEN-E-MOTORS 

A COMPLETE line of "B" battery 
eliminators for auto-radio use has 
been brought out by the Pioneer Gen- 
E-Motor Corp. These are compact, 
high-efficient machines of the dyna- 
motor type. Outputs vary from 135 
volts at 30 ma. to 200 volts at 40 ma. 
Drain from a 6-volt storage battery is 
only 1.42 to 2,75 amperes. A special 
32-volt model is available for use on 
farm lighting plants. All models 
measure 4 Vfc by 6 by 6% inches; av- 
erage weight, 12% pounds. 




Pioneer Gen-E-Motor; case on right, 

DEWALD "DYNETTE" 

THE Pierce-Airo DeWald "Dynctte" 
■ is a 5-tube universal A.C.-D.C. 
midget, measuring 11^x7x5^4 inches. 
Has dynamic speaker, built-in aerial, 
and walnut cabinet. Uses 1 - 36, 
2 - 37, 1 - 38 and 1 - 39. Felt lined 
leather carrying case can be had. 




Front view of "Dynette." 

B-L RECTIFIER 

THE new B-L type "F" rectifying 
1 unit illustrated below is ideal for 
equipment requiring a small amount 
of D.C. power, such as relays, electro- 
magnetic counters, etc. The F-24 unit 
is rated at 2 watts, 8 
volts output; input 
supplied by a small 
110 V. step down 
transformer. Its size 
may be judged by 
comparison with the 
ruler. 





WEBSTER P.A. SYSTEM 

THE Webster mobile P.A. system is 
designed for use in sound trucks, 
automobiles, and permanent installa- 
tions. Includes dry "B" and "C" bat- 
teries instead of converter or A.C. 
generator. Single cabinet houses 3- 
stage, 20-watt amplifier, phonograph 
turntable, two 12-inch dynamic speak- 
ers, double button microphone, cables 
for mike and speakers, etc. Entire 
outfit works on regular fi-volt storage 
battery. Dimensions, 18 Vfexl8 VfcxSl 
inches; weight 90 pounds. 




Mobile P.A. Amplifier by Webster. 



KING COLE "A" SUPPLY 

THE King Cole "A" Eliminator, made 
■ by the Anylite Electric Company, 
works on 32-volt farm lighting lines 
and furnishes filament current for any 
standard 2- or 4-volt broadcast receiv- 
ers drawing between and 1 ampere. 
It is equipped with a voltmeter and 
regulating dial; once set, the latter 
needs no further adjustment. A con- 
necting cord and an on-off switch are 
provided. 




I.R.C. RESISTOR INDICATOR 

QETERMINING the value of burned 
^ out resistors is one of the most 
difficult jobs the Service Man encount- 
ers. The International Resistance 
Company comes to the rescue with a 
Resistor Indicator, illustrated below. 
This is a wire-wound 100,000-ohm re- 
sistor directly calibrated in 5,000 ohm 
steps. By connecting it in place of the 
defective resistor and adjusting a slid- 
ing contact, the Service Man quickly 
determines the correct replacement 
value. 




Close-up of the I.R.C. Resistor Indicator. 

PHONOGRAPH ADAPTER 

THE "Diskadapt" is the answer of the 
New Era Specialties Corporation to 
the demand for a phonograph attach- 
ment that permits the use of long play- 
ing (33 y 3 R.P.M.) records on old style 
phonographs. It is easily and quickly 
attached. 




TSo "Dfskadapt" turntable adapter. 



RED DEVIL RESISTORS 

THE "Red Devil" resistors made by 
1 the Ohmite Manufacturing Com- 
pany are so named because of their 
ability to work at red heat without 
burning out. The 10-watt sizes, for 
instance, can handle 50 watts without 
injury. They are recommended for 
replacement purposes. 




King Cole filament supply unit. 



Different types of Red Devil resistors. 
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The chassis of the Norden-Hauck Admiralty Super 15. 



ADMIRALTY SUPER 15 

THE Norden-Hauck Admiralty Super 15 is a high grade 
■ 16-tube superheterodyne with a wavelength range of 
16 to 560 meters. It has two dynamic speakers, one 
pitched low and the other high, and uses band-pass tun- 
ing and the latest pentodes. The tube combination is as 
follows: 58 pre-amplifier, 58 mixer, 56 oscillator, three 
58 I.F. amplifiers, 56 A.V.C., parallel 56's as second de- 
tector, 56 first A.F., push-pull 56's as second A.F. ampli- 
fiers, terminating in push-pull 50's. Two 8Ts are used 
in the power pack. 

The mechanical construction throughout is strong and 
heavy. All R.F. parts are thoroughly shielded, even the 
tuning condensers being covered. Two meters are in- 
cluded on the control panel: an A.C. line voltmeter, and 
a plate milliammeter that acts as tuning meter. The 
latter is connected in the cathode return lead of the 
second intermediate amplifier tube. Connections are 
provided for a phonograph pickup. 



MALLORY BATTERY CHARGER 

THE new Mallory-Elkon automobile battery charger 
' shown at the right is a very useful device for the car 
owner. It is equipped with convenient mounting lugs 
which permit hanging on wall of garage. Has 12-foot 
A.C, cord, and 12-foot cable with unbreakable, polarized 
male plug leading from charger to special receptacle on 
dash. Fuses for both the A.C. and D.C. circuits are 
mounted on top, with a spare fuse for emergency. 

The heart of the charger is the well known Elkon 
dry disc rectifying element. The power transformer is 
designed to automatically regulate the output to take 
care of variations in battery condition and line voltage. 
Average D.C. output to battery is 2 a /fe to 3 amperes. En- 
tire unit measures 7%x3t^x3% inches; approximate 
weight 7 pounds. This charger should find a ready mar- 
ket among car owners who have auto radios or who make 
short trips. 




Mallory-Elkon battery charger. Dash receptacle is at left. 



ROYAL A.C.-D.C. MIDGET 

THE latest addition to the rapidly 
growing line of universal A.C.-D,C. 
miniature receivers is the Royal, pro- 
duced by Royal Radio of New York, 
Inc. This is a four tube set, using 
1 - 39, 1 - 36, 1 - 43 and 1- 25Z5. 
It has dynamic speaker and a hand 
rubbed walnut cabinet. An indoor 
aerial consisting of 30 feet of flexible 
wire is permanently attached. No 
ground connection is needed. This set 
is unusually compact, measuring only 
9%x6%x4 , /fc inches. A decorative 
cloth covers the loudspeaker opening. 



soldering temperature for immediate 
use. The result is a saving of power 
and increased life of the heating ele- 
ment. When the iron is in actual use 
or is placed in the right cradle, full 
line voltage is automatically applied 
to keep the iron up to maximum tem- 
perature. This stand corrects the 
troubles due to overheated, dirty irons, 
and prevents pitting and corrosion. 
The tip of the iron will remain well 
tinned for weeks. 



made with the adjustable slider. How- 
ever, while the surface of the wire is 
exposed, the enamel between turns 
holds the wire firmly in place and pre- 
vents inter-turn short circuits. These 
new resistors are available in 25, 50, 
and 75 watt sizes. 



PLACE ISON HER* 
TO MAINTAIN 
SOLDERlNft 
TEMPERATURE 



PLACE {BON HERE 
TO HEAT qUICKLY. 




ADJUST RESISTOR " 
HERE TOR RATING 
OP IRON 



SUPPORT FOR HANDLE 
OF IRON IS ADJUSTAULB 




^ Q B fi 



" 1 wmm w 




NA-ALD ADAPTER 

\^ITH the 



PlUO IRON 1 



The Royal Midget receiver. 

SOLDERING IRON STAND 

THE G-M Laboratories announce a 
' new type of soldering iron stand 
that effects a saving of 30 to 40% 
in power consumption and overcomes 
many of the principal soldering trou- 
bles. This stand has two cradles. 
When placed in the left cradle, the 
iron receives only sufficient voltage to 
keep it at the minimum and yet proper 



The G-M soldering Iron stand. 

NEW AEROVOX RESISTORS 

THE Aerovox Corporation has 
' brought out a new line of adjustable 
Pyrohm (vitreous enamel) resistors 
designed to meet all voltage divider re- 
quirements and other uses where ad- 
justable heavy duty resistors are re- 
quired. By means of a special meth- 
od, a narrow strip of the winding along 
the length of the unit is left free of 
enamel in order that contact may be 




New Na-Ald adapter 



new 

Na-Ald adapt- 
er pictured at the 
left, you can test 
the new 25 and 30 
volt tubes in old 
type tube checkers. 
The type 48 tube 
can be checked in 
the 27 socket of the 
adapter; the type 43 
can be similarly 
tested. A 60 watt 
lamp is needed in 
the first case, and a 
40 watt in the sec- 
ond. 
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HOW TO MAKE A 

MODERN BENCH -TYPE TEST PANEL 



Here is a test panel that satisfies every need of Service Men. It contains every piece of 
test equipment that is usually required by Service Men. Complete constructional details 
and parts list are given. Only a single meter is used in the entire panel. 

F. L. SPRAYBERRY* 




RADIO Service Men have long felt the need of having 
a complete shop work-bench on which practically all 
the equipment required for modern radio receiver 
servicing could be mounted. In most shops, testing 
equipment and associated apparatus with which a Service 
Man works may be found in several different places, and, 
often, much time is wasted in locating this equipment and 
getting it set up for a particular measurement. // all test 
apparatus could be incorporated on one panel t and on one 
workbench, the Service Man would save much time (and 
therefore money)* besides having his shop appear workman- 
like and efficient. (Space on the table is then available for 
tools, the receiv- 
er chassis, etc.) 

The writer has 
had many re- 
quests from Serv- 
ice Men in all 
parts of the coun- 
try for detailed 
construction data 
relating to such 
a panel, and, 
since these re- 
quests have been 
so insistent, con- 
siderable time 
has been spent in 
designing and 
building such a 
•panel. The dia- 
gram of this pan- 
el is shown in 
Figs. 1 and 2; a 
picture of the 
front of the pan- 
el is Fig. A, and 
a rear view, Fig. 
B. 

Referring t o 
Fig. 1, at A is 

shown an A.C. operated, A.F. modulated R.F. oscillator 
having a range from 100 to 1,500 kc. This range will 
cover not only the broadcast band, but, also, all intermedi- 
ate frequencies in general use. At B is shown a tube 
checker. At C is shown an amplifier having microphone, 
phonograph and radio receiver input connections. At D 
are shown two output transformers, a speaker field with 
load resistor, and a broadcast coil with its tuning condenser. 
At E is shown a pre-heater arrangement. At F is shown 
a short-checker. At G is shown an adjustable condenser 
bank, varying in capacity from .05- mf. to 8 mf. At H is 
shown the power supply for the entire panel. 
♦Sprayberry Radio Data Sheets. 
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Pig, A 

Photograph of the front panel of the ultra modern test panel described by the author. 



Figure 2 is the schematic circuit of a set analyzer which 
will test all tubes and circuits which have been announced 
to date. 

The whole of this apparatus is mounted on a Spaulding 
bakelite panel, measuring 18 x 30 ins. At the rear of the 
panel is a large wooden baseboard which also measures 18 
x 30 ins. On this baseboard are mounted the amplifier, 
power supply, adjustable condenser bank, filament trans- 
formers, and other heavy parts. Leads are brought out 
from these to different controls and connections on the 
panel, AH of the instruments associated with the panel 
are operated from the control knobs, switches, etc., 

mounted on the 

. , . i panel. 

The various 
units of this pan- 
el are so ar- 
ranged that, for 
economy, the 
complete panel 
may be built in 
sections. That is, 
if the Service 
Man has a cer- 
tain amount of 
money to spend, 
in one month, for 
test equipment, 
he may build one 
section of his 
panel that month 
and some other 
section another 
month, until the 
complete job has 
been assembled. 

By inter-con- 
necting the vari- 
ous units of the 
panel, many test 
combinations are 

possible. It is quite easy to substitute the parts on 
the panel for parts in the receiver which you may sus- 
pect are not working properly. Since binding posts 
are available on the panel, which connect to the various 
panel parts, substitution of parts is quickly and easily 
made. 

You will notice that onhj one meter is used for the entire 
panel. This instrument, a Weston Universal model 301, 
rectifier type, may be used as the output meter for the 
oscillator, the A.C. or D.C. meter for the analyzer, the mil- 
liammeter for the tube tester, and the voltmeter for the 
ohmmeter; or, it may be used for other external voltage or 
current measurements, whether A.C. or D,C. 
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The Oscillator 

The oscillator (the schematic circuit is Fig. 1A) is in- 
closed in a 6 x 9 aluminum shield box which is mounted in 
the upper left-hand corner of the panel and held in place 
by means of four machine screws in each corner. That 
end of the shield box which is nearest the panel must be 
so arranged that the controls of the oscillator extend 
through both the shield and the panel, as shown in Fig. 
A. Near the top of the box a tap-switch control is pro- 
vided to change the range of the oscillator. Just under 
this switch is located the oscillator tuning condenser. Leads 
are brought out from the side of the oscillator box for the 
phonograph pickup and R.F. feed line connections. These 
leads terminate at binding posts provided along the left 
side of the panel. A small 15 ohm variable resistor con- 
trols the output of the oscillator, or, in other words, acts 
as an attenuator. The shaft for this control must also 
extend through the aluminum box and panel so that the 
strength of the oscillator may be varied. 

The coil form for the oscillator should be 4 ins. long and 
2 5 ins, in dia. ; it is wound with 300 T. of No, 30 D.S.C, 
wire, constituting coil LI in Fig. 1A, Taps are provided at 
the 56th, 158th, and 238th turns for the different ranges; 
these taps are controlled by switch Sw. 1. Counting from the 
cathode end of the coil, tap No. 1 connects to the end turn 
and covers the 100-113 kc. range; tap No. 2, at the 238th 
turn, covers the 122-150 kc. range; tap No. 3, at the 158th 
turn, covers the 240-400 kc. range; and the 4th tap, at 
the 56th turn, covers the broadcast band from 550 to 1500 
kc. 

The tickler coil L2 should consist of about 100 T, wound 
directly over the center of the secondary coil. The small 
coupling or primary coil L3 should consist of about 25 T. 
wound directly over the grid end of LI. 



This oscillator is so designed that practically any de- 
sired frequency in the I.F, or R.F. bands is obtainable. 
Although fundamental frequencies are not provided for 
in every band, the oscillator is rich in harmonics and any 
desired frequency (within the limits of the oscillator) may 
be obtained by using these harmonics. 

(It is necessary to calibrate the oscillator but this will 
not be covered here as as directions for doing this have been 
given in past issues of Radio-Craft. See, for instance, the 
article, "How to Make and Calibrate a Service Oscillator," 
by Clyde J. Fitch, in the August, 1932 issue.) 

Constant modulation is obtained for the oscillator by 
closing switch Sw. 2, which connects the .01-mf. condenser 
from the grid to the plate of the modulator tube. When 
modulation is desired by means of a phonograph pickup, 
Sw. 2 is opened. 

In many cases, the Service Man will want to provide 
his own broadcast signal, feeding it through the various 
stages of the receiver under test. Thus, he does not need 
a strong signal from a broadcast station to test the re- 
ceiver. This, too, makes it possible to have a signal for 
test purposes any hour of the day or night. 

To provide this R.F. signal energy, it is only necessary 
to couple the output of the oscillator to the antenna and 
ground posts of the receiver and close switch Sw. 3. The 
phonograph pickup is then placed in operation and the 
electrical variations from the record will then modulate 
the R.F. oscillator so that a modulated signal, just like 
that of a broadcast station, is applied to the receiver. 

The tuning condenser of the oscillator controls the point 
on the receiver dial at which this signal is received. If 
you want a signal at 550 kc, for instance, just tune 
both the oscillator and the receiver to this frequency. If 
you want a modulated signal in the I.F. band, couple the 



i 2 o 001- .0006- .00075- .00025 • 

Z±f* MP. ^MF, MP. ,MP. 




,os- roe mp 



Fig. I 

Complete schematic circuit of the test panel; all valdes are given in the List of Parts at the end of this article. 
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oscillator to the input of the 
LP. amplifier in the re- 
ceiver and tune the oscil- 
lator to the intermediate 
frequency of the receiver. 

Whether using the R.F. 
or LF. bands, the relative 
gain-per-stage in the re- 
ceiver is easily determined 
in terms of the output 
meter reading. For in- 
stance, if all stages are 
working properly, an in- 
creased reading on the out- 
put meter will be obtained 
as each amplifier stage is 
included in the test. First, 
couple the oscillator to the 
input of the detector. (If 
a "super" is being used, 
you will, of course, couple 
to the second-detector.) Set 
the attenuator of the oscil- 
lator to give a normal read- 
ing on the output meter 
and do not change the vol- 
ume control setting on the 
receiver. Carefully note 
the output meter reading 
and then couple the oscilla- 
tor to the preceding R.F. 
or LF. stage. When this 
is done, an increased read- 
ing should be obtained on 
the output meter. If none 
is obtained, then the stage 
preceding the detector gives 
a "loss" rather than a 
"gain." 

(If it is definitely as- 
certained that a loss is be- 
ing indicated in the circuit, 
the procedure then is to lo- 
cate the defect before con- 
tinuing further with the 
test. On the other hand, 
if a gain is noted, then the 
stage must be O. K.) 

Next couple the oscil- 
lator to the tube preced- 
ing the one just 
tested. Continue 
this method of 
coupling to tubes 
in the receiver 
until "the R.F. 
tube in the an- 
tenna circuit has 
been reached. 
Such a test will 
not be applicable 
to the oscillator 
circuit but, if de- 
sired, the service 
oscillator may be 
substituted for 
the oscillator in 
the receiver. The 
test oscillator 
must be tuned to 
a frequency dif- 
fering from the 
R.F. signal by an 
amount equal to 
the value of the 
resonant frequen- 
cy of the inter- 
mediate-frequen- 
cy amplifier (in 
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FEATURES OF THE PANEL 



(l| An A.C. operated, A.F. modulated R.F. service 
oscillator covering the range of 100 to 1,500 Ice; 

(21 A one-meter set analyzer, the meter of which is 
used for continuity testing and for all current and volt- 
age measurements from 2.5 ma. to 100 ma. and from 
5 V. to 1,000 V., respectively, on the entire panel; as 
an output meter or ohmmeter (the ohmmeter range 
using a 4|/ 2 V. battery is 500 to 100,000 ohms, high- 
range, and 10 to 500 ohms, low-range). The analyzer 
is designed to test all the circuit arrangements that 
have been designed to date; 

(3) A tube checker that will test all the new tubes 
wni ch have so far been designed. Fourteen sockets 
and a switching system are provided for this purpose. 
In addition, there are available the following: (aj an 
oscillation test for all tubes; (b) A pre-heater for ail of 
the heater type tubes; and (c) a short-checker that will 
check every element of a tube against the remaining 
elements for possible short-circuits; 

(4) A power unit to supply current for all the com- 
ponent parts of the tester; 

(5) An A.F. amplifier (with a gain of over 60 db.) 
provided with phonograph, radio set and microphone 
input equipment with various other special connections 
which the Service Man or experimenter requires on his 
workbench; 

(6) A universal-type output transformer, and a field 
coil of the most generally-used design, so that the 
Service Man does not have to remove the dynamic 
reproducer from the receiver cabinet when he is servic- 
ing a radio set; 

(7) A variable 80 watt resistor for use where it is 
desirable to load a circuit; 

(8) Various types of A.F. transformers equivalent to 
those which a Service Man encounters in his work; 

(9) A condenser bank, adjustable from .05- to 8 mf. t 
for testing filter circuits in power packs, receiver and 
amplifier units; 

(10) A coil-and- variable condenser combination, 
resonant to the broadcasting band, for checking sus- 
pected tuned circuits. 




Rear view of the test panel; note the arrangement and accessibility of all parts. 



most commercial sets, about 
175 kc). 

You can also get a very 
good idea of the condition 
of the tubes in the receiver 
by using this oscillator. In 
this case, constant modula- 
tion is obtained by closing 
switch Sw. 2 between the 
plate and grid circuits of 
the modulator (do not use 
the phono, pickup). After 
the oscillator has been cou- 
pled to a particular stage, 
several tubes might be 
tried in that stage and the 
one which gives the highest 
reading on the output meter 
should be permanently used 
in the circuit. 

The Set Analyzer 

The analyzer, which is 
shown by diagram in Fig. 
2, is placed at the top-cen- 
ter of the panel, as shown 
in Fig. A. The meter is in 
the exact center with the 
switches and other parts 
extending both to the right 
and left. The sockets are 
placed just above the meter 
near the top of the panel. 
One socket is a combination 
4, 5 and 6-hole type. The 
other socket is of the 7- 
hole type. 

In the picture it will be 
noticed that three sockets 
are provided on the set 
analyzer. However, only 
two are really necessary. 
The model illustrated in 
Fig. A was constructed by 
the writer before the "com- 
bination" and 7-prong sock- 
ets became available. The 
picture does not show S16 
as this is an improvement 
added later, after this model 
was constructed. 
However, there is 
plenty of room on 
the panel for this 
switch which, be- 
sides its being a 
two-deck unit in- 
stead of a three- 
deck, is similar 
to S15 and S18. 
For these reasons 
the text of this 
article will differ 
slightly from the 
picture. Voltage- 
range switch S15 
is located to the 
right of the me- 
ter while current- 
range switch S18 
is to the left Just 
to the left of 
switch S18 are 
located five tip- 
jacks, and two 
binding posts for 
the 4% V. bat- 
tery. 

Notice that di- 
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rectly underneath the two sockets (three, in Fig. A), are 
located two tip-jack control-grid connections; two are pro- 
vided merely for convenience. At the right side of the an- 
alyzer are located the current switches S12, S13 and S14. 
Two of the D. P. D. T. switches, S5 and S6, are also lo- 
cated in the row with the current switches. Just under the 
meter are located the other switches for controlling the 
various operations of the analyzer. 

At the bottom of the panel, just to the right of the tube 
checker and between two multi-contact switches, will be 
seen seven tip-jacks into which are plugged the leads of 
the cable from the 6-prong analyzer plug. 

Switch SI in Fig 2, measures A.C. filament voltage when 
S5 is turned to the A.C. position. Switch S2 measures the 
total D.C. voltage existing between grid and plate of any 
tube; when making this measurement, S5 must be in the 
D.C. position. To measure the total A.C. voltage across 
the plates of rectifier tubes, S5 is set to the A.C. position 
and switch S2 is depressed. In this connection, switch SI 5 
controls the voltage range of the meter whether the meas- 
urement is A.C. or D.C. 

Switch S3 reverses the polarity of the meter when mak- 
ing a D.C. voltage measurement. In any case, if the meter 
reads in the reverse direction, depress switch S3. 

Switch S5 determines whether you measure A.C. or D.C. 
values. The normal position of this switch is for D.C. 
measurements. 

Switch S6, which is set normally for voltage measure- 
ments, is provided for protection to the meter when mak- 
ing current measurements. To make a current measure- 
ment, turn this switch from V., the normal position, to the 
opposite position, A., and select the current range of the 
meter by means of switch SI 8. 

Switches S7, S8, S9, S10 and Sll are D.C. voltage meas- 
urement switches for determining the voltage of the vari- 
ous circuits of all tubes. These five switches are operated 
in connection with switches Si 5 and SI 7. The function of 
switch SI 5 is to change the range of the voltmeter from 
5 V. to 1000 V., as follows: position No. 1, 5 V.; 2, 10 V.; 
3, 50 V.; 4. 100 V.; 5, 250 V.; 6, 500 V.; 7, 750 V.; 8, 
1000 V. 

The function of switch Si 7 is to connect the meter- re- 
turn lead to either the filament or cathode circuits; the F 
position is for tubes of the direct-heater type, such as the 
OlA and 71A, and the K position for tubes of the indi- 
rect-heater type, such as the 27 or 24. 



Getting back to the function of switches S7, S8, S9, S10 
and Sll, these are depressed, one at a time, to make volt- 
age measurements only after S15 and S17 have been set 
correctly. The circuits are tested in the following sequence: 
switch S7, plate voltage; S8, cathode or pentode screen- 
grid voltage; S9, control-grid or screen-grid voltage; S10, 
suppressor-grid voltage; Sll, control-grid voltage measure- 
ment. Remember, if in using any one of these five switches, 
the meter reads reverse, depress switch S3 which will 
cause the meter to read in an up-scale direction. 

SwitcKes S12, S13, and SI 4 are current measuring 
switches for determining the current in the various cir- 
cuits of all tubes. These three switches are operated in 
conjunction with switches S6 and S18. To make a current 
measurement, turn S6 to the current position and select 
on S18 the desired range, either 2.5 ma., 25 ma., or 100 ma. 
If the control-grid or screen-grid circuit current measure- 
ment is desired, depress S12; cathode or pentode screen- 
grid, S13; plate SI 4. For full-wave rectifiers, one plate 
current measurement is obtained by depressing S14 and the 
other by depressing S12; for half-wave rectifiers, depress 
only S14. 

Switch SI 6 is of the two-deck type, having three fixed 
contacts and one movable contact for each deck. Position 
No. 1 of this switch changes the control-grid voltage of 
three-element tubes by an amount equal to the voltage of 
the <4 C" battery. This causes a change in plate current 
which is a figure of merit (the "mutual conductance" figure 
in tube tables) for the type of tube under test. Usually, 
the greater the change in plate current, the better the 
tube. Position No. 2 changes the control-grid voltage for 
screen-grid tubes, likewise causing a change in plate cur- 
rent. 

Position No. 3 permits continuity testing and the use 
of the meter as an ohmmeter when test leads are con- 
nected to the " + D.C., A.C." and "—-D.C." tip-jacks. Then, 
turn S5 to "D.C." and S6 to "V." To measure higher 
values of resistances, use a larger battery and set switch 
Si 5 to the correct voltage position. The value of the resist- 
ance under test will be equal to RX=E/I — R. Where RX is 
the resistance under test, E is the voltage of the battery, 
I the current of the meter and R the resistance of the 
meter. The resistance of the meter will depend upon the 
position of switch Si 5. If a 90 V. battery is being used, 
switch SI 5 will, of course, be in the 100 V. position; con- 
(Continucd on page 626) 
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Fig. 2 

The above circuit it a detailed drawing of the analyzer section of the test panel. 
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HOW TO BUILD A 110-VOLT 

TRANSFORMERLESS RECEIVER 

Employs a dynamic speaker and uses the latest rectifier, 25Z5, and a 43 tube providing 

900 milliwatts of undistorted output. 




Fig. A 

Panel view of the miniature receiver by Coast-To-Coast. 
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Under-view of the chassis; all values are marked thereon. 




Fig. I 

Schematic circuit of the receiver discussed in the text. 



LEON J. LITTMANN, E.E.* 



THE overwhelming sales response given to the recently 
marketed series of "ultra-compact personal" radio re- 
ceivers that may be operated equally well from both 
110-volts A.C. and D.C. has opened a vast new market 
and substantial money-making opportunities for the pro- 
fessional set builder and Service Man. 

The writer has made a thorough study of many existing 
models of universal A.C.-D.C. receivers for the purpose of 
gleaning, from each, their particular "virtues," combining 
them into a homogeneous unit, and adding thereto a few 
valuable improvements of his own. He can truthfully say 
that the performance of this remarkable receiver warrants 
the approval of the most discriminating purchaser. 

In addition to unusual circuit design, this remarkable 
receiver has been possible because of the advent and de- 
velopment of several recently perfected new tubes, small 
dynamic speakers possessing greater efficiency, a novel all- 
purpose filter design, compact component parts, large 
capacity low voltage electrolytic condensers, etc. 

The outstanding feature of this set is, of course, its 
universal operation. It can be plugged into any 110-volt 
D.C. or A.C. receptacle, without throwing any switches or 
without making any changes whatsoever within the re- 
ceiver. It should also be noted that the circuit design per- 
mits the use of an A.C. source of any frequency whatsoever, 
(20, 25, 40, 50, 60 cycles, etc.). It is also well to mention 
that this receiver can be used on a six-volt storage-battery- 
operated power unit delivering 110 volts for use in an 
automobile. The Coast-to-Coast Auto A.C. Unit, suitable 
for this work, has been fully described in the November, 
1932 issue of Radio-Craft. This receiver can also be 
connected to any 220 to 250-voIt line by employing an 
ordinary 50-watt line resistor of 275 to 300 ohms. 

As the circuit employed dispenses with the use of a 
power transformer, it eliminates the danger of breakdown 
and burnout. The breakdown of A.C, operated receivers 
is caused, almost invariably, by the power transformer. We 
wish to draw the attention of the reader to the fact that 
the omission of the power transformer 
is a most desirable feature with respect 
to cost. We even dare to prophesy 
that the various manufacturers of to- 
morrow will make serious efforts to 
dispense with power transformers 
wherever possible. This set has an- 
other important advantage in that its 
total power consumption is less than 
40 watts, resulting in a small electric 
bill, which factor is to be considered 
when operating several of these re- 
ceivers continuously at the same time. 
Because of this small power consump- 
tion, there is much less heat to be dis- 
sipated, which results in cooler and 
more reliable operation. There are 
several miniature sets now on the mar- 
ket whose designers did not take these 
(Continued on page 620) 

•Chief Engineer, Coast-to-Coast Radio Corp. 
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Official ItfaiMo &cruice lllen's Association 



Certificate N° 10, OOP 





activities of the 

Official Radio Service Mens Association 



DURING the year 1932, the Official Radio Service 
| Men's Association, organized in 1930, has greatly 
' increased its activities, as well as its membership. 
The membership as of February 1, 1933, totaled over 
16,000, making it the largest radio service organization in 
the world today. 

This organization is now supplying handsome member- 
ship certificates to all members, and certificate No. 10,000 
was mailed to Mr. Thomas S. Sigl, of Marshfield, Wiscon- 
sin. In commemoration of this event, a photograph of the 
original was taken and a reproduction of same appears 
on this page. 

By special decree of its directors, the Official Radio 
Service Men's Association now also accepts Associate 
members. The difference between a full member and an 
associate member is that the full member must pass a rigid 
technical examination by filling out a questionnaire of some 
sixteen questions, and he is not accepted as a full member 
unless these questions are satisfactorily answered. 

Associate Members are now being accepted by the Asso- 
ciation merely by filling out a questionnaire of past experi- 
ence and training in the radio servicing field. 

If the blank containing this information is filled out, the 
applicant becomes an Associate Member immediately; but 
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the certificate, as well as identification card, etc, are marked 
"Associate Member" to distinguish him from the full mem- 
ber. 

The Association has also published its own magazine re- 
cently under the title of Official Radio Service Men's 
Bulletin. This is a tabloid paper of eight pages, and is 
jammed full of important information for Members and 
Associates. 

The Association also furnishes special letterheads and 
business helps to its members and associates, assists them 
with their local advertising, and furnishes them with all 
sorts of literature necessary in their business. 

The Official Radio Service Men's Bulletin, in its first 
issue, started a campaign to rid the country of the so- 
called "gyp" Service Men who are advertising "Free Serv- 
ice." The Bulletin contends that there is no such thing 
as "Free Service," and that Service Men who so advertise 
are out to fleece the public. 

The Official Radio Service Men's Bulletin sells at 
10c a copy; $1.00 a year to non-members, and 50c a year 
to members. 

If you are interested in the Association, write to the 
Executive Secretary, Official Radio Service Men's Asso- 
ciation, 98 Park Place, New York, N. Y. 
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NEW ANALYZERS FOR OLD 

A description of the problems encountered in remodeling old test equipment to facilitate 
their use in new circuits. This description covers the Jewell 199, 408, 409, Weston 537, 
547 and Supreme 99A, 400A, and 400B testers. Models 33 and 44 ohmmeters are in- 
cluded. 



H. G. CISIN, M.E. 



MANY radio Service Men are unaware of the fact 
that out-of-date Diagnometers, set testers, and 
analyzers may be modernized at comparatively 
slight cost. Due to differences in design, some 
test instruments lend themselves to the rejuvenating proc- 
ess more readily than others; but there is no reason in the 
world why a Service Man should continue to fuss and bother 
with an obsolete analyzer patched up with numerous 
adapters. Instead, he can have the instrument converted 
or re-manufactured into a new, modern instrument, or in 
some cases he can do this for himself. 

Under a plan recently inaugurated by the Supreme In- 
struments Corporation, this concern will re-manufacture, 
or modernize, old Diagno meters, such as the 99-A, 400-A, 
and 400-B models, Jewell Pattern 199 Analyzers, Weston 
Model 537 Set Testers, etc. The method employed is to 
utilize as much of the old equipment as possible, supplying 
additional ranges to the meters, increasing the number of 
functions of the D.C. meters, adding ohmmeter ranges, 
furnishing modern selector switches, installing sockets for 
the new tubes, attaching a more comprehensive analyzing 
cable, and arranging all parts on a bakelite panel, which is 
mounted in a handy carrying case. 

As a typical example of what can be accomplished in the 
line of modernizing old test equipment, the procedure will 
be outlined which is followed in converting a Supreme 
model 400-B Diagnometer into a new 1933 Supreme model 
401 Radio Analyzer. 

The model 400-B employs a four-scale A.C. voltmeter, a 
"1000-ohms per volt" D.C, meter and a third meter. 
The first two instruments are re-utilized in the new 401 
model, while the latter is discarded. The A.C. voltmeter is 
used without any changes in its original ranges. As in the 
old-style model, all ranges of the meter are available at 
bakelite-insulated pin-jack terminals. 

The D.C. meter is provided with a new dial calibrated to 
perform four separate functions: first, it contains four 
D.C. voltmeter ranges. These are 0 to 10, 0 to 100, 0 to 
250 and 0 to 1000. In the original instrument, the sepa- 
rate D.C. voltmeter also had four ranges, but 750 volts was 
the highest voltage reading possible. 

The principle involved in multi-scale meters is very sim- 
ple. Closing the "10 scale'* switch automatically brings a 
corresponding meter resistance into the circuits involved. 
The value of this resistance is such that whatever voltage 
under 10 is ap- 
plied to the meter 
circuit will deflect 
the meter needle 
a distance over 
the meter dial in 
proportion to the 
voltage applied. 
In this case, 10 
volts applied, will 
give a full-scale 
deflection ; 5 volte 
a half-scale de- 
flection, etc. 

Closing the 
"10 0 scale" 
switch automati- 




2Wv 



100 V 



10 V 



Fig. I 

Internal connections of the Supreme model 33 
ohmmeter illustrated in the photograph on the 
opposite page. 



cally brings a corresponding meter resistance into the cir- 
cuit, the value of this being such that whatever voltage 
under 100 volts is applied to the meter circuit will deflect 
the needle over the dial in proportion to the voltage applied. 
Hence, in this instance, 100 volts gives a full-scale deflec- 
tion, 50 volts a half-scale deflection, etc. 

Same Meter Also Used as Milliammeter 

The second function performed by the D.C. meter is that 
of measuring current. In the 401 job, the instrument is 
provided with calibrated scales to measure three ranges: 
0 to 10, 0 to 100, and 0 to 250 milliamperes. The principle 
employed to obtain a multi-range milliammeter is just as 
elementary as that used for the multi-range voltmeter. In 
this case, a series of suitable shunt resistors are employed. 

The third function of the D.C. meter is its use as an out- 
put meter. In this case, the four D.C. voltmeter ranges are 
utilized in connection with a full-wave rectifier and a 
blocking condenser, thereby providing four output meter 
ranges. The desired range may be connected (I) between 
the plate terminals of push-pull power tubes; (2) between 
the power tube plate terminal and chassis of radio sets 
which utilize a single power tube; or (3) across voice coil 
terminals for output measurements during the usual radio 
re-adjustment operations. 

Fourth, ohmmeter ranges are added, and this new func- 
tion constitutes a valuable improvement over the old tester. 
The model 400-B did not have a direct means of measuring 
resistances. Instead, a resistance-current graph was fur- 
nished, so that the resistance could be obtained indirectly 
from a current reading. For high resistances, a method of 
calculating was necessary, after first taking a voltmeter 
reading. 

In the new model 401 Radio Analyzer, direct ohmmeter 
readings are obtained. The distribution of the markings of 
the "OHMS" range is made as uniform as practicable, and 
large figures are used, so as to provide easy readability of 
resistance values within the usual working distances be- 
tween the user and the meter. The multipliers and the 
shunt resistors of the ohmmeter circuits are extremely ac- 
curate, and the average internal resistance of the self-con- 
tained 4.5-volt flashlight battery is compensated for in the 
calculation of the resistor values, so that the battery re- 
sistance does not enter as an error in the ohmmeter indica- 
tions. A variable meter shunt adjustment is provided for 

compensating for 
the diminished 
battery potential, 
so that the ohm- 
meter indications 
remain very ac- 
curate within the 
useful potential 
range of the bat- 
tery. The vari- 
able shunt ad- 
juster for "zero- 
ohm" settings is 
much more ac- 
curate than the 
variable series 
method of bat- 



0 




Fig. 2 

Internal connections of the Model 44 volt-ohmmeter 
photographically illustrated on the opposite page. 
All values are given. 
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From left to right: Supreme'* models 90. 62. 33. 44, and 77 "revamped" testers. 



tery compensation in which the variable series resistor in- 
troduces an appreciable error. For measurements of re- 
sistance values between 100,000 and 1,000,000 ohms, 
facilities are provided for externally connecting an ordi- 
nary 45-volt battery. The low range, between 0 and 100 
ohms, is very useful for all continuity testing, the lowest 
division being 1 ohm, with the 35-ohm marking at the cen- 
ter of the scale. The medium range, between 1,000 and 
100,000 ohms, meets practically all radio servicing require- 
ments. 

The connection of the "zero-ohms" adjuster in series 
with a fixed resistor is shown in Fig. 1, which illustrates 
the circuit connections of a typical ohmmeter, the Supreme 
model 33. The 500-ohm rheostat connected in series with 
the 125-ohm metallized resistor constitutes a variable of 
from 125 to 625 ohms across the effective 50-ohm move- 
ment of the meter, thus adjusting the sensitivity of the 
meter to varying battery potentials. The series voltage 
divider resistors of 33 ohms and 3,226 ohms, and the 3,457- 
ohm multiplier resistor for the higher resistance-measuring 
ranges have an accuracy tolerance of Vfc of 1%. The cir- 
cuit diagram in Fig. 1 gives a clear conception of the addi- 
tional resistors required to use the D.C. meter as a 
direct-reading ohmmeter. Note that a small variable re- 
sistor is placed in series in the negative lead of the meter 
to adjust the meter to an exact internal resistance value 
of 50 ohms. 

Figure 2 shows the internal connections of a Supreme 
model 44 D.C. Volt-Ohmmeter. This diagram demonstrates 
the practical application of the principles outlined above 
for utilizing multiplier resistances to extend the range of 
a voltmeter. The instrument employed in the model 44 



serves only two functions, whereas the same type instru- 
ment in the re-manufactured model 401 serves four func- 
tions. 

Returning to the description of the improvements in- 
corporated in the latter analyzer, a rugged four-position, 
selector switch is utilized for successively connecting the 
two D.C. meter terminals to the four functional circuits 
described. Since the full-scale current of the meter is only 
one milliampere (.001-amp.), there is no appreciable po- 
tential drop across the contacts, so that practically no error 
is introduced by contact resistance. 

The next important step is to discard the obsolete tube 
sockets and install four new sockets for accommodating all 
4-prong, 5-prong, 6-prong and 7-prong tubes. An eight 
conductor analyzing cable is then connected to the corre- 
sponding terminals of the sockets and to the pin jack 
terminals to which any range of the meters may be con- 
nected for any desired resistance, potential, or current 
measurements; and to which the self-contained battery, or 
any battery, may be positively or negatively connected for 
tube testing, regardless of which terminals may represent 
the controlling grid elements of the tubes. The extreme 
flexibility of this arrangement assures the owner of the 
model 401 Radio Analyzer that the re-manufactured job is 
far less likely to become obsolete than the older types of 
analyzers. 

Finally, the various parts are symmetrically arranged on 
a bakelite panel and mounted in a suitable carrying case 
having a slip-hinged cover. The flexible analyzing cable 
with the moulded bakelite analyzing plug and snap-catch 
plug adapters occupy an unusually large compartment, 
(Continued on pct<je 634) 
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Complete schematic circuit of the Supreme model 90 let analyzer "revamped" to take care of the latest circuiti. 
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NOW! 
BUILD 



THE MECADYNE "N" RECEIVER 




MEGADYNE '1ST 



RHEOSTAT 



tickler 




MAIN Tiikii^ 




Fig. A 

Front panel of the Megadyne "N" showing all controls. 
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Fig. B 

Rear view of the jet. The labeling corresponds to Figs. I and 2. 
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Here is one of the most remarkable circuits that we 
ever came across. It has unheard of sensitivity, 
and literally has all 96 channels of the country on 
its dial. The set is so sensitive, it will bring in some 
of the locals without aerial or ground. It is particu- 
larly suited to get distant stations, and will out- 
perform any similar set that has been described. 



Fig. I 

Schematic circuit of the Megadyne "N" designed by Mr. Gemiback 



HUGO GERNSBACK 



SINCE I described the Megadyne one-tube loudspeaker 
set in the July and August, 1932, issues of Radio- 
Craft, many radio fans and experimenters have built 
this set or made variations in the circuit. Recently, 
one of my readers, Mr. George A. Peterson, of Eastend, 
Sask., sent in a circuit in which he incorporated the Mega- 
dyne with the old "N M circuit, which was in vogue some 
years ago. In his letter, Mr. Peterson stated that he was 
about 150 miles away from the nearest broadcast station, 
and he wanted a circuit that would bring in stations with 
satisfactory volume. The receiver was built in our lab- 
oratory, but I did not find it to be quite satisfactory, as 
it was somewhat tricky. I then made my own modifications, 
and the present receiver is the result of a month's work 
to produce something that is quite outstanding in results. 

Indeed, I may say that this set, in its final analysis, has 
me stumped; because, for sensitivity, I have never heard 
the like of it. This set is so sensitive that it borders on 
the unbelievable. Turning the dial from one end to the 
other there is a whistle on practically every spot of the 
dial, and I am sure that all the 96 channels in the United 
States can be heard on this set when it is working normally. 
Indeed, the sensitivity is so extraordinary, that the battery 
set I describe here can be used without any aerial or 
ground whatsoever, and it still will bring in the locals 
loud and clear on head receivers, and some of the locals on 
the loudspeaker, and all on two tubes! 

The set is ridiculously simple to build, and the parts can 
be obtained by anyone without much trouble. No special 
parts are necessary, and only a reasonable amount of care 
in building the set is required. 

Our technical readers will note that the tuned circuit is a 
variety of the "N" circuit, and that the primary and sec- 
ondary of the loose coupler are joined together, the aerial 
making connection at the junction of the two. The tickler 
is in its usual place, with the exception that the plate con- 
nection does not go to the tickler; the screen grid is sub- 
stituted, which is, of course, the Megadyne connection. 
The entire combination gives rise to a most sensitive com- 
bination because advantage is taken of the space charge 
of the screen-grid tube, and a multiple oscillatory circuit 
is produced, which is exceedingly effective. 

As a matter of fact, the oscillations of this set are so 
powerful that the major difficulty was to find a way to 
control the regeneration. 

Description of the Set 

The set requires only a wooden baseboard and an alu- 
minum panel, in addition to the apparatus, A front view, 
as well as the back view, is shown in the accompanying 
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-THE RADIO BEGINNER- 



• In this department we shall print every 
month simple, but effective radio sets and 
circuits, and other information for radio begin- 
ners, or those just starting in radio. There are 
thousands of radio fans and experimenters who 
are still interested in building their own, and 



in experimenting with home-made sets. The 
new instruments, as well as the new tubes, make 
this endeavor of particular importance. 

If you build the sets described in these 
pages, won't you be good enough to advise us 
what results you are getting? 



photographs, Figs. A and B, of the set. It will be seen 
that the set is tuned by a single master control, which 
is the tuning condenser. There are three other knobs on 
the panel, but only two are actually used. The rotor of 
the loose coupler is set for maximum oscillation and then 
never touched. The set cannot, as a matter of fact, be 
tuned advantageously by turning the rotor of the loose 
coupler, as this is not permissible in this circuit. 

The other two controls 
are the filament rheostat 
control, which is the top 
center knob; and the lower 
control, the potentiometer, 
which controls regenera- 
tion. More of this later, 
however. 

A schematic circuit of 
the set is given in Fig. 1, 
and for convenience in 
wiring, a pictorial diagram, 
which shows the approxi- 
mate location of all the 
parts and their connections, 
is shown in Fig. 2. 

Now, refer back to the 
schematic diagram. We find 
that the antenna is con- 
nected to the junction of 
the primary and secondary 
of the loose coupler, the bottom coil being labelled "P" (pri- 
mary), and the upper one "S" (secondary). It will be 
noted by the dotted lines that we have a variable condenser, 
in the aerial circuit, which is to be used only if you have an 
antenna more than 50 feet long. It may be a small "postage 
stamp" condenser, but it is not used if your aerial is less 
than 50 feet in length. Again referring to the schematic 
circuit, we find the topmost coil, labelled "T" — the tickler. 
These three coils constitute the coils of the standard three- 
circuit tuner of 

conventional de- , -- 

sign, and I am 
giving the data 
herewith if you 
wish to build it 
yourself : 

The primary, 
P, consists of 12 
turns of No, 24 
s i n g 1 e-silk-cov- 
ered wire on a 
cardboard tube 
2Vz inches in di- 
ameter and 2% 
inches long. 
Spaced about l A 
inch from this 
winding is the 
secondary, S, 
consisting of 55 
turns of No. 24 
single - silk cov- 
ered wire. The 
tickler, T, con- 
sists of 30 turns 
of No. 24 single- 
si 'k covered wire 



Results 


With Meqadyne 


"N" In One Hour 


All Stations Brought in with 


Fair Speaker Strength 


Dial 


Station 


Location 


92 


WMCA 


New York City 


70 


WSM 


Nashville, Tenn. 


69 


WOR 


Newark, N. J. 


62 


WJZ 


New York City 


54 


WHAS 


Louisville, Ky. 


47 


WABC 


New York City 


35 


WTAM 


Cleveland, Ohio 


38 


KDKA 


Pittsburgh, Pa. 


36 


WHO 


Des Moines, Iowa 


30 


WRNY 


New York City 


26 


KYW 


Chicago 


24 


WTAM 


Cleveland 



wound on a small rotor \Vi inches in diameter and 1% 
inches high. This rotor should be able to rotate 360 degrees 
so as to make one complete turn, and is manipulated by the 
small knob shown to the extreme left on the panel photo- 
graph. 

The set is tuned by the large variable condenser la- 
belled Cl, the knob of which is the main tuning control 
shown in the front view of the set. The knob in this in- 
stance, of course, is at- 
tached to the vernier for 
easier tuning. After the 
set has been built, as I have 
stated before, the tickler 
control is never used once 
the best setting has been 
found. Usually, the tickler 
windings are parallel to the 
secondary windings, not at 
right angles, for best re- 
sults. After the set has 
been wired and is in opera- 
tion, you will find that the 
set oscillates violently, and 
that the entire dial is chuck 
full of whistle s— each 
whistle, in this instance, be- 
ing a station. It is merely 
necessary, then, to use the 
regeneration control, that is 
the potentiometer, Rl, moving it very slowly in order to 
clear each whistle. The purpose of this potentiometer is to 
vary the voltage applied to the control grid of the first 
tube, VI. 

As may be seen further from the schematic circuit, the 
receiver also has an audio transformer — w r hich may be any- 
one on hand since it is not used as a transformer, but as a 
choke. The schematic will make this point clear. An ex- 
amination of this portion of the circuit will show that the 

F-terminal of the 
secondary of this 
transformer is di- 
rectly connected 
to the P (plate) 
terminal of its 
primary. The B 
plus post on the 
transformer is 
connected to the 
plus of the "B" 
battery. Transfer 
of energy from 
tubes VI to V2 
is made via the 
coupling condens- 
er, C3; the grid 
of V2 connects 
to the filament 
through resistor 
R3, The filaments 
of the two tubes 
are connected in 
parallel and then 
to the "A" bat- 
tery through a 
(Continued on 
page 631) 




Fig. 2 

Pictorial view of the set showing the connection and position of all parts. 
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CONSTRUCTING A 

SIMPLE, MODERN TUBE TESTER 

Here are complete constructional details of a really modern tube tester that tests all 
the latest tubes without the use of any adapters. This tester is one of the few that may 
be built at home at a cost that will insure a good return on its investment. 



MILTON REINER* 




Fig. A 

Photograph of the completed Dependable tube tetter described. All letter 
ing is referred to in both the List of Parts and in Figs. I and 2, 




SW.4 



Fig. 8 

Rear view of the tester. The lettering Corresponds to those given in Figs. 
I and 2. A very simple wiring job. 
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THE radio dealer and technician is in a dilemma, today, 
as to what to buy or to build for test equipment. 
Surely, the fact that there are at present very few 
people in the business who are actually showing a rea- 
sonable net profit should be a sufficient reason for proceed- 
ing with caution. Moreover, new tubes and circuits are 
appearing so frequently, that test equipment soon becomes 
obsolete and fails to earn the proper return on its invest- 
ment. 

Radio testing is divided into two distinct phases: the first 
comprises systems or circuits and their component parts; 
the second involves the tubes used in these circuits. Under 
existing circumstances, it is important, when buying costly 
test equipment, to make sure that sufficient provision is 
made for probable changes in the future. However, even 
though a large safety factor is provided, it is practically 
impossible to be sure that equipment purchased today will 
be satisfactory for the circuits and tubes of several years 
hence. Therefore, it is good common sense to buy the lat- 
est type of tester at the lowest price consistent with satis- 
factory results. 

This line of reasoning applies to tube checkers to a great- 
er extent than to most other test apparatus. The instru- 
ment to be described, known as the Dependable No. 301, is 
the solution to this problem. It is designed to provide a 
satisfactory and up-to-date tube checker for portable or for 
counter use. It should appeal to the Service Man and to 
the small radio dealer who is not justified in making an 
investment in a large, expensive dynamic type of tester, 
but who can, at a very nominal cost, assemble an instru- 
ment that will test all the new 6- and 7-prong tubes as well 
as the 4- and 5-prong types. 

Rating Tubes 

Tubes are rated from a standpoint of performance by 
several "characteristics." That characteristic of a tube 
which is most significant and which represents, in most 
cases, the key to the general performance of a tube is 
mutual conductance, or transconductance. This term may 
be defined as the change in plate current per unit change in 
grid potential. To establish accurately the mutual conduct- 
ance of a tube requires a rather elaborate set-up of expen- 
sive apparatus, and even then the results would not neces- 
sarily be of much value to the average dealer or Service 
Man. 

Description of Tester 
A simple tester that will indicate relative, arbitrary 
transconductance values in tubes to be tested, when com- 
pared with good tubes, will indicate whether a given tube 
is good or bad. This is exactly what the Service Man wants 
to know, and he can readily determine it with the tester to 
be described. This checker has the advantage of a "short" 
test. A shorted tube may damage the instrument if tested 
in the ordinary manner. To guard against such a hazard, 
the tube is first tested with the "short-regular" switch, 
Sw. 1 in Figs. 1, 2, A, and B, in the "short" position. The 
jrilot lamp will light if the tube is shorted. If no short is 
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indicated, proceed with the test, having the "short-regular" 
switch in the "regular'' position. 

As relative meter indications in these tests are of prime 
consideration, and as absolute values of current are of no 
importance, the circuit has been designed to give the larg- 
est possible scale deflections, and the meter dial is arbi- 
trarily calibrated for simplicity in reading. The meter has 
a 30 division scale, and is designed to give large indices of 
relative mutual conductance values which are not crowded 
into the lower portion of the scale as is often the case with 
tube checkers. 

Line voltages differ in various cities and sections through- 
out the country; in fact, there is sometimes a considerable 
difference in line voltage in various sections of the same 
city. If the tube tester has no provision for line voltage 
adjustment (and most low-priced instruments have none), 
the plate and filament voltages applied to the tube under 
test would vary correspondingly with any change in line 
voltage. The same tube would test differently at different 
line voltages and the readings would be "off" compared to 
the arbitrary relative values. To overcome this difficulty, 
the transformer PT is tapped for line voltages of 105, 115, 
and 125 volts, and is manipulated by means of a line volt- 
age switch, Sw. 2. The plate and filament voltage will then 
be constant regardless of whether the line voltage is 105, 
115, or 125 volts. 

Another important advantage of the No. 301 tester is 
the specially lithographed panel, shown in Fig. A. The 
tube type-numbers appear in numerical order alongside the 
socket to be used, and results in simplicity and speed of 
operation. The corresponding position of the filament 
selector switch, Sw. 3, is also lithographed alongside the 
tube numbers, thus eliminating any guesswork as to the 
proper filament voltages to apply to a tube, and makes it 
unnecessary to refer to separate charts. This feature will 
be particularly appreciated if one has used any of the 
commercial testers on the market. 

No adapters are necessary for testing the latest type 6- 
and 7-prong tubes. This feature will be appreciated by all 
radio men who have been troubled by the adapter problem. 
It is quite a relief to be able to test any type of tube with- 
out the trouble and expense of adapters. The unique ad- 
vantage of this layout is, however, that, notwithstanding 
the features of ease of operation, speed, simplicity, satis- 
factory performance, and elimination of adapters, the cost 
of assembling the apparatus is much lower than that of 
the average tester not having these desirable features. 

The combination portable and counter model No. 301 
Dependable tester measures approximately 9x11x5 inches, 
(Continued on page 619) 



FEATURES OF THIS TESTER 

(1) Indicates emission and mutual conductance 

(2) Tests all tubes without the use of adapters 

(3) Indicates all tubes with shorted elements 

(4) Simple and quick in operation, no calculation 

(5) Positive in action, no guesswork needed 

(6) May be fully constructed for about $10.00 

(7) Large, readable scale deflections on meter 
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Fig. 2. 

Panel layout of the tester. Note that the sockets are reversed from that 
shown in Fig. A. This is because the panel is reversed when working on it. 
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Complete schematic circuit of the tester. The jack switch Sw. I is shown connected when pulled out for the "short" position. Push it in for "regular" tests. 
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MAKING MONEY WITH AMPLIFIERS 

Part Four of a series written especially for Service Men who want more business; the 
authors tell of the possibilities of mobile, portable and temporary installations, which 
will find increasing use with the approach of the Spring season. 

HUBERT L SHORTT 

and FRANK LESTER* 



WITH the approach of the Spring season, the 
wide awake Service Man with an eye toward 
increased business should start considering the 
possibilities of mobile, portable, and temporary 
public-address amplifiers. There are many prospects for 
amplifier service falling within these categories. Here are 
a few immediate suggestions: small carni- 
vals, circuses and bazaars; patent medicine 
salesmen and other itinerants; local mer- 
chants and theatre owners who want street 
ballyhoo; and social, business and fraternal 
organizations, for meetings, dedications, etc. 

A mobile amplifier is one that is capable 
of operation while being carried in a moving 
vehicle. This means it must be a battery 
operated outfit; that is, current must be 
supplied by the storage battery in the car. 
With the perfection of small, efficient "B" 
power units of both the dynamotor and vi- 
brating interrupter types, heavy, trouble- 
some "B" batteries are eliminated and the 
amplifier always works at maximum ef- 
ficiency. 

Mobile amplifiers are best suited for use 
in trucks or private cars which run slowly 
along the streets while an announcer — 
usually the driver "doubling in brass" — tells 
about the special sale or other event spon- 
sored by the advertiser. A phonograph 
turntable, with a plentiful supply of records, 
is an important accessory, as continuous 
talking soon becomes as boring to listeners 
as to the man doing the talking. 

Some merchants purchase such amplifiers 
outright and install them permanently in 
specially fitted decorated trucks. If a dealer 
or Service Man can make a sale like this he 
should consider himself lucky. However, 
these trucks, even in large cities, soon lose 
their novelty appeal as people become ac- 
customed to them, and then the store 
owner finds himself with a "white ele- ■ 
phant" on his hands. It is perhaps 
better business policy for the Service 
Men to rent the merchant an amplifier 
for a couple of weeks, asking a good 
price, and, at the same time explain- 
ing that too much ballyhoo in the 
streets will defeat its own purpose. 
The merchant will undoubtedly appre- 
ciate the suggestion and will be much 
more friendly to other suggestions in 
the future. 

Many Service Men fit up their own 
cars or trucks and rent them out as 
complete units. This involves some 
investment, and need not be attempted 
unless a spare car can be purchased 
at a bargain price. 

A portable amplifier is similar to a », . L - , c » * . 

• i«- a xi a • . Close op of the Lafayette Dual Speaker Portable 

mobile amplifier except that it IS not Amplifier. Along the left side are (top to bot- 

torn) mike coupling transformer, gain control, and 

•Wholewale Radio Service Co., Inc. mike batteriet. 




Mr. Short* demonstrating the port- 
ability of the Lafayette portable 
amplifier outfit. 




operated in motion. Of course any "mobile" may be used 
for "portable" service, but the reverse is not true. A port- 
able is carried to the scene of action, set up, and then 
repacked for transportation after the event is over. Port- 
ables may thus be either battery or A. C. operated. In the 
country, where many meetings, exhibitions, fairs, etc., are 
held in open fields or under tents, and an 
amplifier is desired for "spieling/* the entire 
apparatus may be left in a car if it can be 
parked in a safe spot and is needed only for 
a day. If the event is to last several days, 
the amplifier should be of the kind that 
operates entirely on a six-volt storage bat- 
tery. The Service Man handling the job 
can thus drive around once a day with a 
fresh, fully charged battery and make any 
necessary inspections. The power efficiency 
of these amplifiers has been improved to 
the point where they draw only about eight 
amperes, which is a convenient and alto- 
gether reasonable load for an 80- or 100- 
ampere-hour battery. 

Physical considerations, such as the pro- 
tection of the microphones, loudspeakers 
and amplifiers proper, must not be over- 
looked. Keep all apparatus well elevated 
above the grass line, and supply oilcloth or 
other protective covers for the mikes. Early 
morning dew and fog can raise plenty of 
trouble if such protection is not furnished. 

One of the most profitable sources of in- 
come for Service Men is the renting of small 
portable amplifiers, of the A.C. type, for 
meetings, lectures, conventions and similar 
affairs sponsored by social, business, fra- 
ternal, political and military organization.-. 
Either the organizations themselves or the 
owners of the meeting place should be ap- 
proached on the subject. The latter are per- 
haps the more dependable customers, as 
they can attract and hold patronage 
by including the amplifier service in 
the rental fee for the hall. The acous- 
tics of many old fashioned town halis, 
lodge rooms and "opera houses" is no- 
toriously bad, and a P. A. amplifier 
with a healthy "sock" will do a lot 
toward overcoming this unfortunate 
condition. 

Women's clubs are especially good 
prospects, as few women can fill even 
an ordinary meeting room with their 
natural voices, particularly when 
working against the undercurrent of 
conversation that seems to pervade 
most feminine gatherings. As recom- 
mended in a previous article of this 
series, the Service Man should always 
carry a microphone with him when 
making calls on club presidents; wom- 
en in particular are fascinated by the 
instrument and become more suscepti- 
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bie to sales talk, 
when they are al- 
lowed to handle 
it. 

Compactness, 
minimum of 
weight, and de- 
pendable output 
are primary re- 
quisites of an 
amplifier for this 
class of service. 
A typical outfit 
that is proving 
highly satisfac- 
tory is the new 
Lafayette Dual 
Speaker Portable 
A.C. Public Ad- 
dress Amplifier, 
illustrated o n 
these pages. 1 1 
Was designed es- 
pecially for quick 




The Lafayette Dual Speaker Amplifier set up on the stage 0 f the Wholesa 
how the speakers dismount from the carrying case. Mr. Shortt is at the mike 



Radio auditorium to show 
Mr. Lester is seated. 



set-up and repacking, is light enough for one man to car- 
ry up a flight of stairs without breaking an arm, and is 
loud enough to gain the respect of crowded meetings. It 
can be set up, ready for service, in less than five minutes, 
no tools being required for the job. 

A carrying case 15 inches square and 10 inches deep 
contains a complete two-stage amplifier, microphone bat- 
teries, mike coupling transformer, gain control and speak- 
er outlet sockets. The two removable sides of the case 
each hold an 8-inch dynamic speaker, equipped with a 15 
foot flexible connecting cord. The speaker boards are 
fitted with hinged feet, by means 0 f which the units are 
placed upright. When the speakers are in the case, 
the cones are protected on the outside by removable 
covers. 

The amplifier proper is a compact unit comprising a 
type 57 tube resistance capacity coupled into a 59, with 
an 80 rectifier, connected as shown in the accompanying 
schematic diagram. The gain control is a 500,000-ohm po- 
tentiometer connected across the secondary of the micro- 
phone coupling transformer. In its minimum position, it 
shuts off the mike battery, which consists of two No. 6 dry 
cells in a box next to the amplifier. These batteries justify 
their weight because they are cheap, simple, reliable, and 
quiet as only batteries can be quiet. The mike transform- 
er, mounted above the batteries, is iron shielded to pre- 
vent pick-up and coupling effects. 

The long horizontal illustration shows this P.A. outfit 
set up for actual service on the stage of a small auditorium. 
The box is placed in the center of the stage, with the 
speakers off to the right and left. The amplifier is shown 
in full view in this picture, but, of course, it may readily 
be concealed behind the speaker's table or stand. A full 
height microphone stand is shown; a lapel mike may be 
used just as well. The chairman of the meeting may be 
instructed in the use of the volume control, which is very 
simple. 

The use of two speakers, instead of the single speaker 
usually found in 
portable P.A. 
outfits has been 
found to be 
highly advanta- 
geous in break- 
ing up "dead 
spots" and in se- 
curing the best 
sound distribu- 
tion. Every hall 
or meeting room 
encountered in 
the authors' ex- 
perience has re- 
quired different 
treatment in re- 
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gard to speaker 
placement. 

Incidental 
Suggestions 

In renting out 
amplifiers and as- 
sociated equip- 
ment, insist on a 
healthy deposit 
as your guaran- 
tee for safe re- 
turn of your ma- 
terial. No one 
will object to 
this, as practical- 
ly every renting 
agency works on 
this basis. Of 
course, if you go 
out with the out- 
fit yourself and 
handle it person- 
ally throughout 
the renting peri- 
od, this precaution is not necessary. Never fail to carry 
a few spare tubes, as you can never tell when one will pass 
out Also carry a few business cards and don't be afraid 
to hand them out freely. 

Getting New "Leads" 

Here are some additional prospects for mobile or port- 
able public-address amplifiers, not previously mentioned: 
rodeos, homecomings of local celebrities, bridge openings, 
dedication ceremonies, field meets, charity bazaars, rallies, 
boat races, lawn fetes, street dances, real estate auctions, 
ski tournaments, etc. How do you find out about these 
events? Very simple; just read all your local newspapers 
from the first column to the last, cutting out every item 
that sounds like business. The number of "leads" that you 
can pick up in this way is astonishing. 

Another good contact to make is with theatrical booking 
agencies. If there are no such agencies in your own city, 
buy a copy of "Variety" at the railroad station new-stand 
(this is the Bible of the theatrical profession), look up 
agencies in the nearest large cities, and send them letters 
or circulars describing the P.A. services you have to offer. 
Booking agencies handle all kinds of entertainers from 
midget troupes to circuses, and very frequently make use 
of P.A. systems for ballyhoo purposes or as part of actual 
"acts." 

Advertising Helps 

It is necessary in most cases to have some sort of printed 
matter available for distribution among prospects. This 
should describe in a general — not technical — way, what ap- 
paratus you have, how you transport and set it up at a mini- 
mum of bother to the customer, what previous jobs you have 
handled, etc. It is very desirable to include illustrations 
showing your set-ups at recent events, and to reprint testi- 
monial letters from satisfied clients. Most firms are glad to 
write such letters on request, particularly if they are told 

they will be used 
in circulars or 
advertise- 
ments which will 
give them free 
publicity. You 
can readily obtain 
clear snapshots, 
suitable for half- 
t o n e reproduc- 
tion, with an or- 
dinary hand cam- 
era. The authors 
will be glad to 
correspond with 
Service Men on 
P.A. problems. 



0.T 



Ohms 



FIELO 

cons 



I — vwvvv- 



W^4 



1^60 OmmS voice coil 




25,000-Ohm BLEEOe*. 



Chassis y 



609 



www.americanradiohistorv.com 



THE ANALYSIS OF RADIO RECEIVER SYMPTOMS 



OPERATING NOTES 



A. R. QUACKENBUSH 



I N spite of the fact that many of the 
I first A.C. Sparton receivers have 

passed their fourth year of life, we 

find that in most instances the own- 
ers continue to hang on to them, prob- 
ably because of the fact that the set cost 
about $375 and, also, because they still 
sound good owing to the excellent mag- 
netic speaker installation found in these 
receivers. You are more likely to get 
a call to service a receiver of this age 
than a newer set, and, with warmer 
weather coming on, we find that the 
condenser blocks in these receivers are 
more apt to break down. A large num- 
ber of calls for service on these sets, 
last summer, were caused by con- 
denser replacements, and fortunate- 
ly, they came during the hotter 
months when most other servicing 
was slow. 

Spar+on 62, 63 and A.C.7 Sets 

All of us have had jobs on older sets which were not de- 
signed with the service idea in mind, and we found that 
much time was lost in tracing loose, unmarked and un- 
coded leads that were not connected with any definite plan 
in mind. In such receivers we usually find the chassis 
divided into three different sections, and have to waste 
time removing and replacing the set as well as repairing 
it. However, with a proper understanding of the layout, 
and knowledge of which leads are which, a lot of time and 
trouble can be saved, making preliminary testing in the 
home easier and surer. 

Figure 1 is a schematic diagram of the models 62, 63 and 
A.C.7 Sparton receivers using Kellogg heater-type tubes 
with overhead connections in all sockets except in the out- 
put stage, where two 7l's or Sparton type 82, 82A or 83 
tubes may be used. These latter tubes are connected in 
parallel, not in push-pull. A BH Raytheon is used as the 
rectifier. 

Preliminary Testing 
Having been called upon to service a set of this kind, you 
will, of course, go through your ordinary procedure of pre- 
liminary testing with an analyzer. The upper front door 
of the set pulls down and exposes the off-on switch on the 
left, and is simply pulled out to turn the set on; the vol- 



WHAT THIS DEPARTMENT 

IS FOR 
It is conducted especially for 
the professional Service Man. In 
it will be found the most unusual 
troubles encountered in radio 
service work, written, in a prac- 
tical manner, by Service Men for 
you. 

Have you, as a professional 
man, encountered any unusual 
or interesting Service Kink that 
may help your fellow workers? 
If so, let us have them. They will 
be paid for, upon publication, 
at regular space rates. 



ume control is on the right, and the 
tuning control is in the center. The 
top cover raises as on many battery 
sets. The three heater tubes in the 
front row as you stand in front of the 
set are the R. F. stages; the heater at 
the right, in the second row, is the 
detector; and the other heater in this 
row is the first audio-frequency tube, 
just as is shown in the schematic cir- 
cuit. 

If this is the first of these types of 
sets you are checking, it would be ad- 
visable to check first the 7l's in the 
output stage, as these are standard 
tubes. You will have no trouble doing 
this, and it will give you a little time 
to look around and get acquainted with 
the set. If type 82, 82A, or 83 tubes 
are in these sockets, they may be 
checked in the same manner as the 
TVs, and they will give about the same readings. In a 
few rare instances you may run across some 81's, which 
are 3-volt side-pin neater tubes, which are connected to 
the filament supply for the rest of the tubes. 

Checking the Heater Tubes 

If there are many sets of this type in your locality, it 
will probably pay you to prepare some test leads for the 
Kellogg overhead tubes and the Cardon side-pin tubes. 
Figure 2 A shows how to make them. A top from an old 
Kellogg tube may be used. Leads from the top may be 
brought out to a couple of small battery clips, although 
a base from a side-pin tube could be used just as well; it 
is advisable to break off the prongs so that there is no 
danger of shorts. The leads must be of heavy wire and 
not longer than the cord in your analyzer. Two or three 
lengths of old loop aerial wire, twisted or braided together 
as one lead, using four or six lengths altogether, make 
fine flexible leads. 

A good 401 tube in either the Kellogg or Cardon types 
should show 4 to 6 ma. of plate current. The best way to 
test these heater tubes is to check the plate voltages first 
by simply removing the tubes and placing your analyzer 
plug, using the four-prong adapter, into the sockets one 
after another, in turn, simply leaving each tube hanging 
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Fig. I 

Schematic circuit of the models 62. 43. and A.C.7 Sparton receiver*, discussed. 



by the heater leads. Plate voltage readings may be ob- 
tained without the tube in the analyzer. Have only one 
tube out of a socket at a time, so that you do not unload 
the plate supply too greatly. Then, if you want to check 
the tubes, place your analyzer plug into one of the R. F. 
sockets, get your adapter ready, and check the plate cur- 
rent of all tubes, one after another, from this same socket. 
No A.C. filament voltage will register as there are no 
connections into your analyzer from the filament circuit. 
Figure 2B shows the socket connections for these tubes. 
The plate and grid connections are the same as on any 
standard four-prong socket. If you check the filament 
voltage, be sure that short heavy leads are used in order 
to avoid excessive voltage drop. If you have not made up 
the adapter as shown in Fig. 2A, you may get a fair 
check of each tube by having your analyzer plugged into 
one of the sockets and quickly removing a tube from the 
heater leads and plugging it into the analyzer, noting the 
plate current before the tube has had much time to cool. 

Layout of Parts 

Looking at the set from the front, the left-hand box 
houses the power transformer, the BH rectifier, and the 
buffer condenser, just as shown in the schematic. Figure 
3A shows the leads from this box. The 3-volt A.C. leads 
go to the strip on the back of the set for the heater leads. 
The 5-volt A.C. leads are placed under the two push-down 
posts at about the middle of the left-hand side of the chas- 
sis proper. The short black lead with the lug goes to 
the bolt projecting up on the chassis panel, on the lower 
left-hand corner. The long lead with the female connector 
carries the unfiltered output from the BH rectifier. An 
A.C. switch, which is bolted onto the front panel, is 
brought out of the front of this box. 

The long black lead from the box carrying the unfil- 
tered "B" current is connected to the right-hand box, as 
shown in Fig. 3B, by the other half of this connector. 
Note that there is no filter choke or condenser in this cir- 
cuit until we get into the right-hand box. Knowledge of 
this point simplifies testing, as will be explained. The 
three long rubber covered leads connecting to the back of 
the set furnish the filtered "B" current to the chassis and 
connect the speaker filter and choke to the chassis circuit, 
as shown in the schematic. These three leads are cut dif- 
ferent lengths, so that by noting their length, they may 
easily be placed back in their correct posts. 

Common Troubles 

By far the most common trouble in these sets is lack of 
plate voltage in all stages. This is usually due to one of 
two things, and may be quickly traced. Run a screw driver 
between the chassis and the right-hand box, so that all the 
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leads going to it may be lifted so you can get at them. 
Select the long lead running between the two boxes, dis- 
connect the connector, and then click it back again. A 
spark will show that current is being supplied from the 
BH rectifier. No spark would point to a defective BH, 
transformer trouble, or a broken down buffer condenser. 

The buffer condenser is the most likely cause of the 
trouble. The original buffer condenser is a small round one, 
impregnated only with paraffin. (If a large red-colored 
condenser is found instead, it is a Sparton replacement 
and the job has been previously repaired.) It is advisable 
to replace the entire buffer condenser with two .1-mf. sec- 
tions if one half is found shorted. 

If a spark is obtained, with no plate voltage, a section 
of the filter block in the right-hand box is most likely 
defective. Turn off the set and remove the three long 
leads to the back of the set, those coming from the right- 
hand box. With a continuity tester, test between the male 
end of the connector, located between these boxes, and 
ground. A good ground connection may be had at the 
ground lead from this box. A low resistance reading tends 
to show that one of the three 2 mf. sections ahead of the 
10,000-ohm resistor is bad. The last 2 mf. section may 
be checked by continuity between the shortest of the three 
rubber-covered leads and ground. The 1 mf. section may 
be checked by continuity between the other two leads them- 
selves, no connection to ground. This is the speaker output 
condenser, and should it go bad, reduced volume, hum, and 
distortion will be present. Occasionally, this condenser will 
be found to be leaky and not show up on an ordinary con- 
tinuity test, but may be detected by the above symptoms. 
Figure 4 A shows the location of the leads to the condenser 
block, which can be seen immediately when removing the 
cover from this box. 

Thus, with our knowledge of the location of the leads, 
and what is in the boxes, it is quite easy to make a fairly 
satisfactory check of the two boxes without removing them, 
and then, if the trouble is found to be in one or the other, 
it may be quickly removed without disturbing the rest of 
the set. Little trouble is found in the chassis proper. Oc- 
casionally the resistance strip, which is a long, wide, wire- 
wound strip, becomes open, or one of the three small 
tubular condensers, which are easily visible when examin- 
ing the underside of the chassis, will break down. 

Removing the Chassis 
About half way down the back of the set will be found 
a board which may be removed either by turning wing nuts 
or removing wood screws. This board allows us to get at 
the bolts and nuts holding the chassis in place. To remove 
the right-hand box, it is simply necessary to disconnect 
(Continued on 7>age 62h) 
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CROSLEY ROAMIO AUTOMOTIVE T.R.F. RECEIVER MODELS 90, 91 AND 92 

(The T.R.F. series of Crosley Roamio sets; Radio Service Data Sheet No. 88 



Model 90 

Average operating potentials are given be- 
low. These values are measured with the re- 
producer connected and the tubes in place. For 
plate and grid voltages, use a high-resistance 
meter: measure from tube element to nega- 
tive filament. 

Tuke F11. C.-G. S.-G. Plate 

Type Volts Volts Volts Volts 
VI 2.0 2.5 90 135 

V2 2.0 2.5 90 135 

V3 2.0 3.0 — 22.5 

V4 4.7 12 ... 135 

V5 4.7 12 ... 135 

The A.V.C. potential is derived as the drop 
across K2. With increased signal, more cur- 
rent flows through the plate circuit of the com- 
bination detector and A.V.C. tube, V3. increas- 
ing the drop across R2 and thereby increasing 
the bias voltage applied to the control-grids 
of VI and V2. This results in a reduction of 
the R.F. amplification, and thus maintains 
constant the A.F. output determined by the 
setting of Rl. 

Battery D supplies plate potential for V3. 
The negative "B" and positive *'C" lead re- 
turns to the center-tap of two 25 ohm resistors, 



to secure the same plate potentials regardless 
of whether the car-battery positive or nega- 
tive terminal is grounded. 

Model 91 

Average operating potentials are given in 
the tabulation below. Measure, with a high- 
resistance meter, to the negative filament con- 



escribes 


the 


superheterodyne 


series.) 


Tube 


F11. 


C.-G. 


S.-G. 


Plate 


Type 


Volts 


Volts 


Volts 


Volts 


VI 


5.9 


3 


75 


170 


V2 


5.9 


3 


40 


170 


V3 


5.9 


3 


40 


45 


V4 


5.9 


20 




170 


V5 


4.7 


40 




170 


V6 


5.9 






3 



tact. 










Tube 


Fit 


C.-G. 


S.-G. 


Plate 


Type 


Volts 


Volts 


Volts 


Volts 


VI 


2.0 


1.5 


100 


170 


V2 


2.0 


1.5 


100 


170 


V3 


2.0 


?.5 


7.5 


45 


VI 


4.7 


10* 




170 


V5 


4.7 


10* 




170 



•With volume control "off.'' 

If a signal of sufficient strength is received 
to cause current to flow in the grid circuit of 
V3 (biased by R6). the resultant drop across 
K2 decreases the amplification of VI, V2. 
Resistors R3, R4, R5 are R.F. filters. 

Manual volume control Rl determines the 
A.F. input to the control-grid of A.F. ampli- 
fier V4. 

Model 92 

Operating potentials appear in the table. 



The circuit is adjusted for zero current flow 
in the circuit of A.V.C. tube V6, with normal 
signal input; at the same time resistor R3 
establishes the normal bias required by the 
control-grids of VI, V2. Now, an incoming 
signal of increased strength causes diode V6. 
in conjunction with load-resistor R2, to develop 
across R2 an increased D.C. negative po- 
tential which reduces the amplification of VI, 
V2. Resistors R4, R5 are R.F. filters. 

The A.F. input to the first-A.F. tube, V4. 
is determined by the setting of the manual 
volume control, Rl. 

Manual volume control resistor Rl has a 
value of 0.3-meg. Since Crosley Service 
Bulletin No. A 8 does not include the tube 
operating voltages for the model 92, esti- 
mated values are given. 

At the present time there are no Roamio 
models 93 or 94 receivers. 



A . . 3 TO 1 BATlO 
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CROSLEY ROAMIO AUTOMOTIVE SUPERHETERODYNE MODELS 95 AND 96 

(The superheterodyne series of Crosley Roamio sets; Radio Service Data Sheet No. 87 describes the T.R.R series.) 



Model 95 

Average operating potentials are given in 
the following tabulation. These figures are 
measured with the speaker connected: 
resistance meter will be 
correct readings. 



high- 
required to obtain 



Tube 


PH. 


C-G. 


S.-G. 


Plate 


Type 


Volte 


Volta 


Volte 


Volts 


VI 


5.9 


8 


75 


170 


V2 


5.9 


* 


75 


170 


V3 


5.9 


* 




170 


V.1 


5.9 








V5 


5.9 


5.5 




8i 


V6 


5.9 


17 


no 


160 


♦A. V. C. 


only. 









The pole of the "A"" battery which is not 
directly connected to the frame of the car 
connects through the insulated battery cable 
lead to the cable connector of the receiver, and 
thence to one pole of the power switch : this 
D. P. D. T. unit controls both the "A" and 
"B"' circuits. After going through the switch, 
the "A" c'rcuit branches, one branch going to 
the heaters (connected in parallel) and through 
them to the chassis, another going through the 
dial light to the chassis, and the third going 
through the speaker field, to the speaker cable 
shield, and then through the battery cable 
shield to the other side of the "A"* battery 
which connects to the frame of the car. 

Tube Vl incorporates the dual action of 
oscillator and flrjt-detector. Tube V4 is con- 
nected as a diode and serves the dual func- 
tions of automatic volume control and A.V.C. 

The grid of the output pentode, V6, is con- 
nected to the chassis through a grid leak of 
0.3- meg. (in models using a type 38 pentode 
this resistor has a value of 0.5-meg.). The 
output volume is determined l>y the setting of 
the 3-meg, Poten .o meter, Rl. 

The A.V.C. potential is developed across re- 
sistors R2, R3, which connect to the plate of 
the second detector. Vl. The maximum neg- 
ative potential (the total drop across R2. R3) is 
applied to the control-grid of the pentode LP. 
amplifier, V2, through filter resistor R4. A lower 
potential is obtained at the center-tap of re- 
sistors R2, R3. and this voltage is applied to 



the control-grid of the screen-grid LP. ampli- 
fier, V3, through filter resistor R5. Thus, re- 
sistors R2, R3 serve the dual functions of 
supplying A.V.C. Potential, Jind at the same 
time acting as the load resistor combination 
across which is developed the A.F. potential 
which is applied to the .03-mf. coupling con- 
denser and thence to the combination grid- 
leak and manual volume control potentiome- 
ter Rl. 

The two 8 mf. condensers are electrolytic 
units and are contained in one can. 

To re-align the set, turn the station selector 
to 550 kc., and adjust the service oscillator to 
181.5 kc, after firit connecting it, through a 
condenser of 0.1-mf., to the control-grid of Vl. 
Ground the other side of the service oscillator, 
and do not remove the control-grid clip-wire 
(of the set) from VI. Next, adjust the I.F. 
trimming condensers of I. F.T.I for maximum 
reading, and then adjust the trimmers in 
shunt to the secondaries of I.F.T.2 and 
I.F.T.3, respectively, for maximum output- 
meter reading. 

After this step has been completed, the an- 
tenna and oscillator circuits, respectively, may 
be aligned. 

Po.ice Koamio model 951 is the same as the 
model 95. except for the coils which are de- 
signed for the police band. 

Model 96 

Following are the average operating poten- 
tials to be measured with a high- resistance 



meter. 










Tube 


Fil. 


C.-G. 


S.-G. 


Plate 


Type 


Volts 


Volts 


Volts 


Volts 


VI 


5.9 


4 


95 


180 


V2 


5.9 


7 


95 


180 


V3 


5.51 


I 


95 


180 


V4 


5.9 


2 


95 


180 


V5 


5.9 


6 




80 


V6 


5.9 


14 


180 


170 



The aligning procedure in connection with 
this receiver is the same as for the Model 95 
chassis, except that the high side of the 
service oscillator connects through a conden- 
ser of 0.1-mf., not to the first tube in the set, 



VI, but to the first-detector, V2, for making 
the I.F. adjustments. After setting the station- 
selector dial to 550 kc, adjust the service 
oscillator to 181.5 kc, and proceed as previ- 
ously described. 

Then, tune the service oscillator to 1.400 kc.. 
set the station -selector dial to 1,400 kc, and 
connect the hign side of the service oscillator, 
through a condenser of 250 mmf.. to the an- 
tenna lead of the receiver : the low side of 
the service Oscillator connects to the chassis. 

It is preferable to use a dummy antenna in 
making the3e adjustments. Align the I.F. and 
R.F. circuits for maximum reading on the out- 
put meter. The circuits nf LI, L2 and L3 
should not he adjusted until the I.F. circuits 
have been aligned. 

The action of the A.V.C section of this re- 
ceiver model is a bit more complicated than 
that of the previously described Roamio A.V.C. 
circuits. Consequently, the interested Service 
Man is referred to the September. 1932 issue 
of Radio-Craft, which contains a lengthy de- 
scription of the diode-triode tube, in the 
article: "Still More New Tubes" r fundamental 
data regarding A.V.C. circuits in general are 
discussed at considerable length in the article, 
' Operation and Service of Automatic Volume 
Control Systems" (in the same issue). 

The manual volume control resistor, Rl, has 
a value of 3 megs. 

Variation in tube current supplied by the 
automobile storage battery, due to fluctuations 
caused by the generator and load on the bat- 
tery, is a cause of so-called "interference" in 
many automobile receivers. Although these 
Roamio models are designed to eliminate this 
effect as much as possible, in order to insure 
the best reception it may he advisable to pay 
particular attention to the connection of the 
yellow 4 A" lead, running it direct to the ear 
battery rather than to other possible locations 
to the **A" supply. 

Whether filter condensers will be required in 
shunt to the electric horn, electric windshield 
wiper, electric fan, etc.. may be determined by 
shunting these units with a- test condenser of 
about 2 mf. 
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READERS' DEPARTMENT 

A department in which the reader may convey his thoughts to other readers. Included 
in this department are letters, kinks, short cuts, and experiments. Send in your ideas. 



SHOWMANSHIP IN RADIO 
SERVICE 

Editor, Radio-Craft: 

Showmanship is a most important 
factor in radio servicing, yet most 
Service Men overlook it entirely. An 
efficienMooking shop suggests to pros- 
pective customers the importance of 
having the job done right and impresses 
them with your ability to turn out good 
work. Such a shop tends to instill 
confidence in the customer, and makes 
it unnecessary to cut prices to get work. 

Figures A and 1 shows how a shop 
display may be made that will convince 
customers that their radio is in compe- 
tent hands. 

At any secondhand furniture store a 
used library table may be purchased for 
about $2.50; it makes an ideal work* 
bench. In the same store a chest of 
drawers may be had for about $1.50; 
it makes a fine parts cabinet, and its 
top will serve as a spare workbench 
when the regular one is crowded. 

The two square instru- 
ments hanging above the 
workbench are home-made 
oscillators built into the 
cases of old style Sterling 
tube checkers, which were 
purchased for fifty cents 
each. A discarded Majestic 
"B" eliminator (on the 
shelf of the workbench), 
furnishes high voltage for 
condenser tests. Service 
manuals, and manufactur- 
er's data in neat looseleaf 
binders are kept in full 
view, together with text 
books on radio theory and 
service. The wall behind 
the workbench is literally 
papered with blueprint 
schematic diagrams of ra- 
dio receivers. 

The main testing equip- 
ment may be your portable test kit. 
In the photograph is a Weston model 
547 set analyzer which is cabled to the 
bench control-panel. It may be quickly 
detached and taken on field calls, thus 
eliminating the need for duplicate 
equipment. In the schematic diagram 
is shown how the test kit is cabled to 
the control panel. 

Sundry other meters are mounted on 
the bench back board. The instrument 
resting upon the parts cabinet is a 
Day-Rad tube checker. A smaller in- 
strument, a Weston model 533, not 
shown in the photo, is carried on field 
calls along with the model 547 ana- 
lyzer. Field equipment and tubes are 
carried in a sturdy fiber case (shown 
in front of the parts cabinet), which 
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Fig. B 

Don't guess: use this scheme. 




Fig, A 

The very interesting service bench of Mr. Freed. 
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Fig. I 

Layout of the service bench illustrated in Fig. A. 



was purchased secondhand for $2.00. 
Across the sides of this case are print- 
ed boldly our firm name and address. 

It is equally important that an effi- 
cient appearance be made in the cus- 
tomer's home if you expect to get the 
job at a price that will show you a 
profit, so don't be bashful. Display all 
your equipment while the customer 
looks on; he is highly interested in 
watching the meter needles fly back 
and forth (even if he doesn't know 
what it all means). Take an extra 
minute or so to explain simply what 
you are doing. By so doing you will 
impress him with the fact that you 
know your business thoroughly, that 
you are not merely guessing. Then 
he will be less likely to attempt to 
chisel you out of your profit. 

Incidentally, be sure that your per- 
sonal appearance is professional. 
Service Men who dress like day labor- 
ers generally get paid accordingly. 
To use the portable analyzer with 
the bench control-panel, 
mount the model 547 in- 
strument vertically at the 
rear of and about 18 ins. 
above the workbench. Con- 
nect the voltmeter binding 
posts by means of a bake- 
lite strip and cable to their 
respective contacts on a 
multi-point switch mounted 
on the panel. 

To measure voltages, set 
the Weston switch No. 1 to 
switch No. 2, and switch 
No. 2 to V.M.B.P. Throw 
the panel double-t h r o w 
switch to the left and set 
the panel multi-point 
switch to the desired meter 
range, and then apply the 
test prods. This whole 
procedure takes about two 
seconds to perform. 
To make continuity tests, set the 
Weston switch No. 1 to switch No. 2, 
and switch No. 2 to Cont. Test. Throw 
the D.P.D.T. panel switch to the right 
and again apply the test prods. 

To test condensers, set Weston 
switch No. 1 to switch No. 2, set switch 
No. 2 to V.M.B.P., and set the panel 
multi-point switch to Cond. Test. Now, 
when the "B" eliminator is turned on 
and the test prods applied to condenser, 
the Weston voltmeter will swing to 250 
V. and then drop back sharply to zero 
if the condenser is perfect. (The speed 
with which the needle moves is a rough 
indication of the capacity of the con- 
denser.) The pilot light will remind 
you to turn off the eliminator when the 
(Continued on page 633) 
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RADIO-CRAFT'S INFORMATION BUREAU 

SPECIAL NOTICE TO CORRESPONDENTS: Aik a* many questions as you lifce, but please observe these rules: 



Furnish sufficient information, and draw a careful diagram when 
needed, to eiplain your meaning: use only one side of the paper. 
List each question. 

Those questions which are found to represent the greatest general 
interest will be published here, to the extent that space permits. 
At least five weeks must elapse between the receipt of a question 



and the appearance of its answer here. 

Replies, magazines, etc., cannot be sent C. O. 0. 

Inquiries can be answered by mail only when accompanied by 
25 cents (stamps) for each separate question. 

Other inquiries should be marked "For Publication," to avoid 
misunderstanding. 
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"ULTRA MODERN SUPER" 

(189) John Rosa no. Stege. Calif. 
(Q.l) I am just learning the radio frame, and 
many things are not yet clear to me. For in- 
stance. I do not understand the drawing of the 
type 58 tube in the article on the "Ultra Modern 
Super" in the October. 1932. issue of Radio- 
Craft. There are only 6 leads, and there should 
be 7: the suppressor- grid lead is missing. I 
would also like to know which lead on the type 
55 tube is the cap. 

(A.l) The connections of the type 58 tube 
are indicated in "Radio-Craft's Tube Table" 
which appeared in the July. 1982 issue of Radio- 
Craft. The type 55 tube cap connection is the 
control-grid of the triode section of the tube. 

Mr. Charles J. Romer. New York City. 
(Q.2) I am very much interested in build- 
ing the "Ultra Modern Super" radio receiver 
described by Clifford E. Denton. 1 have a num- 
ber of parts just suitable for that purpose, and 
I would be very grateful if you would clear up 
some of the smaller details. In reference to the 
column giving the List of Parts. I would like to 
know if that four-gang tuning condenser is the 
common type, having, as Part of itself, a little 
trimming condenser for each variable condenser? 
If so. then what is referred to 
by C3A? Where do you place the 
small variable condensers, C4. C6 
to Cll? You give in your List of 
Parts the following: 6 Acratest 
tubular* condensers. .1-mf., C12. 
C14, C16. C1T. C26: where is the 
sixth? Where do you place the 
tubular electrolytic condenser type 
6650. 50 volts. 10 mf., C18? 

1 do not understand the con- 
structional details of the coils. In 
Fig. 2A, you show the band-pass 
coil, and I note that there are five 
coiU. yet you state that there are 
three, both in the schematic dia- 
gram and under the heading of 
coil data. How are these coils 
(meaning all the coils in the set) 
hooked up ? 

(A. 2) Each tuning condenser 
has its own small trimmer mounted 
on the tuning condenser proper. 
One of these is C3A. The main 
tuning condensers are CI, C2. C3, 
and C5. Units C4, C6, C8. C9, 
and CIO are small trimmer con- 
densers connected as shown in the 
circuit. Those from C6 to CIO in- 
clusive are part of the LP. trans- 
formers. C4 is a separate unit, the value for 
which is Riven in the List of Parts. The sixth 
.1-mf. fixed condenser is C15. whose connections 
are clearly indicated in the circuit. Condenser 
C18 is placed directly across the two terminals 
of resistor Rll. as shown in Fig. 1 of the 
article. It is only a small unit, perhaps 2 ins. 
long x to H-in. in dia. The coil data given 
in the article is correct, but please disregard the 
lengths of each winding. Merely wind a specific 
number of turns with the specified wire. 

Referring to Fig. 2 A in the article, there are 
only three coils present: the antenna coil, 
(which is clearly labeled as such) and the two 
hand -pass coils. Now, the point to remember 
is, that when winding one of the band pass coils, 
each of which contain 126 T. No. 33 enamelled 
wire, wind 40 T. close together, but begin the 
4lst turn approximately 3/82-in. away, and then 
complete the remaining turns. In other words, 
this single coil has two sections, one consisting 
of 40 turns and the other of 86 turns. The same 
idea is followed in winding the other coils. 

Please bear in mind one point that was an 



error and that is, there are two R14's shown in 
the diagram, one of them, the value of which is 
given in the List of Parts, is connected to the 
center-tap of the Y filament winding while the 
other one, shown connected to Sw.l, should have 
a value of about 40.000 ohms. 

The following additional information is fur- 
nished for the guidance of constructors who may 
find the information of value. 

With reference to Fig. B, shown on page 203, 
the coil marked L4 should have been marked L7, 
since L4 is the small R.F. choke located immedi- 
ately to the right of the real L7. Coil L4 is 
shown directly above the wording "DET. COIL." 

The size wire with which the coils are wound 
should be No. 33 enamelled instead of the No. 
30 enamelled described in the text. 

If the coils are purchased, then one change 
should be made in the manufactured unit: an 
examination of the manufactured antenna coil 
will show that one end of Ll, one end of L2. 
and one end of L3 all connect together. This 
connection is wrong. As the diagram shows, 
only coils Ll and L2 have terminals connected 
together. In the manufactured unit, therefore, 
it is necessary to disconnect that terminal of 
L3 which connects to both Ll and L2. and 
bring it out to a separate post, connecting it to 



positive side. The filter choke and the field coil 
of the dynamic reproducer are in the grounded 
side of the power supply; these inductances are 
equally as effective in the negative side as it 
would be in the positive side, for filter purposes. 

The coils are space-wound, which accounts for 
coils of different sizes taking the same winding 
space. 
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Fig. p. 190. 



Schematic circuit of the Webster Model B- 
amplifier. 



C26 and R3, as shown in the diagram. The 
coil L6 has 26 turns of No. 33 enamelled wire. 

If the receiver motorboats after completion, 
insert an 85 millihenry choke in series with that 
side of resistor R7 which goes to the secondary 
of I.F.T.3. 

(Q.3) Howard W. Minard, Owen Sound, 
Ontario. 

Referring to the article concerning the "Ultra 
Modern Super" which appeared in the October, 
1932, issue of Radio-Craft, I believe that 1 have 
found some errors in the schematic circuit. 
First, the plates of all the tubes are connected 
to the ground filter system. 

Also, in the drawings of the coils, the 80-turn 
grid coil, on the detector-oscillator-tickler form, 
is shown with a space of 1!£ in. Isn't there any 
difference between the spacing of these coils? 

(A.3) You state that the plates of all the 
tubes are connected to the ground of the filter 
system. A closer check on the wiring will show 
that this is not the case, though. The plates of 
the tubes are connected to the filament of the 
80 rectifier tube, which is the high voltage or 



HOME RECORDING— WEBSTER 
P. A. AMPLIFIER 

(190) Edward Mendelson, Brooklyn, N. Y. 

(Q.l) I recently purchased a Pacent No. 171 
Recordovox, with control-box and weights. The 
control-box is not the same one as appears on 
page 42 of the Radio-Craft Library Book No. 
10. entitled, "Home Recording and All About 
It." 1 am using a Green Flyer 2-speed motor 
with a 12-in. turntable; I am also using a Uni- 
versal single-button "handi-mike." I get won 
derful results in recording radio programs but 
in recording music, using the microphone. I get 
very poor results, which 1 attribute to the micro- 
phone. 

I own a music studio where I teach saxophone 
and clarinet, and I wish to record these instru- 
ments, later on extending this to recording 
bands. My technical knowledge is 
rather limited, 
j "" *) I I use my Colonial 32 as an 

amplifier. This set incorporates a 
type 27 detector tube and two type 
45 power tubes, and I use RCA 
Victor black, pre-grooved records 
and home recording needles, 
jj I want to have some sort of a 

, Sx control box with an input stage 

with some sort of meter on it. 
Also, if possible, a level indicator. 

What surt of microphone, sensi- 
tive or standard, and what kind of 
control box should I get? What 
is the approximate gain of my 

□ j amplifier ? 

(A.l) If you require a very 
high grade of audio output, it will 
be necessary for you to secure a 
condenser microphone with an 
associated amplifier. If you do 
y\ not care so much for quality but 

■■ " ' - still desire good reproduction, then 
you might use at least a double- 
button carbon microphone. 

Control box designs of various 
types, and also complete construc- 
tion data on level indicators, have 
appeared in the Radio- Craft ar- 
ticles on home recording. 

The gain of your amplifier is approximately 
60 db. which should be about sufficient for your 
purpose. We do not suggest any changes in the 
present arrangement inasmuch as you are bound 
to run into difficulty, due to the complications 
which would be sure to arise. However, if you 
care to spend the money, it might be well for 
you at least, to secure a separate amplifier, to 
be used for the recording system alone. This 
will result in increased stability and operation, 
which is entirely independent of your radio. 

The usual run of needles for home recording 
do not give very good reproduction. In most 
cases, a decided lack of the higher notes are 
noticed and therefore these "soft" needles cannot 
be satisfactorily used for professional or semi- 
professional work. A high grade of needle of 
the sapphire type should be suitable for your 
purpose. 

(Q.2) How is it possible to use tubes of only 
one type for a power amplifier? An example is 
the Webster Model B-112 Mobile D.C. Public 
(Continued on page 623) 
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Radio's Greatest 

The most 

Complete Directory of It actio Circuit Diagrams— 
in OXE VOLOIE of over 2,300 Pages 
with Extra Heavy Cover— Looseleaf Bound 



Buy this llig Volume oil our AV»rr 

DEFERRED PAYMENT PLAN 



Here are two of the most surprising 
announcements that we have ever 
made to the radio trade and we know 
that it is such good news that every 
radio man will be greatly enthused. 

FIRST — that the three editions of the 
OFFICIAL RADIO SERVICE MAN- 
UALS have now been combined into 
one big volume of over 2,300 pages, 

SECOND — that this new single volume 
of consolidated radio circuit dia- 
grams and complete radio servicing 
course can be bought on a deferred 
payment plan — and at a big saving 
for you. 

It is needless to say how valuable the 
OFFICIAL RADIO SERVICE MAN- 
UALS have been to members in every 
branch of the Radio Industry, and how 
many thousands of each edition have 
been sold to manufacturers, jobbers, 
dealers, Service Men and experiment- 
ers. But we must emphasize this one 
fact: Service Men now realize that 
they are tremendously handicapped 
without the full set of Gernsback Man- 
uals. So much so, that those who 
have purchased onlv one or two vol- 
umes, are NOW ORDERING THE 
MISSING BOOKS. They want their 
files to be complete. 

The complete book gives you a vol- 
ume of over 2,300 pages with over 
5,500 diagrams, charts and photos. 
There are absolutely no pages or il- 
lustrations or diagrams duplicated. 



Mail Coupon Today! 



GERNSBACK PUBLICATIONS, Inc., 
96-98 Park Plaee. New York. N. Y. 

Gent lemon : 

In accordance with your Special Offer, I enclose I 

herewith $3.00 as first payment toward the One- ! 

Volume Hadlo Manual. Please forward it to rae | 

promptly. Upon rereipt of the book. I shall V*? , 

express company $1.00. Thirty Jays later 1 shall ] 

»end you $3.00, and slity days after receipt of i 

books, I shall send you my last payment of $3.00. I 

If you want to take adrantatfe of the Special Pis- I 

count of 10%. remit only $12.60 with this coupon. . 



Name — - - | 

Address — — _ - - ! 
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There is no radio book published today 
which is so modern, up-to-the-minute, 
and which contains so much useful in- 
formation as is to be found in this 
single volume. It is a book that will 
outlast any other radio book in print. 
Look carefully at the photograph of 
the complete edition on the opposite 
page. It measures 9" wide, 12" long, 
4 V thick. 

Included in this volume is a com- 
plete radio servicing course. This 
course covers every step needed to 
learn the servicing business . . • from 
starting in business . , , materials 
needed . * . and how to go about 
servicing receivers and repairing other 
radio equipment. This course in it- 
self, is actually worth the price of the 
entire book. 

Our new plan now enables every radio 
man to get this single volume — a Com- 
plete Directory of all Circuit Dia- 
grams, of over 2,300 pages, on de- 
ferred payments. You can order this 
book immediately — get it in a few 
days, and use it while you are doing 
servicing work. You can make the 
first few calls pay for the entire cost 
of the book. 

For you to get this book is quite simple 
and it is sent to you as soon as your 
order is received. You pay for it in 
small monthly amounts which can be 
taken from your earnings. If you 
were to buy the three volumes sep- 
arately, the total cost would be $17.00, 
including the supplements. 



Now you can get the 

1931 OFFICIAL RADIO SERVICE 
MANUAL, with Supplements, 

1932 OFFICIAL RADIO SERVICE 
MANUAL, with Supplements, 

and the 1933 OFFICIAL RADIO 
SERVICE MANUAL Complete 

at a big saving. 

THE SPECIAL NEW PRICE FOR ALL 
THREE MANUALS, WITH SUPPLE- 
MENTS, IN ONE VOLUME, WITH 
HEAVY BINDER IS ONLY 

$14.00 

You buy this book this way — 

Send $3.00 with order 

Pay $5.00 to Express Company upon 
receipt of book. 

Send $3.00 thirty days after receipt 
of book. 

Send $3.00 sixty days after receipt of 
book. 

Total $14.00. 

IF THE ENTIRE AMOUNT IS SENT 
WITH YOUR ORDER, WE WILL 
ALLOW YOU A 10% DISCOUNT. 
THIS CAN BE DEDUCTED FROM 
YOUR REMITTANCE. 

IMMEDIATE SHIPMENT 



Over 2,:iOO Pages 



Over 5.500 Illustrations 



THIS IS THE GREATEST SINGLE 
VOLUME RADIO BOOK IN PKL\T TODAY 



GERNSBACK PUBLICATIONS, Inc. 
96-98 Park Place New York, N. Y. 
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TRADE IN 

Your Obsolete Tester 
for a Modern 890 

•SUPREME'' 
ALYZER 



at a total 
cost of onlv 



S 



A modern Model -101 
remanufunurod froi 
:i I'utteri) i;»y .feuri. 



Stop losing time, temper, MONEY 
with out-of-date testing equipment. 
Your old tester and only $39,50 
bring you the modern $90 "SU- 
PREME" Analyzer Model 401. "Su- 
preme by Comparison" in every de- 
tail of construction and utility — 
many exclusive "SUPREME" fea- 
tures. Complete resistance analysis 
made directly on the Analyzer panel. 
Tests all the new tubes, including 4, 
5, 6, and 7-prong types. Modern 
copper oxide rectifier meter for out- 
put measurements — unexcelled resist- 
ance ranges. And at a total cost to 
you of only $39.50 — with your old 
tester. 

• 

CKT THE "SUPREME" PLAN 
Write for Folder No. 401 

Supreme Instruments Corp. 

Greenwood, Dept. 458 Miss. 



I OIlltSOY 



announces a new and better midget radio 
AT THE LOWEST PRICES EVER 
QUOTED ! 
THE NEW SIX Tl'HE ^ ^"^^ II 

dlolbentone I 9 M COMPtC 

TK.\I>E MARK J^B^^TUB 



Six /?. C. A . Hceti&fd 
tubes for $J,.65 extra 



COMPLETE 
TUBES 

Superheterodyne 

With automatic 

volume control 
Mass production enables us to quote the 
lowest prices. Buy direct from manufac- 
turer. 

WE REFUSE TO BE UNDERSOLD! 
l?!?!?!^ CIRCULAR GIVING 
riXEjEj COMPLETE INFORMATION 

FOKDSON R ADIO MF<;. CORP. 
11700 Livcrnoi* Ave. Detroit, Mich. 



POSTAL UNIVERSAL KIT SET 




With an antenna only 20 ft. long and no 
ground connection, there has been no diffi- 
culty in picking up many distant stations, 
with receivers located at points around New 
York City. This has been made possible by 
so arranging the positions of the components 
and the constants of the "circuits that oper- 
ation of the manual volume control R7 per- 
mits the circuit to become regenerative and, 
if desired, to oscillate, near the maximum 
volume position of this unit. In order to 
maintain exact resonance in the tuned cir- 
cuits throughout the broadcast band, and thus 
secure maximum sensitivity and selectivity 
over this range, the special R.F. coils, Li, 
L2. are accurately matched at the factory by 
means of an oscillator set-up. Adjustable 
vanes are provided on tuning condensers ClA 
and ClB for rough adjustment of the tuned 
circuits at several points in the broadcast 
band; trimmers shunt CIA and ClB. Thus 
the constructor is assured that these 
components may be accurately and con- 
veniently aligned. The undistortcd power out- 
put of this set is approximately 500 milli- 
watts. 

Operation of the completed receiver may be 
checked, and possible faults in wiring im- 
mediately localized, by checking the operating 
potentials against the following figures; these 
were obtained by measuring the voltage be- 
tween the respective tube elements and the 
negative side of the 110 V. power line: 

H. H. 



Cath. No. I No. 2 

Volts Volts Volts 

l.toSS* 12 6 

3 (app'x) 0 6 

13.5 12 18 

18 43 

a V.T. voltmeter the 



Tube Plate S.-G. 

Type Volts Volts 

39 100 100 

36 100* 13.5 

38 100 100 

25Z5 105 . .. 

•Unless measured on 

reading will be less. 

Constructional and Circuit Features 
Due to the fact that the rectifier tube. V4, 
"absorbs 4 ' 25 V. of the available power supply, 
it is possible to use a 50 W. "bleed" resistor, 
R6. of only 155 ohms. By spacing out this 
resistance-wire on a long, asbestos-covered 
metal strip, as shown in Fig. C. the heat is 
held to a low value and is thus most effec- 
tively dissipated. 

Thomas W. Crossley. chief engineer of the 
company, has completed a novel arrangement 
of the detector circuit which results in maxi- 
mum signal sensitivity with undistorted audio 
output. This circuit variation takes advan- 
tage of the fact that a screen-grid tube oper- 
ating into a resistance of high value should 
be operated with a low screen-grid voltage 
in order to secure these advantages in oper- 
ation; therefore, since the power tube re- 



( Continued from page 589) 

quires about 13.5 V., which also is the recom- 
mended screen-grid voltage for V2 (with the 
plate voltage available through load resistor 
R3) the screen-grid of V2 is directly con- 
nected to the cathode of V3, the voltage drtp 
across the bias resistor R5 supplying to the 
screen-grid of V2 a potential which is positive 
with respect to it. Thus, resistor R5 serves 
a double purpose. Another point of interest 
is the use of C6 (from the insulated frame of 
the reproducer to ground) ; it eliminates a 
source of resonance hum. 

The bypass condenser C3 in shunt to the 
primary of the output transformer T serves 
the dual function of compensating the high- 
frequency response characteristic of the out- 
put pentode circuit and at the same time 
serving to resonate the primary circuit to a 
lower frequency, thus doubly aiding to in- 
crease the effective low-frequency response. 

Of particular importance to those who may 
wish to operate this set on storage batteries 
is the fact that the total current drain ("A." 
"B** and ,m C") is less than 3 A. On 110 V. 
the total power drain is only 35 W. 

By reference to the following List of Parts, 
it will be noted that electrolytic condensers 
and other space-conserving units are specified. 
If desired, tubes and a special carrying case 
are available, as indicated in the supplemen- 
tary data in the List of Parts. Inquiries con- 
cerning this extremely simple, effective arid 
inexpensive kit-set, if directed to the atten- 
tion of the writer, will receive his prompt, per- 
sonal attention. 



List of Kit-Parts 

One Postal high-gain antenna R.F. tuning 
coil, LI : 

One Postal high-gain interstage R.F. tuning 
coil. L2; 

One Kenyon choke coil. 30 hy., part No. 
KC-490, Ch. : 

One Postal two-gang, 350 mmf. tuning con- 
denser. CIA. ClB; 

One Cosmic .01 -mf. coupling condenser. C2 : 

Two Cosmic .002-mf. tubular condensers. C3 ; 

One Micamold 500 mmf. condenser, C4 ; 

One Cosmic .006-mf. tubular condenser, C5 : 

Two Cosmic .05-mf. tubular condensers. C6 : 

One Micamold 8 mf. electrolytic condenser. 
200 volts. C7; 

One Micamold dual 4mf. electrolytic con- 
denser, 200 volts, C8; 

One Micamold dual 5 mf. electrolytic con- 
denser. 35 volts, C9; 

One resistor. 300 ohms. 1 W.. Rl ; 

One resistor, 35,000 ohms. 1 W., R2 ; 

One resistor. 0.2-meg.. 1 W.. R3 : 

One resistor, 1 meg.. I W.. R4 ; 

One resistor. 1.500 ohms. 2 W.. R5; 

(Continued on page 625) 
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TUBE TESTER 

(Continued from page 607) 

and may be built at a cost of $11.85. The coun- 
ter model may be assembled for $10.00. The spe- 
cial etched-lithographed panel measures 8 x 10 
inches, and is drilled for mounting all sockets, 
switches, and the meter. Also, there are screw 
holes for supporting the panel. An itemized list 
of everything needed is given at the end of this 
article. The ten wafer type, floating contact 
socket* should be mounted on the panel as 
shown in Fig. 2. Be sure to mount the proper 
socket in its exact location and position on the 
panel, otherwise the tube type number on the 
panel would not correspond to the sockets, and 
the wiring would not conform to the directions. 
Construction Details 
Turn the panel over so that its under-side 
faces you. Refer to Figs. 2 and B. Fasten the 
three 4-prong sockets, V6. V7. V8, in the posi- 
tions shown at the right by means of small 
screws and nuts. The filament contacts of each 
of these sockets should be at the base. Next, 
mount the three 5-pronu sockets. VI. V2, and 
V5, as shown, one of them at the lower rwht- 
hand corner, and the other two on the upper 
left side. The filament holes should be in the 
position shown. The three 6-prong sockets are 
mounted so that two of them are in the center 
at the top of the panel. V9 and V10. and the 
other Ls second from the bottom on the left hand 
side. V3. Filament holes are in the position 
shown. The 7-prong socket. V4. is mounted in 
the lower left-hand corner with filament holes 
as indicated. If desired, the panel may be pro- 
cured with all the sockets rigidly mounted with 
eyelets. 

The meter is mounted next, and secured in 
place by means of the holding »crews inserted 
in the movable ears on the back of the meter. 

The jack switch. Sw. 1, should be mounted 
in the hole marked "short-reKUlar.** It is im- 
portant to adjust the lock nut and washers so 
that the switch will have positive action in its 
"in" and "out" positions. The jack levers should 
have a clear make and break in the two posi- 
tions. 

The S. P. D. T. toggle switch. Sw. 4. shouM 
be mounted in the hole marked "222-232-234." 
The position of the switch should be such that 
that end of the switch holding one terminal 
should point toward the line-voltage switch. 
Sw. 2. 

Insert the 4-point selector switch, Sw. 2. in 
the hole marked "line voltage." and tighten by 
means of a lock nut. Its position must be so 
aligned with the indicator knob that the dot 
on the knob and the contact terminals correspond 
to the markings on th<> panel. 

A small fibre sub-panel U used to mount the 
two momentary contact push switches. Sw. 5 and 
Sw. 6. This sub-panel is supported by fastening 
it between the pam-1 and the 7-pnint selector 
switch, Sw. 3, mounted in the hole marked 
"filaments." Around this hole is also a contact 
strip leading to the shell of the miniature lamp 
socket. Fasten the 7-point switch and knob so 
that its positions correspond to the markings on 
the panel, 

Insert the switch buttons in the holes market! 
"second plate." Sw. 5. and "bias te*t." Sw. 6, be- 
fore the filament selector switch is tightened. Be 
sure that these momentary contact switches are 
securely mounted so that pressing the button will 
give a sharp break of one circuit and a positive 
make of the other. Be careful that the two cir- 
cuits are not closed at the same time in any 
position of the button. Mount the lar^e 10 watt. 
900-ohm resistor. Rl. as shown in the diagram. 
The wiring procedure is as follows: 

(1) Wire all the filament terminals of the 
sockets, exactly as shown in diagram of Fig. 1. 
(2) Connect the cathode terminals to the fila- 
ments just as indicated. (31 Wire the socket 
plate terminals and follow the diagram. (4) 
Connect the control-grid terminals together as 
per diagram. (5) Wire the remaining grid con- 
nections as shown on the diagram. (6) Connect 
one end of the 7.000-ohm. wire-wound, pigtail 
plate-circuit resistor, R2. to the negative termi- 
nal of the meter. The other end of the resistor 
is connected to the plate terminal of the socket 
above the meter. Be careful not to bend the 
portion of the resistor leads colored brown or 
green, as you may break the thin wire connec- 
tions and open circuit the resistor. (7) Connect 
the large 10-watt resistor, Rl, according to the 
diagram. (8) Wire the multi-circuit jack switch, 
(Continued on. page 6$2) 




HIGHER- 
QUALITY^- 



Can 



NOW You 

Use the 
World's Finest 

Resistors 
on Every Job! 



file PRICES REDUCED 



RESISTORS 

I -Watt Metallized Re- 
sistors now cost you on- 
ly 12c each instead of 
18c. 2-Watt Resistors 
were 24c ; now 1 8c. Other 
values also reduced. 



SUBSTANTIAL reductions on list prices 
of the entire line of IRC Metallized 
Resistors and Kits as well as 5 and 10 watt 
Power Wire Wound Resistors and Motor 
Radio Suppressors become effective March 
15th— a step which means breaking down 
the last barrier to enable service men to 
standardize exclusively on the world's fin- 
est and best known line. 

No longer is there the slightest excuse for using Re- 
sistors of questionable performance "just because they 
are cheap." Now you can use IRC's all of the time— for 
all of your jobs. 

But Price is only part of the story. High as IRC stand- 
ards were in the past, new manufacturing processes and 
equipment have resulted in still further refinements 
which insure the utmost accuracy, exceptional perform- 
ance under load, absolute uniformity and dependable 
operation under all atmospheric conditions. 

itfftW' Price without Quality means nothing. 

M K i!L Combined with Quality-plus, however, it 

forms an unbeatable combination — an 
outstanding opportunity for simplified 
stocks, greater service satisfaction and 
larger profits. 

Order complete IRC assortments — 
today ! 



POWER 

wire worxo 

RESISTORS 

Formerly 30c. 5-Watt 
Power Wire Wound Re- 
sistors are now only 21c, 
10-Wattsize 30c. Motor 
Radio Suppressors re- 
duced from 30c to 21c 
each. 



( 



IRC offers numerous service helps and book 
lets, many of which are obtainable FREE 
with kits. Write for new price list and cata- 
log of our full tine. 



INTERNATIONAL RESISTANCE C9 



74 Wellington St., W., 
TORONTO, ONT., CANADA 



2006 Chestnut St., 
PHILADELPHIA, PENNA. 
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Willi Federated' s f;isl crowiuc folio*- Inc. 
Thousands of active customer* in the radio trade 
Jin* In st.'p with Us. Sl;irt *.\x\\\x today on radio 
pans. set. ami Srccssorirs. Make *urc mat your 
dollar produces 100 rents in radio values. 



ATTENTION 

To our line. Replacement 
parts. sets, tubes, meters, 
sDcakers. amplifiers, micro- 
phones, cabinets, transform 
era. condensers, etc. Every- 
thiiiK In radio from a bind- 
ing post to a complete set. 

FORWARD 
MARCH 

Progress In radio Is 
rapid. New parU 
unci development* are 
ronstantly appearing. 

Federated 1'un hu»«*r has lone been the leader in 
procuring inese new developments xnu often uk 
(Item to the trade at consistently lower prices. 
Federated publishes flw» catalogues a year to 
bring these new designs to you utmost as fast a» 
they appear. 

-ORDERS 

FROM THE FRONT 

semi for our 104 Page catalogue today. Uuy 
from our nearest branch. 
Distributors of Acratest Parts. 

federate dPurchaser w 

Main Offiee. 25 Park Pl .Dept.G. New York. N.Y. 
1331 So. Michigan Ave . ChleaQO, III. 

2909 N. Broad St. Phi la.. Pa. 
631 Spring St. N. W., Atlanta, Ga. 
273 Central Ave., Newark. N. J, 
9226 Merrick Rd., Jamaica, L. I. 
534 E. Fordham Rri Bronx. N. f 
169 Washington St., New York, N. Y. 
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REPLACE BURNT-OUT^ 
DEFECTIVE BALLASTS 





MILLIONS of 
Sets including 
MAJESTIC and other standard lines 
need ballast Replacement NOW. 

JOBBERS AND SERVICE 
ORGANIZATIONS— 

Send for our plan outlining Ballast 
Replacement Market and Money Mak- 
ing Plan. Also Volume Control Re- 
placement Data Book. 

CLAROSTAT MANUFACTURING CO., Inc. 

285 N. 6th St. Brooklyn, N.Y. 



factors into consideration, and whose compo- 
nent condensers start to melt when the re- 
ceivers are operated more than a few minutes? 
Under these conditions, the condensers lose Part 
of their bypass and filtering properties, and 
cause the set to break into oscillation ; the 
loudspeaker output becomes distorted, and is 
accompanied by an increasing hum level. 

Another point of interest is the fact that the 
ehassis itself is not "alive" and can be touched 
with perfect safety when connected to the 
power line, whether being operated on D.C. or 
A.C. (Many of the present-day D.C. receiver 
chaases are connected directly to the power line 
and serious damage might result under certain 
conditions when attempting to ground them.) 
However, the R.F. signals are grounded through 
the power line and the necessity of a separate 
ground connection is thereby obviated. 

From an inspection of Fig. A, showing the 
front view of the receiver, and Fig. B showing 
its base, it can be clearly seen that the layout 
of the chassis is very compact, and .yet roomy 
enough to assure rapid assembly and wiring. It 
has been designed with the idea in mind of 
permitting any novice to build and assemble 
it with case in a short time. 

The chassis is 10 inche3 .Ion*, 4>4 inches 
wide, and 1 % inches high. All data regard- 
ing the circuit (ire given in Fig. 1. 

The electro- dynamic speaker \i mounted di- 
rectly oft the chassis. (Note that magnetic 
speakers, similar in over-all size, are available, 
and may be used instead of dynamic speakers 
without any .circuit changes.) To its left (re- 
ferring to Fig. 2) is the volume control (R9). 
and at its right you will 'observe the shaft of 
the two-gang condensers (CG). The coil (LI) 
shown in the schematic diagram is the antenna 
coil. Although this unit is very small physically, 
it is especially designed for this miniature chassis 
where conservation of space is vital, and it is 
actually superior in performance to many larger 
R.F. transformers because of the use of a litz- 
wire bank- wound secondary winding of a low 
D.C. and R.F. resistance. Its primary is of the 
high-impedance type, and to keep the gain con- 
stant over the whole broadcast band, it is 
capaeitatively compensated for the higher fre- 
quencies by means of a turn of heavy bus bar, 
which can be easily discerned on the upper part 
of the coil form. 

The broadcast signals are fed from the aerial 
through this transformer to the grid of the first 
R.F. type 44, variable mu tube. Both this tube 
and the R.F. transformer are positioned in such 
a way as to be totally shielded from the rest of 
the circuit. The R.F. transformer (L2) located 
beneath the chassis, couples the first R.F. to 
the second R.F, tube, which is also a type 44. 
Full gain is obtained from the first 44 tube, as 
it has a very high plate-impedance load. A very 
small condenser of a few micro-microfarads is 
an integral part of L2, and is mounted directly 
upon it, acting as a coupling condenser between 
the two R.F. stages. The seconJ tube, in turn. 



is connected to a ctose-coupled untuned trans- 
former which is mounted underneath the 
speaker, this coil impresses the amplified sig- 
nals upon an 85 detector tube. This tube is 
superior to the 36 heretofore commonly used in 
that it is an audio amplifier at the same time, 
hating an amplification factor of about 8.3. 

To preserve the high grade audio signals thus 
far obtained, this detector-amplifier tube is re- 
sistance coupled to the type 43 output tube 
which, in turn, feeds into the matched output 
transformer of the 4.000-ohm field of the loud- 
speaker. The output tube (heater type) is "self- 
biased.** and a condenser of 5 microfarads (C9) 
is placed across its cathode resistor (R4) to 
prevent any degenerative effects. 

The rectifier tube, a 25PZ5, has also been 
especially developed for this type of service. It 
is of the cathode type and can deliver up to 
100 milliamperes, although less than half this 
amount is required for all the tube and speaker- 
field requirements. 

The first filter condenser (Cll) of 12 micro- 
farads is necessary to prevent any trace of hum 
or line noises, and to bring the tube plate volt- 
age up to 110 volts when the receiver is used 
on an A.C. line. The volume control is connected 
both into the antenna and into the cathode 
circuits of the two type 4 4 tubes. It is specially 
tapered and has a minimum self-contained bias 
resistor of 400 ohms to prevent under-biasim? 
and deleterious tube effects. This dual control 
is necessary, because the overall sensitivity of 
thiS receiver is so great that when it is con- 
nected only to either a small piece of copper 
screening built into the top of a mantel cabinet, 
or to a few feet of wire, a Jartfe number of 
broadcasting stations can be heard. In fact, this 
receiver can actually be operated by merely in- 
serting its p\\iK into any light socket, without 
installing an aerial or attaching a ground! 

In conclusion, the dominant engineering 
thought was to design a true midget receiver 
that could rightfully claim superior performative 
as its attribute, — to assure this perfection, note 
that this receiver employs two high gain R.F. 
stages, which exclusive feature makes this re- 
ceiver very desirable for radio fans who desire 
extreme long distance reception on an antenna 
measuring between 15 to 30 feet long! 

Due to its extreme compactness, this receiver 
may be mounted in any manner to suit one's 
own ingenuity. Here are only a few novel sug- 
gestions along these lines: within a business 
man's desk drawer . . . underneath a dining 
room table . . . within a bureau drawer . . . 
underneath any small table generally found in 
parlors . . . permanently mounted within a 
traveling suit-case . . . into a wall or partition 
. . . within a bed ! 

List of Parts 
One Coast-To« Coast miniature wooden consolette 
One Coast- To-Coast drilled metal chassis, type 
E14; 

(Continued on page 621) 
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TALKING BEAM 

(Continued from page 59S) 

dous bands of frequencies that are available by 
this new method, we wonder why more effort has 
not been put on systems to relieve the terrible 
congestion that now exists in the present broad- 
cast channels. The frequency of the ionizinK 
current pives us one channel to work on. Now, 
if we take another searchlight and change the 
ionizing frequency, say. 10 or 20 kc, we have 
another channel— and so on for the entire broad- 
cast band. Mercury has three spectral lines, 
yellow, green, and blue. In the recent broadcast 
we used the blue line. This means that we can 
have 600 searchlights using the 600 channels on 
the blue line, with 600 more channels on the 
yellow line of 600 other search -lights, and still 
600 channels on 600 more lights using the green 
line. At first this statement may seem wild, but 
anyone who will take the time to investigate 
the system will find that things have not been 
misrep resented. 

This opens up a tremendous field for Service 
Men because one of the best ways to take care 
of an apartment house would be to have one 
large reflector on the top of the apartment and 
the audio developed in each cell could be ** piped" 
down through the building at 500 ohms and 
rented to each subscriber so he could plug the 
program into the phonograph jack of his present 
broadcast receiver. 

It is only necessary to stop and think for a 
moment to see the tremendous value of this 
system to armiea and navies, both in time of 
peace and in time of war. 

In summing up this brief outline, it would 
seem that inventions in the metal- vapor induc- 
tion-lamp field have set a new mark for high 
quality communication systems. The directive 
qualities may be used if desired, or the complete 
360 degree servicing of any area by well-known 
lens systems. The horizon being the boundary 
of interference between cities, together with an 
almost unlimited frequency response for tele- 
vision, augurs well for this system of communi- 
cation which will be bound to show startling 
advances in the near future. 
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TRANSFORMERLESS 
RECEIVER 

(Continued from page 620) 

One Jensen electro-dynamic speaker for one 43 
output tube and 4000-ohm field, type SpEl4 : 

One Radio Condenser Co. 2 gang ,00035-mf. con- 
denser, type CgE14, Cgl, Cg2 : 

One Coast-To-Coast filter choke 15 hy.. 30 ma., 
type ChEU, Ch ; 

One Gen-Ral antenna coil, type LI El 4. LI : 

One Gen-Ral R.F. interstage transformer, type 
L2E14, L2; 

One Gen-Ral R.F. untuned transformer, type 
L3E14. L3 

Two El-Menco mica condensers, .006 mf.. type 
2438A. CI, C8; 

Three Solar paper tubular condensers, .I-mf.. 
200 volts, type 6706 A, C2. C3, C7 : 

One Solar electrolytic 8 and 4 mf. dual conden- 
ser. 175 volts, type C4E14. C4, ClO : 

One El-Menco mica condenser, .00015 mf., type 
2438B. C5 

One El-Menco mica condenser, .0003-mf., type 
2438C, C6 ; 

One Solar electrolytic, 5 mf., 35 volts, type 
C7E14, C9 ; 

One Solar electrolytic. 12 mf.. 175 volts, type 

CUEI4. Cll ; 
One Lynch resistor. 25.000 ohms, 1 3 watt. Rl . 
Two Lynch resistors, 500.000 ohms. 1 3 watt 

R2, R7 ; 

One Lynch resistor, 1.000.000 ohms. 1/3 watt. 
R3; 

One Lynch resistor, 600 ohms. 1 _> watt. R4 : 

One Lynch resistor, 50.000 ohms. 1/3 watt, R5 ; 

One Lynch resistor, 20.000 ohm*. 13 watt, R6 ; 

One El-Manco. 150-ohm, 15 watt wire wound 
resistor. R8 ; 

One Elect rad 10,000-ohm potentiometer with 
special taper and 400 ohms minimum resis- 
tance. R9 ; 

Four Cinch miniature, 5 prong wafer sockets. 
SI, 2, 3, 4 ; 

One Cinch miniature, 6 prong wafer socket. S5 : 
Five RCA tubes: two 44, one 85, one 43, one 
25PZ5 : 

One Line cord with plug; M«hIiI 677 We»- 

Miscellaneous hardware, wire, knobs, etc. Jjn Tube Seller. 



Profit Producing 
Service Kits 

See them at your jobbers 

Convenience and accuracy have been combined in these 
two modern combinations of Weston Standardized Serv- 
ice Units. They are business builders. Either combination 
quickly and surely gets at the root of the trouble. 

For the Ar\ vlyzek-Tubecheckek method Weston offers 
the combination of Model 660 Analyzer, Model 661 Tube- 
checker and Model 662 Oscillator. For those preferring 
t lie Point-to-Poi\t method. Model 663 Volt-Oluinneter, 
Model 664 Capacity Meter and Model 662 Oscillator pro- 
vide l he ideal combination. 

Every service man should get all the facts about these 
two combinations of Standardized Service Units. Mail the 
coupon for complete information. 

Weston Electrical Instrument Corporation, 599 Fre- 
linghu\sen Avenue, Newark, New Jersey. 

Weston-Jewell 

Kad/o Instruments 





Weston Electrical Instrument Corporation 
599 Frelinghuysen Vve., Newark, N. J. 

Please send me further information 
on Weston Jewell Service Equipment. 



Pattern 540 Curt 
»l»le TuUe Seller. 
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Servicemen and dealers are find- 
ing it mighty profitable .... 
this new CENTRALAB VOL- 
UME CONTROL GUIDE. 

Replacement business is good busi- 
ness these days .... are you getting 
your share? This 50c Guide will be 
sent to you upon receipt of two three 
cent stamps to cover mailing costs. 

Send for it on your letter head .... 
use it ... . discover how a mere 
handful of Centralab controls will 
service almost anv old or new set. 




CENTRAL RADIO 

930 E. Keefe Ave. 



LAB ORATOR I E S 

Milwaukee, Wis. 



T* An vi* i** PtAK EinciENC* vf ih- 
POimET ANTENNA *nd ft* 
WOI5C REPUCHON *f Hi* 

TRANSPOSED TftANSMSSSlON LINE 

NATIONAL 

HAS CHO^H 

LYNCH 

5HQJ11 WAVf ANFeNNA PHODUCfS 

FOM 1HI HIT F S-T 

— HESUlT 

Tlit LYH6H Short Wire Mmiu Kil 



KIT CONTAINS 



(Th«M Blocks Art 
Low Capacity and Low 
S — LYNCH Comnwrrinl Ty, 
(S.me Huch ' 

A* The TrMDfipoiiitioii Blocks) 
1 — LYNCH Doublet Cour>lrr 

<Tr»r>»rtli*mion — l.imr lmptdane«-Mft(ch- 
<ns D*vice) 

125 ft. Enameled Short Wivr Antrnnit Wire 
1 — ThoroucMy prardrol and »*U illuat rated 

LIST PRICE, CompUt. SS.OO 

At All Lynch *nd National Jobber*, 



1*D«fij D*V infd EipBC.^Iy f w ih« F6- f 
Thm L-fnik Antpann Will IfUQlGw* 

ft* Ptdftmui Of Anr W i l ihML 
LYNCH MANUFACTURING COJnc 
?t1RP q>nirJ Mela* lldp., MkT^, ri ¥ P 

.1 JuJfeir ■. fji.f -u ■ n-A tti-uJrf- 



"GEN-E-Motor" 



77ie 

Original 

A fool proof dynamotor B battery eliminator for automotive 
and farm uae I M extremely n-onotmcnl , r «toea not require 
oil in*, it hmt no tut*-*, relaya. or vibrator point* to cauae trouble 
» ill not overheat, dynamieally bulanced. mounted on rubber, 
and ta equipped with a double Alter tyatem that completely 
eliminate* now 



TUBE TESTER 

(Continued from page 619) 

Sw. l t following the diagram. Note that only 6 
terminals are used. Be sure to connect the cor- 
rect wires to the right terminals. (9) Wire the 
toggle switch, Sw. 4, following the diagram. 
(10) Wire the "second plate" switch, Sw. 5, as 
shown. (11) Connect the "bias test" switch, 
Sw. 6, according to the diagram. 

Final construction data are as follows : 

(1) Insert the lead with the control-grid cap 

I through the panel and connect as per diagram. 
(2) Insert the Belden rubber cable through the 
panel and connect one wire to the "common" 

J side of the filament at the socket as shown. The 
"common side" is the filament terminal which is 

' connected to or is common with the cathode. It 

I is important that the same wire connecting the 
filaments is the common one for every socket. 
Connect the other wire of the Belden cable to 

1 the terminal feeding the switch arm of the line- 

| voltage switch. (3) Connect the switch arm 
terminal of the filament switch, Sw. 3, to the 

I filament terminal of one of the sockets accord- 
ing to the diagram. (4) Follow the diagram in 
wiring the transformer connections. The two 

' black wires from the transformer are connected 
together and tht n to the "common'* side of the 
socket filament terminal. The three primary 
leads, red and black, red and black (large 
stripes), and red, go to the 105-115-125 volt taps 
on the line switch, Sw. 2, in the order named. 
It will be mcessary to splice short extensions 
(about 3-inch wires) onto the transformer pri- 
mary leads for these connections. The joints 
should be well soldered and taped. (5) Connect 
the transformer secondary leads to the terminals 
of the filament switch as follows (from ritfht 
to left with panel reversed^ : 



Tube 


Change 


Tube 


Change 


00A 


14 


44 


12 


01 A 


6 


45 


9 


10 


6 


46 


12 


12 


10 


47 


13 


20 


4.5 


49 


11 


22 


2.5 


50 


7 


24 


15 


51 


16 


26 


11 


52 


12 


27 


12 


55 


14 


30 


5.5 


56 


19 


31 


7.5 


57 


21 


32 


10 


58 


17 


33 


9 


59 


13 


34 


5 


71 A 


l 7.5 


35 


13 


85 


12 


36 


13 


89 


10 


37 


12 


99 


3.5 


38 


11 


LA 


13 


39 


12 


80 


25 


40 


6 


81 


25 


41 


12 


82 


25 


42 


12 


83 


25 



PIONEER CEN-E- MOTOR CORP. 



2251. R Lawrence Ave. 



Chicago, in. 



A tube chart prepared by the author showing the 
changes in meter readings for various tubes. 
Only a few of the modern tubes are shown; others 
may easily be determined. 

Green wire to terminal 1, red wire to termi- 
nal 2, yellow wire to terminal 3, brown wire to 
terminal 4, blue wire to terminal 5, white wire 
to terminal 6. black (red tracer) wire to termi- 
nal 7. 

(6) Carefully check over all connections 
with the diagram and the instructions, as the 

(Continued on follounng page) 



AMOMPERJVMZE 
Your Analyser 

General directions and diagrams for replac- 
ing the 906 WL or 907 WL Analyzer Plug 
and Associate Adapters for the UY plug of 
any set analyzer, also for substituting the 
new Composite and Seven-Contact Sockets 
for the tTX and UY analyzer panel sockets 
are furnished free with orders for same. 

907WL Xa-Ald 7-Prong latch-lock 
analyzer plug. 

List Price $3.50 

907WLC Above plug with five feet 
of EIGHT wire cable. Eighth wire 
insures adaptability to possible future 
developments. 

List Price $5.50 

This new plug has a seven prong base 
which is rerlueed to a 6, 5 or 4 prong 
base by locking on the following 
adapters: 

976 DS 7-hole to 6-prong adapter with 
locking stud. 

List Price ..$1.25 

975DS 7-hole to 5-prong adapter with 
looking stud. 

List Price $1.25 

974 DS 7-hole to 4-prong adapter with 
locking stud. 

List Price $1.25 

Replace the present I'X 
socket of analyzer with th«- 
4j6 or 4r»6K composite sock- 
et whit h takes 4, 5 and 6 
prong tubes and the present 
1~Y socket with the 437 or 
437 E t>even hole socket. 




436— 50c, 456E— 60c, 

437— 35c, 437E— 40e 



43? 

DETAILED ANALYZER REWIRING 
INSTRUCTIONS 

When ordering jour new 6- or 7 -prong Latch Lock 
Analyr.tr I'lug. Aw>ciate Adapters, I'omposlie and 
Sc\en- Ton tact Sockets, include an extra $1.00 net for 
detailed in>t ruction- im lulling parts list and revised 
diagram for modernizing jour commercial *et ana- 
lyzer. These directions are by F. L. Spraybvrry of 
Washington. I). <\. and entitle the purchaser to in- 
dividual consultation with him in case of any diffi- 
culty. Thc<e instructions may also be obtained 
*eparauly at $1.00 net each. Slate make and model 
of your set analyzer when ordering. 




SPECIAL 

80 >n 1 

ADAPTER 



950X YL 

Here's what you have heen looking for— nothing like 
It— hlghgradf tube cheeking adapter— I ests over 70 
tubes. No lead> — no jacks or plug — no complicated 
directions. Resistances and toggle switch for instant 
reading of both plates of dual Plate tubes — beauti- 
fully and ruggedly made— a typical Na-.Md product. 
List $6.00. Servicemen's postpaid price $3.75. Orders 
tilled in sequence received. I>o not delay — send order 
today. Tuhes it will check in practically any checker 
are 1. 2.\r>. y/.:i. 14. 15. 19. 29. 33. 36. 37. 3*. 39, 
II. 42. 43. 44. 46. 47. 4s. 4!t. .VJ. 55, 07. 57A. 5M, 
59, 64. 63, 67. 6M. 69. 70. 76. 77. 7S. 80. *2. 
v3. 84. 85. 88. 89. 90. 92. 95. 98. 291. 293. 295. 
!«."•. 986. AD. AF. AG. V 2 C-4. G-2. G-4. GA. 
KK-t. KK-20. KR-22. KR-25. KR 28. LA, PA, PZ. 
I'Zll. Wunderlich A and Auto. 

No. 850XYL. Sen-Icemen's price $3.75 postpaid. 
If your checker ha* no filament -voltage switch, use 
No. 934 8GL on base of 950XYL. 

No. 954SGL. List Price $1.25 

9PL — N e w Universal 



Out- put Meter Adapter. 
Contacts th»» plate 
prong of 4. 5, 6 or 7 
prong tubes whether 
-mall or medium based. May also be used 
connecting pick-ups. microphones, 
thones, tone controls, etc. Insulated for use 
in new shielded sockets and provided with 
f1v«> foot had. List price, each 50e. 
Rend 10c for 40 Page Adapter Data 
Booklet — ov«t 300 diagrams of adapters for 
every purpose — description, use and direc- 
tions are given. Tube terminals of the 
new tubes are shown, adapters for pickups, 
microphones, output meters, tone control, shortwave 
converters, etc. 

Write for literature on adapters for testing 25 and 
30 tult tubes In your present tube checker. 
Sorvicomon'a Discount 




5 F££f-*| 



35* 

On ordora amounting to S 1 0.OO List 40% 

ALDEN PRODUCTS CO. 

Dept. R4 715 Center St. 

BROCKTON, MASS. 
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tester is now completely wired. Mount the 
transformer by means of screws and bolts to the 
upper side of the case. Screw the pilot light in 
the miniature socket and insert the attachment 
plug in an A.C. socket for test. Follow the 
operating: instructions carefully when testing. 

If everything is satisfactory, screw the panel 
down to the supports, and the checker is ready 
for active service. 

Operating Instructions 

Connect the plug to a 60 cycle. A.C. line. 
Turn the "line voltage" switch to a position 
corresponding to the actual line voltage present. 
Switch Sw. 4 should always be thrown to the 
left except when testing a 222-232 or 234 tube, 
when it should be thrown to the right. 

All tube numbers are marked on the panel 
alongside the sockets in which they are tested. 
After each tube number is a dash and a second 
number. The second number indicates the posi- 
tion of the filament switch. Sw. 3. For example : 
to test a 47 tube, look on the panel alongside 
5 -prong socket, which reads 47-3. Turn the fila- 
ment switch to 3 and put the tube in the socket. 
Test for "Short" by pulling up switch Sw. 1, 
marked "short- regular." The pilot light glows 
for a shorted tube. Push down the "short-rt»ir- 
ular*' switch for regular tests. "Regular" read- 
ings are now indicated on the meter. Press the 
"bias test" button, Sw. 6, and take the reading. 
The "difference" between "regular" and "bias 
test" readings is an indication of the transcon- 
ductance, or mutual conductance, of the tube. 
Normal readings for good tubes are shown in 
the chart. Tubes are considered poor if the ar- 
tuul "difference*' between readings is less than 
25^ from the "difference'* listed in the chart. 

Second plates of rectifiers are tested by press- 
ing button Sw. 5, marked "2nd Plate." 

If the line voltage does not correspond to the 
setting of the line voltage switch, the readings 
will be correspondingly slightly higher or lower. 

List of Parts 

One Dependable panel, drilled and lithographed. 
10x8 in.: 

One Dependable transformer, PT. ; 
One Dependable meter 0-15 ma., specially cali- 
brated ; 

One Dependable 7-point rotary filament selector 

switch, Sw. 3 ; 
One Dependable 4-point rotary line voltage 

switch. Sw. 2 ; 
One Dependable 6-leaf jack switch. Sw. 1 : 
Two Dependable 3-leaf momentary contact 

switches. Sw. 5, Sw. 6 : 
One fibre sub-panel for Sw. 5 and Sw. 6 ; 
One Dependable S. P. D. T. toggle switch. Sw. 4 ; 
One Belden soft rubber plug and cable : 
One miniature socket shell for "short lamp" ; 
Three 6- inch 4 -prong wafer sockets, V(>. V7 

V8: 

Three Cinch 5-prong wafer sockets, VI. V2. Vo : 
Three Cinch 6-prong wafer sockets. V3, V9, V10; 
One Cinch 7-prong wafer socket, VI : 
One 7.000-ohm. 3-watt resistor. 2% accuracy. 

pigtail type. R2 ; 
One 900-ohm. 10- watt resistor, Rl ; 
Two knobs with arrow indicators : 
One pilot lamp, 18 watt: 
Two switch buttons for Sw. 5 and Sw. 6 : 
One control-grid cap and connecting wire; 
One case, leatherette covered portable carrying 

care (optional). 




INFORMATION BUREAU 

(Continued from page 615) 
Address Power Amplifier. 

(A.2) The schematic circuit of Ftg. Q.190 
shows how the circuit of the Webster Model 
1M12 Power Amplifier is arranged. 

Only type 12 A tubes are used to secure the 
maximum undistorted power output of 20 watts. 
The gain at 1000 cycles is 96 db. 

A 6-volt storage "A" battery, a 300-volt "B" 
battery bank, and a 27 S.— volt "C" battery com- 
plete the power supply. This entire equipment, 
including a spring-wound phonograph turntable 
playing either 33% or 78 R.P.M. records and 
a phonograph pick-up, (also available are two 
12-in. dynamic re-producers with 12-foot 
cords, and a 2-button microphone with 30 
feet of cable and a 10-in. stand), is contained 
in a metal rack which measures only 
18x18x31 ins. high. (The weight is 90 lbs.) 

The control panel includes a pilot lamp, master 
volume control, and mixer control for use when 
it is desired to reproduce voice and music 
simultaneously. 



a year 

including 
3 supplements 



1933 II WD BOOK 
JVatv Mivatly! 

BIGGER, SIMPLER, MORE COMPREHEN- 
SIVE than the 1932 edition which delighted 
more than 10,000 users. Lists full data on all 
resistors (including carbons) for all receivers. 
Saves service time and labor. Costs only $1 a 
year, including 3 supplements. 
Send your dollar NOW! Satisfaction guaran- 
teed or money returned after 10-days' trial. 



Replacement YOU ML 4 0MHOLS 

ALL MINI M Shafts- Sna^n SWITCH 

Long ALUMINUM shafts, easily cut to de- 
sired length. Standard end cover may be in- 
stantly replaced by power-switch assembly, 
without disturbing control connections. Two 
ELECTRAD features, which service men are 
praising. 




Plain and s»iteh covers in- 
stantly interchangeable. Juit 
snap one out and the other In. 




Use TRITYOLTS for SAFETY 



new *v»t 

ADJUSTABLE 
•UOIMO CM* 



1 — Patented construction permits air-cooling, 
larger wire, greater radiation and longer 
life. 

2 — Spiral winding provides better electrical 
contact. 

3 — Sliding clips assure accurate adjustment. 
1,000 volt insulation. 

4 — Full-length fibre guard prevents injury from 
contact with tools or hands. 




175 Vartck St. New York. W.V. 

ELECTRAD 

■ '-. Mailable w Assembled KH Foem or fSCtiXYtiwSLA 
™ UNIVERSAL 110 VOLT ACrDC. OPERATED^ 



TRANSFORMERLESS. MINIATURE RECEEVHL 



Employs a 
DYNAMIC , 

_ Speaker' 

f t:'i?s latest Mercury Rertiftev 25Z5 and 
a 43 Tube Providing 900 Milliwatts Undis- 



^TiToQl£f£ \^^OutpuMma^in^IySensitweatidSeledi^ 

yrUOLESAVt r | r ivE TUBES REQUIRED: 2-44. 1-85. 1-43, 1-25 pzs - 

|Tf w _ — — — I h-i i I with a SKI.F CONTAINED AKRlAL. K*"ploy*n 9 a 



CQN1AIMS TN'OlftAflK OF LISTINGS FROM A r 
LUG DRCCKtW T-: A 100 WATT OUALrCUAN KEi* 
ffKKAM PAKELPUfiLlt ADDRESS AMPLIFIER, 



RE 32,45,57,75 Improved 

two stage push-pull 
mike - phono - radio 
^--^107 /1 watt amplifier 

Choice of Models fmplouiri 
a 1 1 the following TUBES. A J 

L 1-56 (OR 22712-245, I-2R0 
.0*1-57 (0A254A) 2-247, 
(0/? 59) 1-280 iQHSV- 

Equipped with •» I %t*» 4<*nizn RCA Powr Transformer, 
thl h m»t. . txi-.-nble (he u*" »f l= r Hfi I ? 'ir» w »f mo*t 
recent J«*»un' flwh rAi'a tenafi » atm^f mornaui 

•olun* On -mikt" i" i ;iAo«*-j>if*>» n. Furnuli«', I • t H id Cur 
rent I- »• it »ti »n t > i 3»>0 „»hrn IHiW' Dvnuni h.x .p 

ti>ndl> ru«<<. Uy r->n*trucf>l o i.pl»» » »«»rl I » m«».t r nowtiHmin 
ufietur-r - pirti! COM I'I.KTKL ■ ASSKMULEl) »nyh<,dy eaa 
»ir thi» ftmplifier euc •♦ifulH fnlK d«»cnpti\e blip- print* furm.h -d 

Fully Guaranteed Your Complete Satisfaction Is At Mired ! 

4 WATT MODEL 7tt WATT MODEL 

AMPLIFIER— (Less * A *. e AMPLIFIER — (Less *£e 

Tubes and Speak so '4«T> Tubes and Speaker) TO 

Amplifier, Genuine RCA Tubes AmpUner. Genuine RCA 
and wrisht De Coster Tube*, and Wright 




ft f.j-t; irrt.U. 1<X><} UOO m ( /c refrpttOn t* p<MJiWf» L_ , 

I ^ N Ull< -I KAKKlt »nMur«>i r<>m,rkitl>l) faithfui reproduction , 
and mor«* (linn an plr> % iluin* T* > tuning Un->bw nn<i appropriate 
i-i ti» ho<>r>* inrluii m I >r (itntns. *nd the other com 

luuw. i <t« M ki tnd tnlurr ernr trol moiie Th* ■*** of Tti REE h ^ 

srwts t n a^j/,,r rtw) >„ 0 na« urw>r maximum st \ 

A/T/l ITi «nt *H ! < T1\ !T\* A c idmnuii pl.ted rh^Min u 
f»irm^hM Wtttl All I'MlTJi MOl'NTKU THEHt(i\ 

itnrilr- wirinx t h » ' reniniti. t » kied-tivBCjn be acc«nrj>l | n 
anv h rti 1 <>\ r all ciimen.i.m-*" 10 in lorn A^i in. *iu,..0H mi 
hl«l < >M<rtt Jill) lo SSO moliTK Em\AoM» no pout* 1mi\tfori- , r 
Ihertfsir* V^jiA / >, n i inpoitiU' 111 U.IHg the hili^l ilfMXn tulx a 
reaidr* »re aaa<ir.-.i r .n i> irjM ■ t > Pre- 
Vlnuit i|—imn 7 H ti|t» r- u.r,' H*ll\ 

DtJ*(llll>TT\K M ECHAN ICAl. AM* 
ELE* lltK AI HIUEVHINT^ Kl' !l- 
NI8Ht:i>.(SeparAtulyolitainAbleror7&c.) 

Fully Assembled Kit and Dynamic 
Speaker (Less Cabinet fe«v 7c 
and Tubes* * 7 * / > 

factory Wired— Ready **q or 

for Immediate Use 9V*V* 

Set ot Five Tubes $3. IS 




PHILCO PERMANENT 
MAGNET DYNAMIC 
SPEAKER CHASSIS 

Requires no Field Current Excita- 
tion— Duplicates Performance ol 
Electro-Dynamic Speakers! 

!» elimination of It held Oil current Huppiy 
••«,ny permiUtUeatlnrrirrn.nl 01 thispor- 
nt micni-t d>n*mic apeaker to any rtv. iv. 
pllfiern<it forniahincauca field coil mippl) t 
Th >iM>apetk Tit can w 11 dtaaipnte «p to a*ven watt, 
au lio output without distor'ini -r bUaijcn' Can 
be i"np!o>.iJ ta an "addition il~ of Exl'mim 
Speikef tnd due to ita aeU-containrd out put trim 
former. of uniiltie di-HiCn.the additjnn of tlriaatH- »kcr 
to any other will n«it »l»er tKe r»rTieienc% of the 
ape%k*r now hi-in< uaed Ideal for multi-nPeakcr I A ,\atern 
mat ilUttonV OverJI diameter. «S in. TuUt dcptt>. * x i m 
1 1. PERMANENT MAGNET itaelf It fully 10 in. lone l»aftlo 
hole roguu-ed — 7 H tn. dimeter. 

Philco Speaker, installed in an {7 nC Chassis QC 
attractive walnut Mantle Cab. * J * TO only * J 




COAST TO-COAST' RADIO CORPORATION 

iliRjJrVE5Tl7TU 5TBEET - NtW YORK.N.Y. 
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Thev Look, 
Listen and 
Buy It! 




There's no miracle about De 
Wald Dynette's big sale. It's 
just the most for the money. 
A fine engineering job — a five 
tube set — a dynamic speaker 
— a real burl walnut cabinet — 
a compact midget with a big, 
clear voice. And a great 



price. 



25 



oo 



New-Type Set Analyzer Included 

.Vs part of R.T-A. training you Ret this up-to-the- 
minute Set Antttyzer and Trouble Shoot or. Alte.r n 
few easy ie*»onn you ure ready to use it for immediate 
money- making, competing vritft "old-timera" without 
fear. With this wonderful piece of equipment, backed 
by H.T.A. prafesaional train ins, you need have no 
fear or worry over the future. Even though there 
tshould nefer be n new radio Met con true ted — or not 
another improvement !n radio made — there are enough 
net* Uo\+ in aerviee that need frequent attention to assure 
you good money an accepted Radio- techn icuiD . 

Start Money-Making Quickly 



you by < 



R.T.A. Training i» m per tally dourntd — and 
(lie ouUiindiK tfj»rh*ra of radio felmolocv i„ 

you into (he Profitable «ndo( mdio Quietly. ]| » n ot rmtMy (heory. 
but Prnctic.il. down-tOMNirth work that tnakra you a money -ranker 
in iNi» immense field in (lie nhorteet pouible Hme. Don t delay 
your «»nrt toward nurrnw! Write at onre for all detail* iiboul 
R.T.A. trainitiK. The Coupon below brio** F KCTS— n»n>ni»tiin« 
one* th»t may open up a new. depression. proof 



MAIL COUPON NOW/ 



Ask for Details 
of De W aid's Dealer Deal 

DE WALD DYNETTE ~ 

Pierce Airo, Inc. 
516 Sixth Ave. Ne« York, N. Y. 

Jm 



rieMORE MONEY 

ADIO 

R.T.A. 



TRAINING 



Home study with R.T.A. — plus 
lifetime mcmlw^hip in our 
lame, powerful anitoeiittinn of 
radio aer-viee men- -brings you 
up to date on id I improvement* 
in radio, television, -ound en- 
Kineeritur. and keeps you a ruon« 
the real money-maker* in this 
expanding field. Unless you huve 
thin high-type vr<*f visional train' 

ing you will find it hard to Kct 

of the poorly paid "tinkcrcr" ctasa 




I 



Send me nil the PACTS about R.T.A. ProfeMtonnl training' 
toceiher with information about the opportunities eiUtinc for 
R.T.A. Radiotechaicuaa today. 



I ADDRESS . 
I 



OPERATING NOTES 

(Continued from page 611) 

the wires leading to it and then remove the two 
nuts holding the box in place. The volume 
control shown in the schematic remains right 
on the chassis front panel and is not removed 
with this box. 

The left-hand box is removed in a similar 
manner, except that the A.C. switch must first 
be removed from the front panel: Pull the 
A.C. plug out of the wall socket, and then turn 
on the A.C. switch by pulling it out. With 
a pair of long-nose pliers, hold the shaft that 
now protrudes and turn the knob to the left. 
A specially shaped bolt is screwed onto the shaft. 
Now remove the round nut from the front, and 
the A.C. switch will fall back through the panel. 

The chassis is fastened from the bottom by 
means of slot headed machine screws. Remove 
all of these screws. If the boxes have not been 
removed, disconnect them from the chassis. Re- 
move the strip in the back holding the A.C. 
filament leads ; two screws hold it in place. Lay 
it on the chassis without disconnecting the leads. 
It appears at first that the chassis could be re- 
moved by simply disconnecting the leads from 
the tubes. However, there is not enough room 
to lift up the chassis with this strip in the way. 
The front sheet-metal panel is held in place in 
two grooves by a wooden strip right above it. 
Remove the two screws holding this strip in 
Place and then remove the strip. You are now 
ready to life Out the chassis. 

When replacing the two boxes, the cap-like 
washers on the bolts may be held in place by a 
rubber band or string as shown in Fig. 4B. 
This is a good thing to know, as many of the 
later Sparton sets used the washers also, and 
this knowledge will save a lot of time when get- 
ting them back in place. 

Alignment and Neutralizing 
The trimmer condensers are located right on 
the tuning condensers and ean Only be reached 
by removing the chassis. However, as most 
owners are probably now satisfied with local 
reception, you will not have many calls that 
will require readjustment of these trimmers. 

Right near the antenna binding posts is the 
screw for the aerial compensating condenser. 
It is only effective, as can be seen from the 
schematic, when the aerial is on the "long" 
position. 

You will probably find a number of jobs 
which require re-neutralizing. In the base, behind 
each of the three R. F. tubes is a hole through 
which a slotted head screw may be reached. A 
cold tube in any of the sockets is quickly ob- 
tained by merely disconnecting one of the over- 
head leads to the tube in the stage you desire 
to work on. Neutralization is then carried on 
in the regular manner. However, these sets 
will be found quite critical, and if adjusted at 
the high frequency end, may whistle and oscillate 
around 600 kc. Therefore, go over the neutraliz- 
ing procedure at two or three different points 
on the dial. It is difficult and inadvisable to 
attempt to neutralize the set to a Point where 
it does not whistle when full volume is turned 
on at the higher frequencies ; this condition is 
normal, due to the lack of shielding. Also, it 
may be found that slight readjustments may 
have to be made with the tubes hot, as the 
dead spot as found with a cold tube is not al- 
ways the best point for adjustment over the 
entire band. 

"OPERATING NOTES " 

In sending: in "Operating Notes" for pub- 
lication, please check up on information 
previously printed in this magazine so that 
you may avoid duplication. Such a pro- 
cedure not only saves your editors a iot 
of work, but you save yourself the em- 
barrassment of having your manuscript 
returned "unsuitable for publication." 



DEPENDABLE TUBE TESTER 
KNOCK-DOWN KITS 

COUNTER MODEL $10.00 

PORTABLE MODEL $11.46 

MODEL No, 301 PORTABLE 
COMPLETE WIRED AND AS- 
SEMBLED $14.50 

RADIO CITY PRODUCTS CO. 

48 West Broadway New York, N. Y. 




The 

RADIO-CRAFT 

INDEX 



It contains a thorough .alphabetical ami topical 
arrangement of EVERY article and subject 
which has been ptiblished in all the issues of 
RADIO-CRAFT from July, 1929 to June, 1932 

Radio Men hate conclusively proved to us the need and 
practicability for a book which has included in it. u com 
prehensivc and complete listing of every article which has 
thus far been published in RADIO CRAFT. A hook 
which has each topic so sub divided and cross-indexed 
that :i mere glance at a subject will give you any num- 
ber of Classifications and uses of it. For example, if 
you look at tubes, you find under this topic, various sub 
titles, general, power, transmitting, photo-cells, tilting 
of tubes, thyratong. etc. Every article or notice in the 
book has been considered so deeply Important that when 
you refer to n certain classification, listed below the main 
topic, you will find perhaps a dozen or more articles 
treating the subject from different angles. The author in 
each case is given— the exact Issue in which the article 
appeared, and on what page It is to be found. 80 ac 
curaiely compiled, by C. W. Palmer, one of radio's fore- 
most writers, that in less than two minutes you can turn 
to am* article — needless to wade through all the IsiUe 
of RADIO -CltAFT which have been published during the 
past three years. 

The RADIO-CRAFT INDEX Is exactly the same size as 
the monthly magazine — it has 24 pages. It can be con- 
veniently kept on file with the copies of the magazine — 
ready for quick reference. The index is printed on good 
paper with self covers. 

This honk is sold only hu the publishers at 25e tV 
rnny. Mail coupon below for your copy of the RADIO 
CIIAFT INDEX 

Briefly outlined below appears only a partial 
contents of the book 



AMPLIFIERS- 
ANTENNA SYSTEMS- 
CABINETS— 
CIRCUITS- 
CO OE— 

COILS AND TUNING- 
COMPONENTS— 
COOPERATIVE LABORA- 
TORY — 
DETECTORS AND 

RECTI F IE RS — 
EDUCATION — 
INTERFERENCE AND 

HUM ELIMINATION- 
KINKS— 

MANUFACTURING- 
METERS AND TESTING 

EQUIPMENT- 
MISCELLANEOUS— 
MOTION PICTURE 
RECORDING AND 
PROJECTION — 
M US1CA L INSTRU- 
MENTS— 
NEUTRALIZING— 
NOVELTIES- 



PATENTS— 

PHONOGRAPH REPR0 . 
DUCTION AND RE- 
CORDING— 
POWER SUPPLY AND 

BATTERIES— 
RECEPTION- 
REMOTE CONTROL- 
SELLING AND MONEY 
MAKING SERVICING— 
SET CONSTRUCTION- 
SPEAKERS AND REPRO- 
DUCERS- 
TELEVISION— 
TONE AND VOLUME 

CONTROL- 
TOOLS— 

TRANSFORMERS- 
TRANSMISSION— 
TRANSMITTERS- 
TUBES— 

LIST OF BROADCAST. 
SHORTWAVE AND 
TELEVISION STA- 
TION S — 



ABSOLUTE LY NOTHING WHICH HAS APPEARED 
IN RADIO-CRAFT HAS BEEN OMITTED FROM 
THIS VALUABLE COMPILATION 

Ctip and Mail Coupon Today! 



Publishers of RADIO-CRAFT. 
iKi-98 Park Place. New York. N. Y. 

Enclosed you will find my remittance of 2r»c (check, 
st am [is or money order accepted) for which you are 
to fcend me. postage prepaid, one copy of the 
RADIO- CRAFT INDEX. 



RC 433 I 

I 
I 



j City . 
I 

I State 



I THIS BOOK CANNOT BE 

I BOUGHT ON THE NEWS- OCf* 

STAND — ONLY DIRECT 
I FROM THE PUBLISHERS THE COPY 
L 
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Build a 

TREASURE 
FINDER! 



Mail Coupon TOD A YJ 



f 



I GREW PARK COMPANY 

■ 245 Greenwich St.. New York. H. Y. 



I>epl. JlC 



Enclosed find 10c for wlijrh kindly rend me 
Pamphlet on Trewure Finders. 



| X. 



I Mdre« E .. . 



l 
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We supply 
all Parts for Building 

Electrical and Radio 

TREASURE 

LOCATORS 

Radio. Audio. Ground Potential Measurement!. Hughes 
Induction it a lances and other types; Including Oscillators 
and amplifying systems 

We supply all materials needed for huildlng and oper- 
ating any of the recognized treasure tinders. 
The following standard circuits are described in our 

bullet hi: 

No. I. Ground Potential, Leap-Froo Method. 

No. 2. HuOhet induction Balance Typo A. 

No. 3. Kuahcs Induction Balance Type B. 

No. 4. Sensitive Hughes Induction Balance. 

No. 5. Simple Super* Sensitive Hughes Balance Circuit. 

No. 6. Radio Frequency Oscillator Circuit. 

No. 7. Audio Oscillator Circuit 

No. 8. Single Search Coil Hughes Induction Balance 
with Audio Amplifier!. 

No. 9. Combination Radio Transmitter and Receiver 
circuit. 

Also accessories such as High Frequency Buzzers, 
Audio Oscillators, Differential Current Trans- 
formers, Two Stage Audio Amplifiers, etc. 

With any one of these system* you can locate burled 
treasures, metal war relics, mineral deposits, subter- 
ranean water veins, hurled em and water pipes, and 
lost objects, tools and treasures sunken in water, etc. 

Write for pamphlet giving history and theory on this 
Interesting subject. All above circuits and systems are 
described and explained. List of parts ami prices In- 
cluded. (Price of pamphlet 10c.) 



TRAUTONIUM 

(Continued from page 591) 

former 33 havirw a ratio of 2:1 may also be 
used in conjunction with condenser 34 havinsr 
a capacity of .01-mf. so as to form an additional 
circuit for accentuating the harmonics. This 
latter circuit may also be connected to the last 
tube, as shown in the schematic circuit. This 
arrangement is especially valuable when it is 
desired to simulate, for instance, the tones pro- 
duced by a violin which has two distinct sets 
of harmonics, or overtones: one of them is 
Produced by the air chamber inside the body of 
the violin, and the other produced by the vibra 
tions of the body itself. With the two harmonic 
producers described, the two sets of harmonics 
may easily be obtained. 

By means of potentiometer 28. the volume may 
be controlled. This unit is foot operated as 
shown in one of the photographs and is a carbon 
unit. 

Editors Note 

The schematic circuits given and described by 
Dr. Noack are based on the use of German tubes. 
The experimenter, however, may try any of the 
triodes or screen-grid tubes now available, and 
use the values of parts specified in the article. 
The story as described here contains many sug- 
gestions for experimenters, and it leaves suffi- 
cient room to allow the experimenter to "change 
his mind.*' In forthcoming issues of Radio- 
Craft. we will present additional interesting 
variations of the Trautonium described in detail 
in our March, 1933 issue. 

Suggestions from those trying the circuit, or 
a short note from those interested in the design 
will be welcome. For a comprehensive treatment 
of thyratrons suitable for the purpose described 
in this article, the reader is referred to pa$;e 150 
of the September. 1930. issue of Radio-Craft 
in an article entitled, "The Thyratron — An Ad- 
dition to the Vacuum Tube Family." 



Still Greater 
Opportunities 

with 

OHIOHM 



SPARK SUPPRESSOR SETS, for eliminating 
ignition interference on automobile radios, 
are furnished for 4, 6, and 8 cylinder cars. 
Each set contains condenser designed to 
withstand unusual conditions of temper- 
ature and vibration . . . also, necessary 
spark suppressors enclosed within porcelain 
tube to eliminate accumulation of dirt. 
Made of special non-moisture absorbing 
material to prevent shorting. 

The life of an OHIOHM Suppressor is the 
life of the car. 



UNIVERSAL KIT SET 

(Continued from page 618) 

One ballast resistor, wire wound. 155 ohms. 
50 W.. R6: 

One Centralab resistor. 0.25-mcg., R7 : 

One on-ofT switch (mounted on volume con- 
trol). SW.l; 

One Rola dynamic reproducer (special), 4,000 
ohm field, Field Coil: 

Four five-prong sockets, VI, 2. 3, S; 

One eix-prong socket, V4 ; 

Three screen-grid clips: 

One Postal drilled and stamped chassis, 6% 

in. high, 9 V£ in. wide, 4% in. wide: 
One Postal cabinet: 
One line-cord and plug: 

(Optional Components) 
One Postal carrying case: 

One variable-mu R.F. pentode, type 38, VI : 

One screen-grid tube, type 36. V2 : 

One power pentode, type 38. V3 ; 

One dual half-wave rectifier type 25Z5. V4 : 

One 32 V. Delco power line adapter: 

One 220 V. power line adapter: 

One automotive-installation kit. (remote con- 
trol leads, interference suppressors, hand- 
rail clamps, and antenna wire) : 

One Postal 135 V. automotive "11** eliminator. 




Check Resistors 
for these 
Cardinal Points 



Accuracy — resistance value within 10% 
tolerance. 



Permanency— -value unchanged by age 
Absence of noise. 
Low Heat Coefficient. 
Freedom from Capacity Effect. 
Unaffected by Humidity. 
Low Voltage Coefficient. 
Mechanical Strength — ability to 
stand rough handling. 
9 Appearance — straight wire leads, 

paint finish, etc. 
• Color Coded, Printed Values, 
Marked. 



with- 
good 
Trade- 
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ELECTRONIC MUSIC 

For the past two months we have 
been publishing information on the 
construction and operation of elec- 
trical musical instruments. We will 
continue with this policy for we feel 
that electronic music will be one of 
the major "side lines" of the radio in- 
dustry — it may even become an in- 
dustry in itself. 

Why not send in your ideas as to 
whether or not you agree with us in 
this policy. 




ICE-BOX 
and REFIRGER- 
ATOR DEODORIZER 

• Absorbs and destroys food odors . . , 
Prevents blending of flavors and tainted 
foods , . . Add this to your line ... Ex- 
ceptional profit . . . Write for facts. 



1933 



THE OHIO CARBON COMPANY 

12502 BEREA ROAD, CLEVELAND, OHIO 

OHIOHMS mrm mad* In r ...,..! , by 
C, C. M*r««th a Co., Ltd.. 639 Bay St.. Toronto 
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CONDENSERS 

are now stocked by all 

LEADING 
JOBBERS 

Ask your radio parts distributor to 
show you this 

COMPLETE LINE 

and to give you an Official Entry Blank 
for the 

TOBE CONDENSER 
CONTEST 

New low prices on Tobe Condensers 
and Filterettes are given in the com- 
plete Tobe Catalog 433-C, now ready. 
Ask your jobber for a copy, or write 

Tobe Deutschmann Corp. 

Canton, Mass. 

We guarantee that all TOBE products are 
manufactured in our factory at Canton, 
Massachusetts. 



Voltage and 

Resistance Measurements 

95% of radio-aet troubles can be lo- 
cated quickly and accurately with the 



SHALLCROSS 

No. 681 

Quick-Change 
Volt-Ohmmeter 



10 - 100 . 500 - 1000 volts 
I ohm to 3 megohms 



This instrument is 
very easy to build. 
The important parts 
required are a 1- mil Ham pert* D.C. meter 
and the SHALLCROSS Resistor Kit No. 
681. 

Send St in stamps for Bulletin 681 -P, describing 
the service man's most useful test instrument. 



j Jkross 

ELECTRIC A 

"^Fd! I inn rial*. Pa. 



ELECTRICAL SPECIALTIES 



Lowest Wholesale Pr;:es ! ! ! 
Servicemen! Dealers! Hams!" 

Write for latest bulletin sheets. We stock parts 
of the following manufacturers : Aerovox. 
Cardwell, Hammarlund, Dubilier. RCA, Hytron 
tubes, Cunningham tubes, Flechtheim, Concourse, 
Cornell, Baldwin phones, Electrad. Centralab. 
Ohmite, Ward-Leonard, Signal keys, IRC re- 
sistors. National, REL, Deforest, Cornish wires. 
Pilot, Thordarson, Jefferson, Weston, Jewell, 
Re ad rite, Yaxley. Elkon, Franklin transformers. 
Standard replacement transformers, etc. 
Our prices are always lower. Write for quotations. 
You pay postage. 

ANY SIZE ORDER ACCEPTED. 
SHIPPED DA Y RECEIVED. 

MAURICE SCHWARTZ & SON 
710-12 Broadway Schenectady, N.Y. 



TEST PANEL 

(Continued from page 599) 

sequently, the resistance of the meter circuit 
will be 100.000 ohms. 

To measure low ranges of resistance, leave 
S5 on the D.C. setting, turn switch S6 to A., 
and select the low-range scale on switch SI 8. 

Position No. 4 of switch S-16 is the '•off*' 
position and is the normal position for this 
switch except when testing tubes, or when 
using the meter with an external battery as 
an ohmmeter or continuity meter. 

External current or voltage measurements 
are made with this analyzer by connecting the 
test leads to the correct tip-jacks and manipu- 
lating the switches required for the various 
tests which it is possible to make. 

To use the meter of the analyzer as an out- 
put meter, connect the teat leads to the ''A.C/* 
tip-jacks and set switch S5 to the A.C. posi- 
tion. The range of the meter can then be 
controlled by means of switch S15. In most 
receivers, the test leads will be connected to 
the voice coil of the dynamic speaker in which 
case the five or ten volt range of the meter 
will be sufficient. 

The Tube Tester 

Fourteen sockets are required for this tube 
tester, wired as indicated in Fig. IK. Switches 
are provided where necessary for switching 
from one tube element to another. 

Switch S7 of the tube tester is a single- 
dock 8-point tap-switch. Eight contact and 
one '■off*' Position are available, as follows: 
Volt- Tap Volt- Tap Volt- 



Tap 

No. 



HIT 4' 
1.1 V. 

3.3 V. 
7.5 V. 



No. 
2 
5 
8 



aee 
2 V. 
5 V. 
14 V. 



No. age 

3 2.5 V. 

6 6.3 V. 

9 25 V. 



The step-down transformer is especially 
made for this tube tester, giving variable 
voltages from 1.1 to 25 V. (A filament volt- 
ace of 25 V. is required, when testing the 43 
and other special type tubes.) Switches SI 
to S5, and S8. S9, are push-button switches; 
SI to S5 connect the various tithe elements 
to the common plate and the grid circuits, 
and S8. S9 provide an oscillation test for 
tubes with and without grid-bias change. 
S6 is a three-point tap-switch. The Primary 
L2 and secondary LI of the R.F. transform- 
er used for oscillation tests are closely 
coupled, on a single form. 

Switch S10 is a toggle switch used to short 
out the 4 00 and 2.250 ohm resistors when 
testing rectifier tubes. Switch SU is an off- 
on unit which controls the operation of the 
tube tester. 

The table below lists the different type 
tubes that may be tested in this tester: 
Socket 



Tube Type 

11. 12. 12A. 20. 26. 30. 
71A. 99. 182. 182A. 182U. 



No. 

1— 00A. 01A. 10. 
31. 40. 45. 50. 
183. 586. 841. 

2 — 22. 32. 34. 

8 — 80. 81. 82. 83. 

4 — ua. UH. BR. 

5— 17. 2?. 37. 56. 484. 484A. 485. 686. 

6 — 33. 46. 47. 52. G A. PZ. 

7 — 14. 24. 35. 36, 38. 39. 44. 51. 64, 65. 
68. LA. 

8— 91. 93. 95. G-2. 

9 — Wunderlich — five- prong. 

10— 29. 69. Wunderlich "A." 

11— 55. 85. 

12 — 41. 42. 43. 49. PA. PZH. 

13— 57. 58. 

14— 59. 

The recommended procedure to test tubes is 
as follows: Set S7 to secure the rated fila- 
ment voltage of the tube being tested, insert 
the tube in the correct socket and then turn 
on Sll. Allow the heater type tubes suffici- 
ent time to reach the correct temperature. 
After about 60 seconds, the plate-current 
reading should become steady. Finally, de 
press switch S8 and take a second plate-cur* 
rent reading. A large difference reading in- 
dicates a good tube. 

The normal position for switch S9 is for 
the tube in an oscillating condition. How- 
ever, when it is desired to stop the tube 
circuit from oscillating, it is only necessary 
to depress the "stop-oscillator" push-button. 

Exact figures for relative tube efficiencies 
(Continued on following page) 



A nnouncing 

the SECOND 




THE BIGGEST NEWS -MAGAZINE IN 
THE RADIO INDUSTRY 

Issued Monthly for Radio 
Service Men 

This new magazine is filled with inter- 
esting 1 service information; plans of 
the Association; Service Men's expe- 
riences; answers to inquiries about 
servicing; hints on making extra 
money in the servicing field, in short, 
it is a magazine written for and by 
members of the O. R. S. M. A. It is 
the voice of the Association in which 
the problems and suggestions of the 
individual members are presented for 
review and discussion among the fra- 
ternity. It is a magazine for, of and 
by the Service Man, edited by the staff 
of RADIO-CRAFT Magazine, sponsors 
of the OFFICIAL RADIO SERVICE 
MEN'S ASSOCIATION. 

In appearance this BULLETIN is 
made up in the style and size of a 
tabloid newspaper. It contains up-to- 
the-minute service information. A 
partial contents of the second issue is 
found below: 

Editorial: — The Independent Service Man'* 
Place in the Radio Industry. 

Announcement of the Associate Membership — • 
how to become an Associate, and the ad- 
vantages to be gained. 

Servicing Experiences — Unusual service cases 
and the way in which they were handled. 

Descriptions of service equipment — employed by 
members. 

Down with the Service Gyps — a continuation of 
the War on free service **Gyps." 

The Service Man's Own Forum — letters on all 
subjects pertaining to the Association. 

Electrifying mnd Modernizing old receivers a* a 
source of income to the Service Man. 

Making Money at Servicing — methods of adver- 
tising and extending business used by success- 
ful Service Organizations. 

The Radio Service Man's Buying Guide — with an 
index of companies which allow sp(cial dis- 
counts to members. 

The Question Box — Questions asked by Service 
men and the answers. 

Employment Service — Ads inserted by companies 
looking for Service Men and members looking 
for employment. 

Subscription Hates for the 
O. H. S. M. A. BIXLKTIN 



O. II. s. 


M. A 


Non-Mr m- 


Mtmbi-rs 


b«-rt* 


50c 




one year $1.00 


$1.00 




two years $t.75 


$1.50 




three years $2.50 


$2.00 




four years $3.00 


$2.50 




five years $3.75 




Price of Single Copy J 0c 



Subscription Blank 



Executive Secretary O. R. S. M. A.. 
98 Park Place, New York, N. Y. 

Kudosed find my rem itu rice of $ for which 

please enter my subscription to your BULLETIN for 
.year*. 

□ 1 am a member of The. Association and my Member- 
ship Certltlcate number is 

□ I am not a member, but would llk<> to receive your 
application blank to join the O. R. S. M. A. (no 
fee* — no dues to be paid hy me). 



Name 
Address 
City 



... State 
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cannot be given, but by testing new lubes, 
known to be in good condition and tabulating 
these values you can always check the con- 
dition of a doubtful tube. 

Two binding posts or tip-jacks are pro- 
vided, MA. in the "B + " circuit to permit 
the milli am meter of the tube tester to be 
connected into the circuit for determining the 
condition of various tubes under test. 

Pre-Heater 

A pre-heater is provided just under the 
tube tester for pre-heating tubes where a 
large number are to be tested; the schem- 
atic circuit is Fig. 1 E. Sockets are pro- 
vided for all tubes in general use. A pilot 
light V indicates whether the pre-heater is 
in Operation, 

Where a large number of tubes are to be 
tested, a pre-heater is very desirable as it 
speeds up the testing of tubes so that many 
more may be tested in a given amount of 
time. You will find this to be a valuable ad- 
junct to the test panel. 

Tube Short Checker 

The tube short checker, shown in Fig. IF. 
is located just under the pre-heater and tests 
every element of one tube against all the ele- 
ments of the same tube for possible short- 
circuits. The switch used is a Weston "bi-pol- 
ar" type, (although the writer, in constructing 
his switch for this part of the panel, made 
one by using switch points mounted on two 
pieces of bakelite) ; one common shaft con- 
trols both sets of contacts. The switches 
are similar in construction to the Yaxley two- 
deck switches described for other parts of 
this tester. Such switches are rather difficult 
to make and therefore, it is recommended 
that a manufactured switch be obtained. 

To test any tube for short-circuits, con- 
nect the ohmmeter of the set analyzer to the 
i wo binding posts or tip- jacks which connect 
to the two fixed contacts of the bi-polar 
switch. The switch is then turned from left 
to right, going from position 1 to position 15. 
If any of the elements of the tube under 
test are shorted, a reading will be obtained 
on the panel meter. 

Variable Condenser Bank 
Filter condensers rated at 1.000 V. were 
used in the construction of this bank which 
is shown at 1G. A capacity range of .05- 
to 8 mf. is provided. 

Such a bank is particularly useful to check 
the condition of filter or fixed condensers or 
where it is desirable to use a larger capacity 
in a certain circuit. Test leads are con- 
nected to the binding posts or tip-jacks lead- 
ing from the condenser bank. To use the 
bank, connect the test leads to the receiver 
circuit in which it is desired to use the extra 
capacity. 

In many cases where there is a high hum 
level, it can be eliminated or reduced con- 
siderably by using a slightly higher capacity 
in some part of the circuit. You can tell 
quickly just how much capacity you Require in 
order to reduce the hum level by using a 
bank of this type. Service Men usually find 
it necessary to connect several condensers 
in the circuit to make the test, but by using 
this method, several values can be tried and 
the correct one determined at once. 

Field Coil And Load Resistor 
Service Men have long been bothered with 
the problem of how to correctly service an 
A.C.-operatcd receiver without bringing the 
speaker which is usually used with the re- 
ceiver, to the shop. 

By using a heavy-duty 30 hy. choke and 
250-watt 200 to 100.000 ohm variable resistor, 
as shown in Fig. 1 D, you can substitute for 
practically any speaker field. In some cases, 
connecting the choke in place of the speaker 
field will be sufficient while, in other cases, 
it will be necessary to include more resist- 
ance in the circuit, in which case the vari- 
able resistor is used in connection with the 
choke. 

Another important use for the load re- 
sistor is that you may be working on a power 
unit or power amplifier on which there is 
no load. Under such conditions, rather high 
voltage is applied to the filter Condensers 
and it is possible that these may be punc- 
tured. The variable resistor may be con- 
( Continued on follovring page) 
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WHOLESALE'S NEW 

MIGHTY BARGAINS 

152 Pages packed with 
Mighty Radio Bargains. 
More than TEN THOUSAND listings 
of Super Values which will warm your 
heart Words can't begin to de- 
scribe the amazing array of sensation- 
al offerings in this great new catalog. 
You have to see it to appreciate it. 

SERVICE MEN'S HEADQUARTERS 

Buy Direct from the Largest Organization 
of its kind in the world! Buy where you 
get 'HIGHEST QUALITY at LOWEST 
PRICES" ! WHOLESALE has jriven 12 
years of Super Service to its Customers. 
That's why so many Service Men buy from 
Wholesale's Catalog — ♦'The Directory of 
Radio's Greatest Values"! 

DUAL A C. PORTABLE PUBLIC 
ADDRESS 

WHOLESALE'S New Catalog features a 
Dual A.C. Portable Public Address and 
Amplifier at a price so low it will startle 
you. This is only one of ten thousand 
super values. Get the Catalog and get the 
facts ! 

Wholesale Radio Service Co., Inc. 
100 Sixth Ave., New York, N. Y. 



CATALOG 

EVERYTHING IN RADIO 

You can buy anything you 
want in Radio from the world's 
largest company of its kind through this 
BIG BARGAIN BOOK. Here if assem- 
bled an amazing array SETS, TUBES, 
SPEAKERS, REPLACEMENT PARTS. 
KITS, SHORTWAVE RECEIVERS and 
APPARATUS. AMPLIFIERS, etc. Then 
there are featured sections on LAFAY- 
ETTE RECEIVERS, TRUTEST PARTS, 
PUBLIC ADDRESS, etc. ANYTHING 
AND EVERYTHING in Radio at the 
LOWEST WHOLESALE PRICES IN 
OUR HISTORY! 

Don't delay. Mail the coupon below for 
your copy of this 1933 Catalog — hot off 
the press !!! 



Whole ,Ve Radio Service Co.. Inc. 

100 Siith Avenue. Dept. C 43. New York. N. Y. 

ItUrh >o r 5J:h Edition 1933 Catalog. 
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1 UniV C-RS fiL KI T 

^For wide-awake Dealers and Servicemen — here is In- very latest money 
making item offered for the first time in assembled kit form for $9.75 
which you can wire in less than one hour. 

If you prefer, receiver may be purchased custom-built, wired, and tested Kfi 
for 95c additional. You pan easily resell these sets to an unlimited number 
of prospects at a handsome profit. 

Thi» personal compart and convenient ! itch t- weight receiver may be operated from any 
power source (AC — all voltage* and f retiuencie*: DC — Delco or llitttery *y«tem-0. No 

Restriction*. Work* Everywhere^— Automobile-' Motor Boat»— Office*- — Camp* 

lUwpitai* — Bedroom* — Den* — Hotel* Employ* an R. F. Pentode, Screen-Grid Power Detector. 
Pentode and one VoltnKc Doubling Rectifier, incorporated into an advanced design circuit utilizing the 
Rola Dynamic Speaker. Tremendous volume and unu*u:tl *en»itivity ft re easily attained on a fei 
of wire. No Ground or outdoor aerial necessary ^ Q 7C 

Complete Kit n» dparribfd in IhM i»»uc 5»» / O 

One Srwcfol Cabinet. . ] 50 

Matched art of R.C. A. or Evirraidy tuhe. 3.25 

Leatherette curry ins cunt'. .75 

Regular Price sis. as 

SPECIAL OFFER: Complete as listed above ♦11.95 

' fa ^^■•■BTi I fumoin-biu. t. wired and tee ted with cabinet. rurryinK rut*. SI O Oft 

A W lafll and tuhre. rmdy to operutr AX. JU 

W FMVf 1 MMlWlATE DELIVERY: Ail ord«e ehipp«d wittin two hour*, i^ent C. O D.. or 
^ F^aWJ/f reml" in lull lrw> 2*5 . 

Individual Parts of kit available separately. We can also supply everything In 
radio. Write tor special Prices to OePt. C 
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135 LIBERTY STREET - NEW YORK, N. Y. 




Get Started In Radio 

Resident courses in 

RADIO SERVICING 
RADIO OPERATING 

Practical instruction on different types of 
circuits including testing with analyzer, 
ohmmeter and oscillator. Material sup- 
p.ied. Prepares for government and serv- 
ice examinations. Write for booklet "Op- 
portunities in Radio" 

Educational Department 
WEST SIDE Y IVI C A 

7 West 63rd Street, New York 
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Install 
AMPERITE- - 
the voltage regulator 
recommended !>>• leading 
manufacturers. Stops burnouts and 
crackling noises. There's an AM PER I TE 
replacement regulator for every make of 
radio. 

Send $1.40 to Dept. RC-4 for 
sample and exclusive terri- 
tory. 

J^MPERITK Cor poration 

BftOAOWAV. NEW VOBK 
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. . . Coming. . . 

THE FIRST 
Residence School 

/// Practical Radio Engineering 

Revolutionizing Radio instruction 
with personalized instruction 
PLUS our usual fine home study 
course — an opportunity to work 
with the finest instructors and 
equipment available — surely an in* 
iducement no ambitious radio man 
can resist. 

All interested — Write to . , . 

Capitol Radio Engineering Inst. 

Dept. RC-4 



Uih and Park Road, N. NX'. 



Wash., D. C. 



Servicemen/ 

-*r^SSS Dealers' 

W®ES5fi& YOUR. PROFIT 
GUIDE _ 




FREE' 

EVERYTHING NEW? 



Send Today 
for this 
BIG CATALOG 

If you haven't a copy of the RADOLEK 
1933 PROFIT GUIDE you are without the 
biggest and most complete catalog of Radio 
Merchandise ever compiled by a house ca- 
tering exclusively to Radio Servicemen and 
Dealers. 

NEW MERCHANDISE AT 
LOWEST WHOLESALE PRICES 

Attach this ad to your letterhead or enclose 
your business card and mail to 

THE RADOLEK CO. 

122 Canal Station. CHICAGO, ILL. 



COXCOURSE 
COXDENSERS 

higfteat quality for lowest cost 

Every Typo of 
Dry Electrolytic 
and 
Wax Paper 
Condenser 
All I Capacities 
and Voltages 

To fill every Serviceman's 
require men ts 

Send in your request for our complete 
descriptive catalogue 

CONCOURSE 
ELECTRIC CO. IXC. 

389-109 Wales Ave, N. Y. Citv 



BACK ISSUES of RADIO-CRAFT can be 
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nected across the device to be loaded and 
the unit adjusted to provide any load value 
between 0 and 250 watts. 

Output Transformers 

In connection with usintr the 30-henry 
choke and variable resistor in place of the 
field of the speaker, you will also have to 
make provision for an output transformer to 
replace the one which is usually incorpor- 
ated in the speaker base. Two output trans- 
formers are provided on this panel, as shown 
in Fig. ID; one is for the pentode tubes and 
the other is for tubes such as the type 45. 
You should inter-connect the parts to conform 
to the connection which the manufacturer of 
the receiver in question shows for the speaker 
and output transformer. It is not even neces- 
sary to use a dynamic speaker; either a mag- 
netic or dynamic "motor" may be used as 
connections are provided for both. 

If a single output tube is used, then only 
one-half of the primary of either output 
transformer is employed; the other half may 
be disregarded entirely. In this case, a series 
connection may be employed to prevent the 
plate current of the power tube from enter- 
ing the winding of the magnetic speaker. 
Every Service Man will find upon a little 
study, that many connections are possible 
with these two output transformers, the 30- 
henry choke, and the load resistor. 

You will note in Fig. ID that another A.F. 
transformer with a ratio of 3 to 1, has been 
provided on the panel. When you have occas- 
ion to work on an older-type receiver and 
noise is present which you cannot eliminate 
substitute this tube-to-tube transformer on 
your panel for the one in the circuit of the 
receiver. You will find that where A.F. trans- 
formers of early design have been in use for 
several years, corrosion and leakage develop, 
which causes much noise. 

Tuning Coil And Condenser 

There is also provided on the panel, as 
shown in Fig. ID. a tuning unit consisting 
of a 245 microhenry coil (about 72 T. No. 
24 D.C.C. wire on a 2 % in. form; a 25 T. 
primary may be wound over this secondary, 
if desired) connected in parallel with a 350 
mmf. tuning condenser. This combination is 
used in place of the tuning etage of certain 
receivers where you suspect defects being 
present and cannot otherwise locate them. 
(Although extra capacity is introduced in 
this circuit, by means of the leads from the 
panel to the receiver, you may, in a large 
number of ca«es. compensate for this by con- 
necting a trimmer condenser across the 350 
mmf. tuning condenser.) This will enable 
you to obtain a positive check against the 
tuning condenser and R.F. transformer 
secondary coil in the receiver, to determine 
whether leakage, imperfect contacts, shorts 
or opens are present. Many other uses for 
this coil and condenser unit will suggest 
themselves to the Service Man. 

A. F. Amplifier 
In the A.F. amplifier section of the cir- 
cuit, Fig. 1C, a type 27 tube is used in the 
first stage with push-pull 47's in the last 
stage. In some receivers you will, for test 
purposes, want to eliminate the A.F. ampli- 
fier entirely, in which case you will use the 
amplifier unit on the panel, which you will 
know beforehand is in good condition. This 
will enable you to get a positive check against 
the A.F. amplifier section of the receiver on 
which you are working. The load resistor 
on your panel is then used across the "B-f-" 
circuits of the receiver A.F. system if the 
tubes have been removed from the circuit. 
This Prevents voltages from rising to above- 
normal values on the R.F. section of the 
receiver. 

Further uses for the amplifier will be 
found in connection with a phonograph pickup 
unit and microphone. The switch which per- 
mits the radio set. phonograph and micro- 
phone transformers to be coupled to the am- 
plifier is of the two-deck type, and has three 
movable contacts and one fixed contact for 
each deck. The switch is turned from posi- 
tion to position depending upon the type of 
amplification wanted. 

Power Supply 

The remaining section of the panel is a 
power supply unit, Fig, lH. On the primary 
(Continued on following page) 




FUNDAMENTAL PRINCIPLES 
OF RADIO 

Radio Simply Explained — Its Origin. Nature and Functions 
By LOUIS MARTIN 

Prepared ulth .special coiui deration Klven to you nit 
members In the radio Profusion, and those who hare 
gained their experience In a haphazard fashion. This 
radio primer is a handy fundament il aid tor " check inn 
up" tnd systematizing your know ledge of radio. lit 
Partlh'ss of how much you know about the subject, you 
I should read this book. 

PARTIAL CONTENTS: 
ChiphT I — Fundamentals of Radio: Electricity. Resistance. 
Batteries. The Magnetic Circuit. The Magnetic Field. In- 
ductance. Condensers. A C Circuits. Propagation of Radio 
I Wave*: Chapter II— The Simple Radio Set. Single. Tuo 
I and Three- Circuit Tuners. The llattery Set. Vacuum 
Tubes. Electric Sets. Loud Speakers; Chapter III — Dla 
grams. How to Read Them". Chapter IV Amateurs tnd 
Broadcast Stations. Talking Pictures. Television. 

FORMULAS and RECIPES 

For the Practical Man 
By S. GERNSB AC 

An extremely helpful book showing you how to save 
money by making In your own home, at a fraction of the 
regular cost, the hundred and one preparations which you 

| now buy for use at home or business. 

PARTIAL CONTENTS: 
I. Adhesives: Glues. Cements. 2. Cleansing: Stain Re 
movers. Bleaches. 3. Metal Craft: Coloring. Oxydizlng. 
Hating. Polishes. 4. Paints: Colors. Stains. Varnishes. 
5. Glass- WorKinn Cutting. Drilling. Boring. Etching. 

, Bncravlng. 6. Wood -Craft: Fireproofing. Acid-pmoflng. 
Waterproofing. Furniture Polishes. 7. Inks: Sympathetic. 

1 Invisible. Hectograph. 8. Photography: Developers. Emul- 
sions. Fixers, it. Antidotes for Poisons. Remedies for 
Bums and Scalds. Disinfectants. 10. Preparation. 
.Manipulation. Handling. Mixing. Tables of Weights and 
Measures. Useful Tables. 

ELEMENTARY MATHEMATICS 

for the Technician and Craftsman 
By C. SHAINMARK 

This manual lias been especially prepared for the man 
who wishes to acquire a working knowledge of the ele- 
mentary principles of mathematics. A complete treatment 
of the subject U given by the author. Mr. C. Shainmark 
with special attention to the use of mathematics in Radio 
and other technical work for those who employ Us for 
tnulas daily. 

PARTIAL CONTENTS: 
1 — Arithmetic: Addition. Multiplication. Subtraction. Di- 
vision. How to Use Decimals: II — Fractions. Percentages. 
H tio and Proportions: III — Powers and Hoots: IV— -The 
Metric System: V — How to Measure Surfaces and Vol 
umes: VI — Mathematics for the Manual and Technical 
Craftsman; Vll — Special .Mathematics for the Radio 
Technician: VIII — Commercial Calculations. Short-cut 
Arithmetic, Interest Calculation. Discounts: IX — Weights 
and Measures: X — Useful Tables. 

All our hooks are of uniform size. 6x9 Inches, and 
con in In «4 pages. The hooks are printed on strong paper 
with stiff colored cover.. 
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Volume 
RADIO 

Encyclopedia 

Double the size of the 
First Edition! 

Tills 2nd Edition, S, Gem back's Radio Encyclopedia Is 
U.v far the most useful book in Radio Literature. It is 
designed for practical use and Kites you instant in- 
formation on everything in Radio. 

The fact that 30,000 Radio Men hare one or the other 
edition of S. Oernsback's Radio Encyclopedia in their 
homes, proves that It is an absolute necessity In the 
Itadio Trade. EVERY RADIO MAN SHOULD OWN 

•mis valuable volume. 

What the New, Second Edition 
Radio E ncyclopedia Gives You 

The explanations — or. rather, definitions are not In brief 
outline form like those of an ordinary dictionary, but 
they give in fullest detail, and at consider a hie length, 
the meaning and application of every word, phrase, 
general and special term used in the science of radio. 
Every topic is written in plain, everyday English, easily 
understood by anyone. 

Hundreds of definitions In the book nre illustrated by 
drawings, photographs, diagrams, or charts. Just look 
up at you »ould in a dictionary, the word or phrase 
about which you are seeking information. Every Page is 
key indexed for convenience and speed in locating any 
definition. All the subject matter Is arranged in alpha, 
betical order. 

This greatly enlarged Second Edition Radio Encyclo- 
pedia should be used by everyone in radio. It answers 
all radio questions. — increase* your knowledge and saves 
time. It covers e?ery known radio problem. Jt is a 
nold-mine of facts for every radio man. 

2,201 RADIO DEFINITIONS; 1,253 
TECHNICAL ILLUSTRATIONS; 
34 TABLES AND CHARTS; 24 
PAGES OF APPENDIX; Red Mor- 
occo-KeratoI Flexible Covers; 
Printed on strong ledger paper, 
loose-leaf arrangement. 



NEW SELLING 
PLAN 



In order to allow you to inspect the volume and really 
appreciate wliat you pre buying, we will send it to you 
with the privilege of inspection When the express man 
brings you the book, look it over. If you like it. pay 
him the purchase price of the book, plus postage. If 
you do not like it. just tell the express man to take It 
back. You won't be out one penny. 



352 page>8 
9x12 inches 
Weight 3 lba 




Mail Coupon for this Book! 



\ S. GERNSBACK CORPORATION, 
I 98 Park Place, New York, N. V. 



KC-433 



Send me one copy of the new Second Kditlon 
S. Oernsback's Radio Encyclopedia with the privilege 
Of Inspection. If I like the volume I will pay 
Expressman $3.98 plus shipping charger 



I City. 
I 



State. 



side of the power transformer, note that A.C. 
leads are provided for the turntable used in 
connection with the phono, pickup unit. 

In the filter section of the power pack, a 
3-point tap-switch is used to connect (a) 
a standard, second filter choke into the cir- 
cuit; (b), the field of the dynamic speaker 
used with the amplifier or; (c), an extra 
speaker field (in case it is desired to use an 
extra speaker for various test purposes), for 
which binding' posts are provided. 

A 50.000 ohm bleeder resistor is connected 
across the output of the power supply to 
maintain a constant load. Four variable re- 
sistors are also included in the circuit so us 
to jjive any value of "B-f-" voltajre within 
the range of the power unit. These "B + " 
voltages are used for test purposes where a 
hitfh voltage test is required for supplying 
voltage to a receiver or to an amplifier. 

List of Parts 
Oscillator 

One rheostat. 15 ohms; 

One I. R. C. resistor. 10.000 ohms; 

One I. R. C. resistor, 400 ohms; 

One I. R. C. resistor, 2,500 ohms; 

One I. R. C. resistor. 60,000 ohms; 

One potentiometer, 6,000 ohms; 

One variable condenser, 260 mmf. ; 

One fixed condenser, .001 -mf. ; 

One fixed condenser, 600 mmf.; 

One fixed condenser, 760 mmf.; 

One fixed condenser, .002-mf. ; 

One fixed condenser, ,01-mf. ; 
i One fixed condenser, 2 mf. ; 

One R.F. choke; 

One choke coil, 30 hy.; 

One Pilot light with socket: 

One 4 -point switch; 
| Two toggle switches ; 

Two 5-hoIe sockets; 

6ne phonograph pickup matching trans- 
former: 

One aluminum shield box. 6x6x9 ins. 
One coil form 4 x 2 V-» ins. in dia. : 
One spool No. 30 D.S.C. wire. 

Analyzer 

Five Yaxley insulated tip-jacks, type 422. Jt. 

J2, J3, .14, J5; 
Three I. R. C. .25-meg. resistors, type WV/4, 

Rl. R2, R3; 
One I. R. C. .15-meg. resistor, type WW4. R4 ; 
One I. R. C. 50,000-ohm resistor, type WW3, 

R5: 

One I. R. C. 40.000-ohm resistor, type WW3. 
R6; 

One I. R. C. 5,000-ohm resistor, tvpe WW3. 
R7: 

One I. R. C. 4,960-ohm resistor, type WW3, 
R8; 

One I. R. C. .505-ohm resistor, type WW4. 
R9; 

One I. R. C. 2.083-ohm resistor, type WW4, 
R10; 

One I. R. C. 33.33-ohm resistor, type WW4, 
R1I ; 

Two I, R. C. 1,000-ohm resistors, type Fl, 
R12, R13; 

Two Yaxley push-button switches, No. 2004L 
SI. S2; 

One Yaxley push-button switch, No. 2006L. 
S3; 

Two Yaxley Junior jack-switches. No. 760, 
So, S6; 

Five Yaxley push-button switches. No- 2001L, 

S7, S8, S9, S10, Sit; 
Three Yaxley push-button switches, No. 

2007L, S12, S13, S14; 
One Yaxley 8-point tap-switch, No. 1618, SI 5; 
One Yaxley 2-deck, 4-point tap-switch, No. 

1624, S16; 

One Yaxley push-button switch, No. 2003L, 
S17; 

I One Yaxley 4-point tap switch. No. 1614. Si 8 ; 
I One Na-Ald combination socket No. 456E. 
VI; 

One Na-Ald 7-hole socket, No. 437E. V2 ; 
One Na-Ald plug. No. 906WLC, with 4-. 5- 

and 7-prong adapters; 
One control-grid clip; 

One Weston model 301 "Universal" rectifier- 
type meter. 

Tube Tester 
Four 4 -hole sockets; 
Five 5-hole sockets; 

(Continued on following page) 




Make Neve Honey 
with this . 

Bettei Tester . 




Tester No. 1000 

jsq-OW you can test automatic volume 
control, diode, resistance coupling, 
phase shifting, automatic noise sup- 
pression, automatic tone control and 
the many variations of these circuits. 
Until this new, exclusively Readritc 
method appeared, it was necessary to 
pick your way through the circuits by 
the laborious and confusing prod con- 
I tact method. The fact that voltage 
tests are inadequate and that they lead 
to gross errors compels testing of 
modern set circuits by the resistance 
method. 

Quoted at a Popular 
Price 

All parts are carefully assembled in 
a strong, fine leatherette case with a 
removable cover. Handy instructions 
on the panel, show in detail the cir- 
cuit and tube socket connections for 
each position of the selector switch. 

This precision is quoted at $33.00 net 
to dealers — a price so low that you 
can afford to own it immediately. Be- 
sides it will do work that you would not 
expect from more expensive units. 

I If your jobber cannot supply you, 
we will ship the No. 1000 Tester 
directly to you — when remittance 
accompanies your order at dealer's 
net price of $33.00. 

READItlTE METE It 

noiihs 

47 College A>e., Bluffton Ohio 

MAIL tOf l»0\ NOW! 



RE A D RITE METER WORKS. 
47 College Ave. Bluffton. Ohio 

Gentlmen: 

Please send me information about IteHtlrfte No. 
1000 Keslstanre. Continuity and Capacity Testor. 
Also eatalotr of other si-irlclnR instruments. 



Nume 



Street Address 
City 
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It's a 

ROYAL 

A. C - E). C MIDGET 




Dealers — Here ia the latest sensa- 
tion In Universal Radios — The Royal 
AC-DC receiver using the latent 
screen trrid tubes. 39 and 36 detector, 
the new 43 Pentode and the new 25Z5 
voltage doubter and rectifier. 

The cabinet is only 9 \ "x6«4"x4 V 
deep, in a beautiful walnut finish, and 
is hand rubbed. 

Ideal for homes, offices, studios, 
dens, camps, etc. It is easily demon- 
strated and the reception is unusually 
clear and loud. Satisfaction guaran- 
teed. 



PriCG Complete with $Q 95 
R.C.A. or Sylvania tubes 

ROYAL RADIO INC 



S F.O.B. 
N.Y. 



215 West 125 St. 



New York, N. Y. 
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RADIO TUBE EXCHANGE OF AMERICA 

123 Liberty Street, New York. N. Y. 

Dealers have been looking for these features in rubes. 

1. A luhe that can he sold below list and dealer I 
still realize a good protlr. 

2. A tube concern that ia reliable. 

3. Tubes are boxed In Popular Bright Star Box.-, § 
Kuarantt*ed for 3 months 

4. Tubes that were manufactured to >ell at Ii,t. m 
We offer to the dealers, at the follouinir uric.'. 
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All orders must be accompanied by 20 T rasn 
All tubes sold are iU'A Lhvnaed 
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—SERVICEMEN and DEALERS- 

Radio Service Part-a in St<i< k for all ModcLt of — - 

General Motors and Dayfan Radios 

Special 1*1 i in ft. M. speaker repairing. Tone and 
Voire Toll. al»o field replacements MAXIMUM 
chaw (on ca<hi $3.50. 

Send for our latest catalog FREE 
General Mfrs. Radio Service, 255 7th Ave., New York City 



MICROPHONES 

SHU 14 1 BROTHERS COMPANY 



PATENTS 



Pour 6-hole sockets; 
One 7-hole socket; 

Seven Yaxley push-button switches. No. 
2003L; 

One Yaxley 3-point tap switch, No. 1613; 
One Yaxley 8 -point tap switch. No. 1618; 
Two toggle switches; 
One pilot light with socket; 
One Sprayberry filament transformer; 
One R.F. tuning coil, 245 microhenries, LI, 
L2; 

One fixed condenser, .004-mf. ; 
One resistor, 1,000 ohms; 
One resistor, 400 ohms; 
Three resistors. 10,000 ohms; 
One resistor, 2,250 ohms; 
Six control-grid clips. 



Pre-Heater 

One 2.5-volt step-down transformer. 2.5 

secondary ; 
One toggle switch: 
One pilot light with socket; 
Three 5-hole sockets; 
Two 6-hole sockets; 
One 7-hole socket. 

Tube Short-Check *r 

One control-grid clip; 

One Weston 23-point bi-polar switch; 

Two binding posts; 

One 4-hole socket; 

One 5-hole socket; 

One 6-hole socket; 

One 7-hole socket. 



V. 



Condenser Bank 

Flechtheim condenser, 1.000 



volt., 
volt*, 
volts, 



One 
mf.: 

One Flochtheim condenser. 1 .000 
mf.; 

One Flechtheim condenser. 1.000 
mf.; 

One Flechtheim 
mf.; 

One Flechtheim condenser, 1.000 volt*. I 
One Flechtheim condenser. 1,000 volts, 2 
One Flechtheim condenser. 1,000 vulti, 4 
One Flechtheim condenser. 1,000 volts. 6 
One Flechtheim condenser, 1.000 volts. 8 
One Yaxley 9-point tap switch, No. 161 
Two binding posts. 



.05- 
0.1- 
.25- 



condenser, 1,000 volt., 0.5- 



mf.; 
mf. ; 
mf. : 
mf.; 
mf.; 
9: 



TRADE MARKS 
COPYRIGHTS 

"LiUle Ideas May Hare Big Commercial Possibilities'* 

PROTECT THEM BY PATENTS 

Send for our Free book. "How to Obtain a Patent" and 
'•llecord of Invention" blank. 

Prompt Service — Reasonable Charges — Deferred Payments 
HIGHEST REFERENCES 

VICTOR J • EVANS & CO. 

Registered Patent Attorney**— established 1 898 
•SO DO VICTOR BUILDING • - WASHINGTON, O C. 

Be sure to read the announcement on page 
616 and 617 which tells about the Consoli- 
dated Official Radio Service Manual. 



A.F. Amplifier 

One microphone couoling transformer; 
One phonograph pickup coupling tran-forni- 
er ; 

One radio set coupling transformer ; 
One Yaxley two-deck four-point .>wi*ch, N >. 
1624; 

Three 5-hole sockets; 
Two I. R. C. resistor*, 100,000 ohr.i., ; 
One I. R. C. resistor. 2.000 ohm,; 
One I. R. C. resistor, 1,000 ohm., ; 
One I. R. C. resistor. 18.000 ohm^ ; 
Three fixed condensers, 2 mf. ; 
Two fixed condensers, 1 mf. ; 
One push-pull input transformer; 
One push-pull output transformer for iynamic 
and magnetic speakers. 

Power Pack 

One power transformer for type 80 rectifier; 
Two choke coils, 30 hy,; 
One dynamic speaker, 1.000 ohm,: 
One fixed condenser, 4 mf. ; 
Two fixed condensers, 2 mf. ; 
Four fixed condensers. I mf. ; 
One 1. R. C. resistor, 2 watts, 50.0)0 ohmv. 
Four Clarostat variable resistors. 30.000 
ohms ; 

One Yaxley 3-point tap-switch, No. 1613; 

Six binding posts; 

Two toggle switches; 

One pilot light with socket. 

Miscellaneous 

One push-pull output transformer for type 45 
tubes, OT1; 

One push-Pull output transformer for pen- 
tode tubes, OT2; 

One A.F. transformer, 3 to 1 ratio; 

One heavy-duty choke coil. 30 hy.; 

One Clarostat variable resistor. 200 to 100,- 
000 ohms. 250 W.; 

One 245 microhenry coil; 

One tuning condenser, 350 mmf. ; 

Twenty-three binding posts; 

One bakelite panel, 18x30 ins. 




Gives inside information 

on all running machinery 

Build it yourself 

All you need is an old Flashlight, a SKINDERVIKEN 

Hut ton and a phone receiver. 

Full detail* of instruction and blueprint showing where 
.ind how to IUten. al*o (hart Indicating character of 
noi-.e in automobile cruris and motor. 

OTHER USES FOR 
SKINDERVIKEN TRANSMITTER BUTTONS: 
U.\l>h> AM I'M KIRK PHONOGRAPH AMPLIFIER 
OKTEiTOtlUAPIi TELEPHONE AMPLIFIER 
(Dictograph) LOI D SPEAKER AMPLIFIER 

home recorder crystal set amplifier 
lapel mike 



16 PAGE INSTRUCTION BOOKLET 
containing suggestions and diagrams far 
innumerable uses, furnished with each 
Skinderviken Button 



95' 



ONLY 



Our Microphone Transmitter is the original SKIN DE R 
VI KEN Button; it Is the smallest microphone maJe. 
measuring only V 4 inches in diameter. It is Ailed with 
the finest Polished carbon grains obtainable. 
—ULTRA SENSITIVE— 



USE COUPON — SEND NO MONEY 

When the po-dinan deliver-, your order you pay him for 
whatever you have ord«T«d, ptU< |>o<.tatte 

PRESS CUILO. Inc. R, j.jj 

16 Murray St.. New York. N. Y. 

Please mall me at once a<t many of the folloum* 
Skinderviken MiTOphone lluttorn ai 1 have lndhate.1. 



□ One for 9>: 

□ Three fir $2.10 



8 Two for $1 r>; 
Four for *3 2t> 



I will pay the postman the c03t of the Item-, ai 
fled, pluj postage. 



&lSt. Louis 



THE 
AMERICAN 
HOTEL 

Willi BATH 




TkMmCIQfliOTEL 
MARKET at itVE NTH 



Tie 

MARKET at SIXTH 



Our Food has mud? 
tmr Imputation 

£Bf FEE iNGP GP|N 
UNTIL MiuNPqNT 




630 



RADIO-CRAFT for APRIL, t 9 3 3 



www. 



MEGADYNE "N" 

(Continued from page 605) 

rheostat, R4. The knob for this latter Unit is 
shown as the upper center knob in the pand 
photograph. Thus, all tuning controls are ac- 
counted for. 

Connecting the Receiver 

With the aid of the pictorial view of Fig. 2, 
and the rear view of the set, Fig. B, no diffi- 
culty should be experienced in the layout of the 
ports. First, the Fahnestock spring binding 
posts should be screwed to the 8x1 0-inch 
baseboard in approximately the locations 
fihown in the illustration. Next, the tuning 
condenser, coupler, audio transformer, the two 
sockets, as well as the radio-frequency choke, 
R.F.C., and condensers C2, C3 and C5 are 
mounted in position. Finally, the panel with 
its vernier tuning dial, the regeneration con- 
trol, and rheostat should be fastened to the 
baseboard. The remaining parts are mounted 
when the wiring is done, and they should be 
placed as close to their terminals as possible. 
The choke, R.F.C., should be mounted di- 
rectly behind the potentiometer on the base- 
board for best results. 

IMPORTANT. If you use an aluminum 
panel, Condenser CI MUST have an ineulated 
(Bakelite) shaft for the rotor plates. The 
same is true for potentiometer Rl. If bake- 
lite panel is used, no shaft insulation is neces- 
sary. 

The filaments should be wired first. Use 
only the so-called *'push-back** wire, which 
gives good results, and is easier to handle. 
Connections are made from the filaments to 
the rheostat and binding posts as shown in 
the diagrams. Solder all joints. 

The three-circuit tuner is then wired, care 
being taken to connect what is normally the 
"B" plus terminal of winding "P" to what 
is normally the "F" terminal of the large 
coil, the secondary. Connections are then 
from this coil to tuning condenser, CI, as 
well as grid-leak and condenser. R2 and C2. 
The potentiometer, Rl, should then be wired 
into the circuit. The wiring may be com- 
pleted by connecting the various wires as 
shown in the picture layout. 

After the wiring has been completed, if 
possible, sleep over it and in the morning, or 
the next evening, if you wait that long, re- 
check the circuit connections. Do this by 
means of a colored pencil to make sure that 
your connections are right, that nothing has 
been left out. and that no short circuits have 
been made. 

The wise ones Usually find it an excellent 
idea to test every piece of equipment before 
inserting it in the set, as frequently a single 
defective unit will cause the set to become 
inoperative, The constructor then becomes 
indignant and writes a long letter to the 
magazine wanting to know why his set, which 
was built exactly according to specifications, 
will not work, I remember a case not so long 
ago where an indignant reader brought in a 
Megadyne s< t described in the July issue 
which refused to work. After the connections 
had been checked they were found to be 
perfect. Just on a hunch, the writer tried a 
different tube, and the set worked immediately, 
much to the builder's consternation. It was 
found that the tube which the builder had 
used was defective. 

Operating the Set 

If you remember the first Megadyne set, 
you know that it had a crystal detector. This 
crystal was used to obtain additional power, as it 
was only a single tube set. In the present 
circuit — a two-tube eet— the crystal has been 
dispensed with. Experiments with the Meg- 
adyne "N" immediately disclosed the fact 
that it was one of the "hottest,*' if not the 
hottest, set which the writer ever built. The 
results obtained with the set herein described 
far exceed those obtained either with the 
original Megadyne or with the old "N" cir- 
cuit. The h'st of stations received on the 
loudspeaker by the writer in a single evening 
in the first part of February on a 30 ft. 
aerial would seem to verify this statement. 

While this set gives loudspeaker results, 
these results are normally only for local sta- 
tions, or those within a radius of fifty miles. 
(Continued on following page) 



THE WHOLE WORLD SPEAKS- 

Thru 



The 




New 

ADMIRALTY SUPER-15 

MULTI-WAVELENGTH SUPERHETERODYNE 



In design and engineering, the world's most advanced Radio Receiver. This great 
new 16-Tube Model opens up a vast new stage of magnificent entertainment. 
Dependable long distance reception with the lure of overseas programs via short 
waves, as well as your favorite broadcasts as they originate at the station. This 
is the true Romance of Radio that awaits you. 

The Admiralty Super-15 provides the maximum in sensitivity, selectivity and 
quality of reproduction ever promised. 

Complete literature sent on request. Address 

NORDEN-HAUCK ELECTRIC & MFC. CO. 

402 Cherry Street, Philadelphia, Pa. U. S. A. 

"Buildirs of the Highest Class Radio Apparutus in the World," 



A NEW 
SERVICE 



FOR ALL RADIO SERVICE MEN 

Here is big news for every Radio Service Man. If you want diagrams 
of commercial radio receivers, we are now prepared co give you 

RUSH SERVICE 

In the three OFFICIAL RADIO SI.RVICI: MANUALS published by us so 
far. we are listing almost 5.000 diagrams of commercial radio sets manufac- 
tured in America. 

Heretofore, you could get these diagrams only by buying our OFFICIAL 
RADIO SERVICE MANUALS. 

We have, however, had an increasing demand of late from Service Men ^ho 
are not owners of any of the MANUALS but who wish to get one or more 
diagrams. We are now prepared to send you such diagrams on a rush order 

flan. Vie realize that if you want one of these diagrams you want it quick. 
or that reason, we now have a special siaff to send any special diagram 
to you the same day that your ordtr is received. 

If you live a distance away from us, and cannot wait for the regular mail, 
send us 8 cents extra, ana the diagram will be sent to you by Air Mail. 
These diagrams come to you on bond paper, size 9x12 inches. We are 

frepared to furnish practically any diagram you possibly can ask for — 
M MEDIATELY. 

HOW TO ORDER 

Just tell us what diagram you want, giving us the name of the radio set 
and model number. It is absolutely necessary for us to have the model 
number, as without this there is no way of identifying the set. A mere 
description of the receiver or a list of the tubes it uses is of no help. We 
will immediately mail you the diagram, if it is available, the same dny 
your order is received. Note : Question coupons are not acceptable for 
these diagrams. 



25c 

A DIAGRAM 



WE HAVE A UNIFORM CHARGE FOR THIS SER- 
VICE AND THAT IS 25c FOR EACH DIAGRAM 

If you wish more than one diagram, the price is still 25c each, 
hut if you order six at one time, the price will be $1.00 for the 
six. providing all are ordered at one time. 

GERNSBACK PUBLICATIONS, INC. 

(Special Diagram Department) 
9*-9SR PARK PLACE NEW YORK, N. Y. 



MIDGETS 

Mr. Serviceman and Dealer 

Midge ts of High Q uality 

4 Tube 2 Circuit with tubes $11,00 

5 Tube 3 Circuit with tubes 13.00 

5 Tube Super with tubes 15.50 

110 Volt. 60 Cycle. A.C. 
5 Tube Auto- Radio with tubes, 
dynamic speaker, supressors (6 
cyl.) and 6-Eliminator (aerial 

if specified) $21.00 

Regular 90 day guarantee. 

TRUMAN RADIO SHOP 

7443-C Stewart Ave. Chicago, III. 




UNIVERSAL 

Protected 
Diaphragm Type 

1933 Model "BB" 

Damage proof diaphragm pro- 
tection is now added to the 
superdependability of Model BB per- 
formance. Brand new ahead-of-the- 
times design. Double-weight, in-built 
ruKffedness. The new 1933 Model BB 
offers a new conception of what micro- 
phone values can be. No advance in 
prices. Model BB still sells at $25.00 
list. 

Universal Microphone Co., Ltd. 

424 Warren Lane InoJewood, Calif., U. S. A. 
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and we can prove it! 
fp was such quality 
offered in condensers. Nev. 

such low prices. Be- 
cause never were such en- 
gineering efforts, new ma- 
terials, novel production 
methods and rigid inspection 
placed behind such product*. 
Dubilier — world's largest and 
* oldest condenser specialist — 

T fOQ otters you electrolytic*, paper, mica. 
■ ■ WW receiving, transmitting. industrial, 
laboratory and other condensers for tue 
most reliable, longest and most eco- 
nomical service, 
is yours for the asking. Just issued. Covers 
entire l ine. Write for your copy today. 

DUBILIER 

CONOENSER CORPORATION 

4377 Bronx Blvd., New York 



Jervice Men/ 



Send for our new 1933 
Ch In log . . Just off 
Uie i»re*K. Everything 
In replacement parts. 
Tubes. Rutterieg. 
Latest Son nil Sys- 
tems, Atltouuibilu 
Sets and Electrical 
Supplies. 6000 dif- 
ferent Items at low - 
eM wholesale prices. 
Prompt, reliable 
service. Send for 
this big FREE t 
Catalog today 
You need it. 



ALLIED RAO 10 CORP. 
35 W. Jackson Blvd.. Chicauo ill. 
Tlease send me FREE your new 1933 catalog. 



Name 

Address 

City 




Here is the 
INSTRUMENT 

you have been waiting* for! 

The E33 Tube Checker 



Modern in performance 
— Moderate in price. 
Tests all tubed with- 
out adapters. 4. 5. 6 
and 7 prone, Riving 
Short Test: Grid Change 
Test; Oscillutlon Test 
and Total Filament 
Km I ss Ion Test. Voltage 
regulation PQ-130 volts. 
Nine sockets and selec* 
tor switch gives flexi- 
bility that tal<es cure 
of ail present and 
Future Type Tubes. 
Simple to operate- 
Mile rial and uork» 
nt in*n!p guaranteed. 
Lettered b a k e 1 1 t e 
panel — lm Itatlon 
leather carrying case 
with handle provided— Light and portable. 

ORDER DIRECT OR WRITE FOR 
TRIAL OFFER. 

L. & L. ELECTRIC COMPANY 

336 Madison Ave. Memphis, Tenn. 



ONLY 

$19.80 



TAU-REX CONVERTS 

An? D. C. MilliawwUr loto ■ B«nilii*« A. C Mater A Na*v 
Meter tWMIfier— M A OE FOR METERS— Slia H ia. by H 
FULLY GUARANTEED. 

Cod he nx-U In art iptirr «. anttrvivra and for mnnV other par 
powa Rm Jack Grid's article. f 'Th« Socially T»»tc:' - m the 
on.' *, Imu« Ot Radte-C«aH. 
Tau- Ret wM bo al,)r<t?d (*a«paid promptly upon r«w«-!pt of 13 
(check or mcnev ord«i>— of order C. O. D. ««id p»> postman. 
Fmm.Led Complete »jih Diagram* nod Inductions 

Leo Taussig, 3245 37th St., Long Island City, N. Y. 



While I have been able to receive stations as 
far as Des Moines on the loudspeaker, I 
should not, in all fairness, cull this loud- 
speaker reception, because the volume was 
not enough to All a room comfortably; but, 
nearer stations, such as KDKA, Pittsburgh; 
WHAS, Louisville; and WTAM, Cleveland, 
came in with fair loudspeaker volume on a 
30-foot aerial. In good locations, it may be 
possible to bring stations in on the loud- 
speaker much more distant than these with 
good volume. However, for the really dist- 
ant stations, headphones should be used. 
As for the loudspeaker, any good magnetic 
speaker can, of course, be used; the present 
set. being battery operated, is not adapted 
for dynamic loundspeaker use. 

Start the receiver by connecting the bat- 
teries and headphones; the loudspeaker may 
be used after the set has been adjusted prop- 
erly; out, of course, you will use an aerial 
and a ground for maximum results. The set 
is so remarkably sensitive that I could not 
use an aerial longer than 30 feet, and this 
particular aerial was not on the roof either, 
but ran parallel to a number of windows on 
the outside of the apartment, right on the 
window-sill, which is not good antenna prac- 
tice. With a good aerial, of course, results 
will be much better. As stated before, if 
you have an aerial longer than 50 feet, then 
it becomes necessary to use the small postage 
stamp condenser in the aerial lead, marked 
C4. 

If everything has been connected right, 
and the tickler is in the right position 
(wrong position when upside down), then 
immediately you should hear loud squeals in 
the headphone receivers as you turn the main 
tuning dial. If you hear no squeals, the set 
ia not Oscillating; the reason, first, is that 
the tickler may be turned in the wrong posi- 
tion; second, the Potentiometer is not ad- 
justed right, or third, the filament control is 
wrong. You will quickly find, that the fila- 
ment rheostat is critical, and .the set will os- 
cillate wildly if the filament rheostat is in 
a certain Position. By makiner the filament 
glow brightly, oscillation will stop, and the 
set will not function normally. 

You will find that the set works better 
when the filaments are just barely red. If 
the set is Oscillating violently, tune the set 
to the loudest whistle on the dial, and then 
manipulate the potentiometer very slightly 
until the station clears up. 

Locals should come in with terrific volume 
if all adjustments are right. Adjust the po- 
tentiometer in such a way that the squeal 
just disappears; then the sound of music or 
voices from the broadcast station will come 
in as clear as a bell. If you cannot clear 
a station, it means that the set is still os- 
cillating too strongly, and you must turn 
up your rheostat, making the filaments 
brighter; this usually clears every station. 

Never touch the tickler of the loose coupler 
once the set is working normally. Use the 
main tuning condenser control, and for os- 
cillation control use the filament rheostat as 
well as the potentiometer. 

Adjusting the Parts 

An adjustment of the various parts may 
best be made by tuning in a station at about 
the middle part of the dial, say around 50. 
Then tune in a station at the low end and 
repeat the adjustment. So far, I presume 
you have only tuned in tha locals. The dis- 
tant stations are tuned-in in exactly the same 
manner, except that the controls are some- 
what finer. A faint whistle on the dial may 
be cleared by meuns of the potentiometer 
and rheostat, and a very careful adjustment, 
if necessary, by readjusting the main tuning con- 
denser control. You must hit the whistle 
exactly in the center, because at either end 
you will get distortion. For that reason, fine 
adjustment of the main tuning condenser 
control on distant stations is absolutely es- 
sential. 

You will find, in some locations, that you 
will be able to bring in the locals without 
atrial or ground. Ah n mailer of fact, you 
can build a portable and bring in the locals 
on the headsets without much trouble. If 
an aerial is needed, you can attach a wire to 
your wrist, which will give you additional 
volume: the wrist connection is, of course, 
attached to the aerial binding post. In some 
(Continued on following page) 
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ONE 

WORLD-WIDE 

Radio Magazine 

Published Today 




i: .radio 

25C I T^tJtOOU'PV 

The 
Copy 

EVROPEYN radio publications are abounding with new 
circuits and radio developments that find lhelr way 
slowly over to the Fnited States. The reason Is thai 
there Is such a tremendous amount of original radio en 
glneering Coins on Ui till- country, there has been no 
publication which catered to the foreign developments 
American radio publications must report the American 
activities first and. as a rule, have no room left for what 
U going on in Europe. 

Mr. Hugo Gernsback conceived the idea of publishing 
a totally different radio publication and the result Is 
RADIO REVIEW AND TELEVISION NEWS. 

This 13 not entirely a new magazine; it is. really, two 
magazines in one. A section devoted to television has 
been retained, and which will report In even* Issue, the 
major American and European television advances; but 
the big. front section is given over to an international 
radio digest. This magazine, therefore, will perform the 
function that, for instance, the LITERARY DIGEST is 
serving In literature. You may not be aware of the fact 
that there are some 160 radio publications printed out- 
side of the United States: but from all of these Publlva 
tlons RADIO REVIEW U extract ins the best. 

RADIO REVIEW AND TELEVISION NEWS shows 
you what 1 9 going on in radio all over the world. It gives 
you hundreds of new radio hook-ups, special circuits, new 
time-saving kinks, new money -making idPas galore. You 
wll find here the latest radio circuits and sets from 
Pranrv. Germany. England. Italy. Russia. Norway and 
evi-n Japan. 

Dozens of translators make each issue a memorable on<*. 

Features of the Current Issue: 

Rulld Your Own • Theremin" Electric Musical Instrument 

A Band Pass Filter to Improve Receiver Selectivity 

Complete Crystal Receiver in a Tobacco Can 

Modern Tuning Coll Praeth-e 

Hints on Tone Correction 

The Screen Grid Tube as a Dvteetor 

Matching the Load 

Notes on Gang Tuning 

The "Volume"' Speaker 

Radio Kinks 

Review of American Radio Magazines 
Digest of Radio Patents 

Also: enlarged television wi Ion containing numtToiu 
circuits and operating hints. 

Clip and Mail Coupon Today! 

I 1 

! RADIO REVIEW AND TELEVISION NEWS 

| 9* Park Place RC-t 

I New York City (Mark X in Square Which Offer . 

I you Desire) I 

| Gentlemen: I 

■ □ As per your special offer. I enclose $1.25 (Canada , 

I and Foreign $1.50) for which enter my subscription I 

| to RADIO REVIEW AND TELEVISION NEWS i 

1 for one year. 

I □ Send me the current issue of RADIO REVIEW I 

J AND TELEVISION NEWS, for which I enclose 25c J 

| S. stamps or coin accepted) with the full under- | 

j standing that if 1 do not like the magazine you will . 

I refund the money. I 
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CLASSIFIED 
ADVERTISEMENTS 



CHEMISTRY 

BECOME A TRAINED CHEMIST. Thousands 
of opportunities — fascinating career. Learn at 
home. Complete experimental laboratory outfit 
given. Write for bic free book. Chemical Insti. 
tute, 19 Park Place. Dept. RC, New York. 

DOGS 

BEAUTIFUL Registered bull pups, $15. Bull- 
dogs. 501 -KC, Rock wood, Dallas, Texas. 

INSTRUCTION 

CANADA'S Oldest and best equipped radio 
school offers complete course covering Radio, 
Television, Sound Amplification, etc. Approved 
by leading radio manufacturers. No duty or 
exchange to pay. Radio College of Canada. 
Limited. 310 Yonge St.. Toronto. 

GOVERNMENT JOBS. $105— $191 month. 
Men — Women. 18-50. Qualify for future va- 
cancies. Common education. 25 coached 
FREE. Write immediately. Franklin Insti- 
tute, Dept. H77, Rochester, N. Y. 

INVENTORS 

PATENTS— SMALL IDEAS may have large 
commercial possibilities. Write immediately 
for free book, "How to Obtain a Patent" and 
'Record of Invention" form. Delays are 
dangerous in patent matters. Free information 
on how to proceed. Clarence A. O'Brien. 
533-C Adams Building, Washington, D. C. 



RADIO 



MAGNETIC Speakers rewound and adjusted, 
$1.26. Radio Service, Flora. Indiana. 



GUARANTEED "Pocket Radio," $2.00. 
log, 10c. Neil Tasker, Shamokin, Pa. 



Cata- 



FOR SALE — Ford Model A Sound truck with 
A.C. Equipment. Cost $1200, will sell for 
$350. Write Box 201, Ambridge. Penna. 

QUICKEST, Latest radio analyzer, built sim- 
ple. Alwayi correct for all prong arrange- 
ments. Blue prints. 4 0 cents (coin). Eradio 
Laboratory. 364 Burneoa t. Wo rc ester. Mass. 

TRANSFORMERS REWOUND, varnished, 
baked. Kuarantced, reasonable cost. SPEAKER 
REPAIRING, magnetic $2.00 $2.50; dynamic, 
voice coils, fields, etc., reasonable charges. Clark 
Bros. Radio Co.. Albia. Iowa. 

TRANSFORMER And Speaker Field coils re- 
wound or made to order. Transformer and 
complete instructions on rejuvenating of AC 
tubes $4.00 postpaid. 6 hours service. Pem- 
bleton Laboratories, 921 Parkview, Fort 
Wayne. In diana. 

GUARANTEED MICROPHONE REPAIRS — 
Any make or model — 24 hours service. 
Stretched diaphragm double button repairs. 
$7.50. Others. $3.00. Single button repairs. 
$1.50. Write for 1933 Catalog with diagrams. 
Universal Microphone Co., Ltd., Inglewood. 
Calif. 



HELLOAMERICAN 

IT'S HERE! 

NEW YORK'S MOST 
SENSATIONAL 

Cabaret Restaurant 

FEATURING 

JAMES HALL 

(Movie Star of Hell's Angels) 
AND HIS MARDI GRAS ORCHESTRA 
Dine in an Atmosphere of Far Away Monte 
Carlo While You Enjoy Bobby Sanford's 

WHEEL OF DREAMS 
Broadway's Smartest Floor Show With a 
Host of Popular Favorites and 
40— GORGEOUS GIRLS — 40 

Phone Anyone — Anywhere from the Tele- 
phone On Your Table 
DINNER— $1.50 

Monte Carlo Casino 

48th Street West of Broadway 
Reservations — Lackawanna 7111 

NO COVER CHARGE EVER 



locations, if you are only interested in locals, 
a Kround connection is all that is required. 

IMPORTANT 

Not all type 32 tubes work alike. While I 
specify a *'B" plus voltage of 67%, which is 
the connection that goes to the choke and the 
screen-Krid, there are some tubes which will 
not stand thts much voltage. When you first 
connect this set, be sure to look carefully at 
the tube. IF YOU SHOULD SEE THE GRID 
(NOT THE FILAMENT) QUICKLY KED- 
DEN, IMMEDIATELY DISCONNECT THE 
67 Vfc VOLT LEAD, because if you do not, 
the grid of the tube will burn out. This is 
peculiar to the MeKadyne connection. If, 
therefore, the grid begins to fiTet cherry red, 
use only 45 volts, which will be found suf- 
ficient. Even if the grid does not redden, you 
might try the 15- volt connection, because 
with some tubes, 45 volts works better than 
67 V£. In many cases, 45 volts will bring in 
stations louder than G7V£. 

With certain tubes condenser Cl and grid 
leak R2 can be shorted or left out entirely, 
with added volume resulting. Try it. 

Once you have mastered the controls, which 
should not take you more than half an hour, 
you will find it easy to control the oscillations, 
and bring in practically every station in the 
country; and you will be well rewarded for 
the time spent in constructing the set. 

The circuit has excellent possibilities, and 
I am sure that builders all over the country 
will find it profitable to build this set. 

List of Parts 
One Gen Win three-circuit tuner, as de- 
scribed; 

One Hammarlund variable condenser, type 
ML23, .0005-mf., Cl WITH INSULATED 
SHAFT); 

Two Flechtheini fixed condensers, type MC. 
.00025-mf., C2, C5 ; 
I One Flechtheini tubular Condenser. .01 -mf., 
C3; 

One Hammarlund postage stamp condenser, 

50 mmf., C4 (optional) : 
One Acratest potentiometer, type 6185. 20.000 
ohms. Rl; (WITH INSULATED SHAFT); 
One I.R.C. grid leak, 1. watt. 7 megohms. R2 ; 
■ One Acratest Coupling resistor, type 3500. 
.6-meg.. R3; 
One 20-ohm rheostat, R4 ; 
One Thordarson audio transformer. A.F.T.; 
One Blan R.F. choke, 10 millihenry, consist- 
ing of 500 turns of No. 30 S. S. C. wire 
wound on a spool M inch in diameter and 
V A inch wide. R.F.C. 
One Eby four-prong socket. Vl ; 
One Eby five-prong socket, V2; 
Eight Fahnestock binding posts: 
One National midget dial, 0-100-0; 
One National shur-grip screen-crid clip: 
One Blan aluminum panel, 7x10 inches; 
I One baseboard. 8xl0x% inches; 
1 Three email black knobs; 
One type 32 tube: 
One type 33 tube; 
Two No. 6, 1 14 -volt dry cells; 
Two 45-volt "\V batteries. 
Miscellaneous nuts, bolts, wire, etc.; 
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READERS' DEPARTMENT 

(Continued from page GH) 

test is completed. 

Plug the receiver under test into A.C. outlet 
No. 1 only, as this outlet has a pilot light to 
remind you not to make continuity tests in the 
receiver until the current is turned off. The 
other A.C. outlets are alive at all times, and are 
convenient for a soldering iron, A.C. dynamic 
reproducer, oscillator, etc. 

On those sets where it is not possible to get 
at the tube socket prongs with the test prods, 
we disregard the control- panel and simply use 
the Weston cable and plug (which is also used to 
get milliammeter readings). 

Besides the highly professional appearance 
that is obtained from the above combination of 
Weston model 547 and control-panel, various 
tests can be made rapidly without tedious chang- 
ing of the test prods* connections which are 
necessary when using the Weston instrument 
alone. Paul G. Freed, 

Freed Radio Co., 
5053 Baltimore Ave., 
Philadelphia, Pa. 
(Continued on following page) 
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RCA INSTITUTES 

Recognized Standard in Radio Instruction Since 1900 

Technical training courses fin radio 
and associated electronic arts. 

SOUND TECHNICIANS COURSE embracing 
Television Fundamentals, Public Address 
Systems, Recording. Sound Motion Pictures. 
Electronic Tube Applications. 

BROADCAST TRANSMISSION in all its as- 
pects including Studio and Control Room 
Operation. 

RADIO SERVICING including Broadcast Re- 
ceivers. Home Talkies, Rudiments of Tele- 
vision. 

RADIO OPERATING — Aircraft, Marine and 
Police Alarm Systems. 

New General Course includes the several 
phases of radio and associated arts. 
Resident Schools at NEW YORK and CHICAGO 

EXTENSION COURSES for HOME STUDY 
under new "no obligation" plan, with privi- 
lege upon graduation of 2 weeks' intensive 
practical training without charge at either 
Resident School. 

Mail Coupon for Illustrated Catalog. 

RCA Institutes, Inc., J 

Dept. BT-4 
75 Varlek Street. New York. H. Y. ! 
1154 Merchandise Mart, Chicago, 111 I 



Please tend with no obligation to me: . 

1 ) Full information on the New General Course in ' 
Radio. 

< ) Illustrated catalog and Information about spe- | 
clali&d resident school courses in radio and 

allied arts. I 

( ) Information about extension course for study | 
home. together with Illustrated cat aloe. 

I 



Name 

Address 

City 



Age.. 
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AERO 

INTERNATIONAL 

ALL WAVE 11-TUBE 
SUPER-HETERODYNE DE LUXE 




529.75 



Completely Assembled 
With 2 Matched Pull 
Dynamic" 
Speakers 

At last! World wide re- 
ception at a sane price. 
15 to 550 meters. Besides 
the regular broadcast 
band, it brings in for- 
eign programs, amateurs, 
police calls, ships at aea and aeroplanes. One 
dial control. No plug in coils. Latest super- 
phonic tubes. 

AERO 4-TUBE MIDGET 




$10.95 



less tubes 
tubes $2.95 



The lowest priced quality 
Midget Receiver on the mar- 
ket today. Very selective, 
brings in long distance like 
local stations. 

AERO 5-TUBE MIDGET .$11.90 
AERO 6-TUBE SUPERHET- 

ERODYNE MIDGET. ... 18.50 



AERO WORLD WIDE 



l-Tube SHORT WAVE 
Cr QC SET for Head- 
D.uO phone Operation 

Listen In DIRECT to Lon- 
don. Paris, Berlin. Buenos 
Aires and other broadcast- 
in k stations throuKhout the 
world via short wave*. Your 
ordinary receiver cannot tun© 
in these low wave stations. 
WORLD- WIDE RECEIV- 
ER gets 15 to 500 meters. 
Aero 2 -Tube Short Wave Set 
$8.75. The same as ahovo 
**t but it has 1 stage of Audio Frequency added to It. 
Writ* today for your FREE copy of our CATALOGUE 



CHARLES H00DWIN CO. 



4240 Lincoln Ave. f Dept. D-150 



Chicago 
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USEFUL RADIO BOOKS WHICH EVERY 
EXPERIMENTER NEEDS IN HIS LIBRARY 

There It not a radio man in the fleid, ax pari m enter, service man or dealer, who will 
not want to read those two book*. Right up to the minute with outstanding develop- 
ment* in short-wave radio— new methods and apparatus for quickly learning how to 
become a practical radio operator. Each book Is authorrtatlve, completely illustrated 
and not too highly technical. The text if easily and quickly grasped. 

How to Become An Amateur Radio Operator 

We chose Lieut. Myron P. Eddy to write this hook because hla long years of 
experience In the amateur field have made him pre-eminent In this Une. For 
many years he ws» Instructor of ra.Ho telegraphy at the H.C.A. Institutes, lie 
Is a member of the I. U.K. < Institute of Radio Engineers I. also the Veteran 
Wireless Operators' Association. 

If you intend to become a licensed code operator. If you wish to take up r.hone 
work eventually, if you wish to prepare yourself for this Important subject — 
this is the book you must Ket. 

Partial List off Contents 

Ways of learning the code. A sy.tem of sending and receiving with neces- 
sary drill word*. Is supplied so Hut yoti may work with approved methods, 
t'onclse authoritative definitions of radio terras. units and laws, brief 
descriptions of commonly UNed piece* of radio equipment. Thh ch.inier 
Rives the working terminology of the mdio operator. Graphic symbols are 
used to indicate the various hart* of radio circuits. General radio theory 
particularly us it apidk's to the beginner. The electron theory is ^riffiy 
given, then waves — their m'Jilon. hrohaKatton and reception. Funda- 
mental laws of electric circuits, particularly thee u>cd In radio, 
are explained noxi itnd t.v nidi basic circuit', are analyzed. 
Description* of modern receivers that are being ised with 
sun-ess hy amateurs. Vou are told how to build and operate 
these sets Amateur transmitters. Diagram* with specifica- 
tions arc furnished so conduction is made easy. Power 
equipment that may be used with transmitters and receivers, 
rectifier-, fillers, batteries, etc. Regulations that apply to 
pinat.'ur opciabM-s; the International "Q" signals, fie. 

Bow to Build and Operate 
Short Ware Receiver! 

is the heat and most up-to-date book on the subject. It is 
edited and prepared bv the ullion of sHORT*WAVE CRAFT, 
and contains a wealth of material on the building ard oper- 
ation, not only of typical short-wave receivers, but short wave 
converters as well. 

Dozens of short-wave sets 4 re fourd In this book, which con- 
tains hundreds of illustration^.: actuil photographs of *ets built, 
hook-ups and diagram 3 galore. 

The book comes with a heavy colored cover, and is printed 
throughout on Hr-d class paper. No expense has been spared to 
make this the outstanding volume of Its kind. The book meas- 
ure* 7V4*10 Inches. 

This hook Is sold only at such a ridiculously low price be- 
cause li K our aim to put this valuable work Into ihe hands 
of every short-wave enthusiast. 

Wa know that if you are at all interested In short waves you 
will not wish to do without this book. It is a most Im- 
portant and timety new radio publication. 

Each Book Contains Over If o Illustrations 
7» Pages 7 X tO Inches Not Sold on Newsstand* 

Mail Coupon at Left for Books! 



SHORT WAVE CRAFT 
96-98RC Park Place. 
New York, N, Y. 

Gentlemen: I enclose herewith t 

for which i> lease send me. prepaid a copy of 
the hook checked. 

< > HOW TO RHLD AND OPERATE 
SHORT-WAVE RECEIVERS— 50c. 

( > HOW TO BECOME AN AMATEUR 
RADIO OPERATOR — 50c. 

Send money order, check, cash or new TJ. S. 

»famps. Register letter If it contains stamps 

or currency. 




In your community there are dozens of 
Mcctric refrigerators to be servient 
Many need immediate repairs whhh can 
be made qulckl>. with Utile exi>eir>e — and 
which you ran repair with the aid of this authori- 
tative Ucfrigeratlon Service Manual. Make many 
extra dollars, together with other repair work. Eli'c- 
trir refrigeration servicing is a well-paying busi- 
ness — si art In your spare lime — before long you will 
devote full lime to It. One or two join pays the 
•mall cost of the OFFICIAL REFRIGERATION 
SERVICE MANI'AL. 

96 Pages of New Data 
Have Been Added to the 
OFFICIAL REFRIGERATION 
SERVICE MANUAL 

To brine ihw u*»ful *»rvir«> manual right up-tn-datr. Mr. I.. K. 
Wrj«M. tb* alitor of iUr OFFICIAL It KPR ITERATION SKHV- 
ICK MANUAL. h., ad a •. alth of fmtfrri»l on n.-« nWmc 
rrfriicrrator*. mi. I i.luW mo.Ma an *«-IL Aa u«u«l «>ver> rffrwpr.it, ,r 
him ti^n ftrcurafoly dr«-rtfH>d (r..m (he \ if « point of acrvirinc - 
dia«riin» In illi.Mmt* I h<> cuwatUI Parr*. •» mnipliMcvi ih.i r.-nura 
roii f-iftiL fx- mad.'. Tho addition of tlicw n<-» i>w* will n<>l in* 
rrra-*r tho n.at id thr Ixwk »u il\o«v * ho ordt-r ttk-ir *opv ho». 

Here Are Some of The Important Chapters: 

In'rodnrlinn lo Clin IMri«f ral ion 

Kor\ tnti« nu.infM. 
Ilia lory of Rf ( r nrrfttion . 
Fund* mental* »»f Kef rur ration, 
hi-wriptmn of All Known Tyuca of 

I to tr iteration. 
Motors. 

Trouble Shoot Inc. 

Unit I'tirf*. Valvta and Automatic 

Muipmoiii 
Mik«>» nr«i Spcoinraficna of Unit*. 
Manufsrturrra i»f Cahinrla- 
Krfrixnrjinla and Aiilomnlr Kquip- 

iriont and Many Other I mportant 

ChaPUra. 

OVER 1,200 DIAGRAMS 
430 Puses 

Flexible LooulMf Binder 
Complete Service Data 



Mail Coupon Today ! 




| GERNSBACK PUBLICATIONS. Inc. RC 133 I 

J 96-98 Park Place, New York. N. Y. 

I oncltwe herewith my remiltunce for $5.00 I 

. (theck. stumps or Money Order accept ed) for ■ 

| which you are to send me. prwlaue prepaid, one I 

■ ropy of the OFFICIAL REFRIGERATION I 

I service MANUAL, together with the extra 1 

I 96 pages of new material at no extra eost. I 



| Name 
| Address 
| t Hy 



DID YOU SAY 
BARGAINS? 

THATS WHAT I SAID . 

\BARGAINSf\ 



Publisher** Samples and 
Bindery Refects 

We have on band a h-w I Ir-.l o.phn of the SECQXD 

KIHTIOX ,s\ ttKKXSHAf h ft. I />/'> KXf YCLOPEIU A, 
which »i> «re ifoin*? to sell a- <iuiokl} .is povdhle at a ntarVel- 
1*1 is ha r gain price. 

We nrr Koin« tn c»U it a sain i>f "..Imp-worn" luniks. 

Thi*M» Looks i»r<* actually, however — every one of them — 

n^tP iMiiiks, and for :tU practical purpose* a* K I i-. any copy 

yon co.dd hoy. Tlit-y nr.' c<ipif« tlial haw lio-n iur.l hy the 
puhlisher a- display and sah-Hii, r n'-. «aii«|>les. a-. «a L.Kikstore 
wjmiiiws. rxpo-iiion-.. ««tc. Sofue w«.rc* .et a-idi' hccau.-i> of 
Lindcry imlH < rfectii»n<.. such a- a -li*Chl il«-fi>ct in din i?ol«i- 
-tainnin«. or n -.mall im-JOilarity in I he texture of the co\cr 
—most of thi-c hh-ntKluv, hi-maT so ,h«hi as to lie scarcely 
nottccaLU- on ordinary inspection. The text pasos are per* 
fret. The I winks »rc not in any way marred, hut merely riot 
fresli cnomrh fo he «old an twvt L<Hiks. 

This Seconal Edition Ra.li.i En eye In pedis consists of 352 
paces. u-eUChs 3 !hs.. hound in red Keratol flexihlo l>imler. 
sir.e Wxl2*. contains 2.201 Radio IVlinitions. 1.25.1 tech. 
ilhisi rations and 34 tallies and rhrtrti. 

We arc .lislMisinh? of those very line InKik-t at the ridieuloiisly 
ow price of 

$2.00 per copy 

New books of refular stock are selling currently at $3.98 

This offer of course will hold only s o Ionic as oitr sjiecial 
*rock holds out ~hrsl come, first served' 



Wc have at.s<i on hand a few hundred remaining 
copies of the unlxmnd volumes of the H UST Kill- 
TlON of this encyclopedia, which w v have lieen 
svllmn out very rapidly, at the close-out Price of 

69 cents a copy 

Tlie sizn of the l»ook is, W hy 12 inches, ft contains 
HiS panes, and in printed on the finest hook pap«r 
ohtainahte. it omtaitH over l,«i30 detinitiurirt, 54» 
|ihot<i reprodnct drawings. ltn( J dijmran^. 



Delivery will be 



EXPERIMENTAL SHORT-WAVE 
COIL 

Editor. Radio-Craft : 

I wish to offer the following suggestion to 
your short-wave fans : 

I had quite a time getting my short-wave coils 
to operate using what information I could get 
as to the number of turns for the desired band, 
so I made up from junk the coil illustrated in 
Fig. B. and used it to find the correct number 
of turns. I find this to be a very slick scheme. 
Just wiggle the two bus-bar levers until be«t 
operation is obtained on the desired band, and 
then count the number of active turns in each 
coil. 

Joseph Eby. 

Route No. 7. 
Dayton, O. 



CHANGING TESTERS 

(Continued from page 60S) 
back of the panel, which also contains room for 
a flashlight, screw-driver, socket wrench, pliers, 
t'tc.. in addition to the accessories supplied with 
the analyzer. These accessories include a pair 
of long insulated solderless test probes with 
pointed steel terminals, a pair of short insulated 
test lead conductors, output meter adapters for 
4-pin. 5 pin. 6-pin and 7-pin power tubes, four 
snap-catch 6-hole analyzer plug adapters for 
4-pin. 5-pin. large 7-pin and small 7-pin tube* 
and complete operating data for all applications 
of the analyzer. 

Instead of re-manufacturing old testers into 
the Model 401 analyzer described above, the*. 4 
instruments may be converted into the Supreme 
Model 400-C Meter Unit for use in conjunction 
with an Analyzer Converter such as the Supreme 
model 77. or for use with a "meterless tub* 
checker" such as the Supreme model 62. To 
these may be added, in combination carrying 
eases, a suitable oscillator, such as the Supremo 
model 60. or a decade box. thereby giving the 
radio Service Man his choice of other needed 
equipment in convenient and economical ar- 
rangements. 

While the modernizing process outlined her » 
anphos particularly to the changes involved in 
converting a model 400-B into a model 401. th » 
re-manufactured instrument would be nearly 
identical even if made over from old Jewel! 
patterns 199, 4 08 and 409; old Weston model. 
537 and 547 : and other old Supreme models such 
as the 9'>-A or 400-A. Of course, there may b« 
slnzht differences in the meter ranges. Thus, the 
analyzers, re-manufactured from old Supreme 
Diognometers have D.C. voltmeter ranges of 
O'10/IOO 250/1000 volts. Those made from th ♦ 
Model 537 set testers have 0/S/120/300/600-vo> 
ranges. No chance is made in the 0 ' 7.5/75 '30t> 
000-voit ranges of the Jewell patter 199. but the 
readability of the dials is improved l»- the addi- 
tion of a 60-division arc for the 0/ 300/600-voIt 
ranges. As regards the D.C. milliampere ranges, 
these are 0 to 10. 0 to 100. and 0 to 250 milli- 
amperes, in the case of re-manufactured instru- 
ments. A hitrh range of 0 to 300 milliamperes 
is added to the D.C. meters of Jewell pattern 199 
and the Weston model 537 Set Tester. 

While it is possible for the Service Man to 
obtain the correct multiplier resistors for the 
multi-range voltmeter, for the added ohmmeter 
circuits, and the proper shunt resistors for cur- 
rent measurements, it should be kept in mind 
that the internal meter resistance and milli volt 
values of the old meters must be accurately 
determined before the resistor values can be 
calculated. Unless facilities ere available for 
measuring these values, it is far better to have 
the re-manufacturing done by specialists who 
are entirely familiar with the problems present- 
ed in each particular job to be modernized. 



tada to you on the 



TSKOK PKL5s5Tinc..I9Park Place, New York.™ 71 ~ RC 

l'loa>e send nu« 

□ SECOND EDITION, S. GrrtptMick Radio Knryclo-C? flft 
in*div of your Hwial 'Mioj>*'»rn" s»li« lot, itt . . 

□ FIRST ISDITION. S. U.-rnslmck JUdio Encyclo- CO* 
pe<lia. of your unltound special lot WJU 

I will nay the pot* t man the amount indi.-Hte>l abovo on del- 
j ivery of my ord<«r. plus tlin small postage charge. 

j Name 

I Address 

City . . . . stjlte '* 



Beginning With This Issue — 

A department especially conducted 
for the beginner in radio. In the de- 
partment will be described simple but 
effective receivers that may be con- 
structed by almost anyone. See paoe 
604. K * 
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THE NEW TUBES 

(Continued from page 588) 



rectifier of the heater-cathode type designed 
for operation in circuits delivering D.C. power 
directly from an A.C. power supply. Its struc- 
ture is simple, rigid and compact, and its char- 
acteristic* are such that it gives very efficient 
rectification. 

The following rating and characteristics ob- 
tain: Heater voltage. 12.6 volts A.C or D.C. : 
heater current, .3-ampere; A.C. plate voltage 
<R.M.S.), 230; D.C. load current, 60 ma. 

INPJT VOLTS. 115 R.M.S. 
DC. Load Cum nt D.C. Volts at Input to Filter 



Milliamvcres 


8 mf. Filter 


1G mf. Filter 


15 


141 


145 


20 


134 


140 


30 


120 


129 


40 


106 


118 


50 


93 


109 


60 


83 


101 


INPUT 


VOLTS, 123 


D.C. 


15 


120 


120 


20 


120 


120 


30 


119 


119 


40 


118 


118 


r,o 


117 


117 


60 


11G 


116 



This rectifier \s especially suitable for use in 
"universal" tyj»e receivers which are designed 
for both A.C. and D.C. operation. Such re- 
ceivers usually employ four or five tubes of the 
heater type, and require a total plate current of 
30 to 40 milliamperes. The heaters of all the 
tubes, including the rectifier, are operated in 
j-eries. This automatically imposes the require- 
ment that the filament current rating be the 
fame for all the tubes. The 12.6 volt heater in 
the 12Z3 reduces, somewhat, the heat dissipation 
in the fixed series resistor in the heater circuit. 
No power transformer is necessary in a receiver 
of this type and the rectifier tube remains in the 
circuit for either A.C. or D.C. line service. 

In order to obtain a high D.C. output voltage, 
a filter of the condenser-input type should be 
used. 16 mf. being recommended for half- wave 
rectification. Condensers having a moderate 
voltane rating will suffice because the Input peak 
voltage of the A.C. supply is relatively low. 

The base pins fit the standard four-contact 
socket which may be mounted either in a vertical 
or in a horizontal position, the former being 
recommended. The base connections are as fol- 
kws (looking at the base from the bottom, and 
yi ing in a clockwise direction from the left 
heater pin ) ; heater, plate, cathode, heater. 

The 25Z5: New RecfifJer-Doubler Tube 

The 25Z5 is a full-wave high vacuum rectifier 
of the heater-cathode type for use in suitable 
circuits designed to supply D.C. power from an 
A.C. power source. This tube is of particular 
interest because of its adaptability to the design 
of "transformerless" receivers of either the 
•'universal" type or the more conventional A.C. 
operated type. For use in the "universal" or 
A.C.-D.C. types of receivers, the 25Z5 may be 
employed as a half- wave rectifier, while in the 
t-trictly A.C. operated type, it may be used as 
a voltage doubler to provide about twice the 
D.C. output voltage obtainable from the half- 
wave arrangement. This twofold application is 
made possible by the use of separate pin con- 
nections for each cathode — there is one cathode 
for each half- wave arrangement. 

The heater of this tube has been designed in 
order to facilitate its economical operation in 
series with the heaters of other tubes in the 
radio set. The employment of a 25-volt heater in 
this 25Z5 permits the construction of a receiver 
having reduced heat dissipation in the fixed 
series resistor which is almost always required 
in a series type filament connection. 

The voltage-doubling property of this tube will 
now be considered in more detail: 

In rectifying circuits using tubes, current flows 
between cathode and plate only during the time 
when the voltage on the plate is positive. Such 
circuits, in their simplest form, employ a single 
diode which rectifies the A.C. supply on alternate 
half-cycles. The output of a single diode consists 
of uni directional pulses of current and voltage. 
These pulses may be smoothed by means of a 
suitable filter. If two diodes are employed, each 
ha If -cycle of the A.C. supply may be rectified. 
The conventional circuit using two diodes is 
known as a full-wave rectifier. The features of 



such a rectifier in comparison with a half-wave 
rectifier are: approximately twice the output 
current with essentially the same D.C. voltage 
output : and more economical filtering due to the 
doubled frequency of the output pulsations. 

In comparison with the full-wave connection, 
another arrangement of two diodes is of interest. 
In this case, two diodes, one of which is re- 
versed with respect to the other, are connected 
to two condensers as shown in Fig. 9. This 
arrangement provides rectification of each half- 
cycle of the A.C. supply. Furthermore, during 
the period that one diode is rectifying, the con- 
denser across the other diode is discharging 
through the load and the conducting diode. As 
a result, the voltage across the load is the sum 
of the D.C. output voltage of the conducting 
tube and the discharge voltage of the condenser. 
The total D.C. voltage across the load, therefore, 
is approximately twice the D.C. voltage obtain- 
able from a half- wave rectifier. For this reason, 
this circuit is known as a voltage-doubler. Like 
the full-wave circuit, the doubter circuit gives 
an output having a ripple frequency twice that 
of the supply line. 

In the design of a voltage doubter using this 
circuit, large capacitances are necessary to give 
good regulation of the D.C. output at higher 
values of load current. A point of interest to 
the set designer, however, is that the voltage 
rating of these condensers is determined not by 
the D.C. output voltage, but by the peak value 
of the A.C. supply. 

Figure 10 shows the external characteristics 
and circuit diagram of the 25Z5 when used as a 
half-wave rectifier, the purposes for which were 
explained above. The socket connections for this 
tube are illustrated in Fig. 11. 

The following rating and characteristics ob- 
tain: Heater voltage, 25: heater current, .3- 
ampere: R.M.S. plate voltage per plate, 125; 
D.C. load current, 100 ma. 

The 84: High-Vacuum Rectifier 

The 84 is a full-wave high-vacuum rectifier 
with a 6.3-volt heater. It is designed especially 
for use in automobile "B" supply units. The 
heater-cathode design permits a close electrode 
Spacing providing high efficiency of rectification 
and fulfills the reuuirements of a rigid, compact 
structure so desirable for automobile service. 

The rating and characteristics of this tube 
are as follows: Heater voltage, 6.3: heater cur- 
rent, .5-ampere: A.C. volts per plate, 225 R.M.S. 
max. : D.C. load current, 50 ma. max. ; voltage 
between heater and cathode. 300 D.C, max. 

The use of the 84 in "K M voltage supp.y units 
for automobile radio enuipment is highly rec- 
ommended. Designed to permit a voltage differ- 
ence between heater and cathode of 300 volts 
D.C, the revtifier may be operated from the 
same "A" battery as the set tubes. 

In order to obtain satisfactory output and 
regulation careful consideration should be given 
to secure proper filtering. Filter circuits of the 
condenser-input or the choke-input type are 
applicable. 

The D.C. output will be considerably greater 
with a condenser input filter than when the 
other type is used. Also, it will be true that 
higher peak plate currents are to be encountered. 
The first condenser in the filter circuit, there- 
fore, should not have too large a capacity. It 
is not likely that the A.C. input voltaire will be 
sinusoidal in wave form so that the instan- 
taneous peak values may be considerably greater 
than 1.4 times the R.M.S. value. The voltage 
ratings of the condensers must be such as to 
handle the maximum peak values encountered. 

To adapt the 84 to half-wave -circuits it is 
only necessary to tie the two plates together at 
the socket, so as to form a single element. 

This tube fits a standard 5-prong socket. The 
heater terminals are normal, the cathode 
terminal is normal, and the remaining two 
terminals connect to the two plates in the tube. 



In Our Next Few Issues: 

A New Ohmmeter and Voltmeter 
Rewiring Sets for 2-volt Tubes 
More Information on the 
TRAUTONIUM 




Fits inside radio cab- 
inet. Sire 1*4 i 4 inches- 
equals average 75-ft. aerial. 50 ft 
high. Installed by anyone in a mo- 
ment. No llRht socket connection or cur- 
rent used. Eliminates poles, wires, light- 
ning hazards. More sensitivity and volume 
on all stations. Each tested on 1 127 -mile 
reception. Used in IT. 8. Hospitals. Order 
now for greater radio satisfaction. 
Shipped post-paid under three-day 
trial on money-back guarantee. Send 
J 1.00 bill, cheek or M-O. or sent 
C O. D. if preferred. Send this ad 
with your order. If interested In our 
sales proposition check here, f") 
f 4H Raait Lifcwiterles, Deft 44, First, N. D. 



POSTPAID 



M <»I «» L -»E * S 

Lapel Microphone* 
at NEW LOW PRICES! 

Lapel Microphone* introduced by Miles sained national 
pr <Miii Mf tiro at political convention*. NOW they are Obtain- 
able fur all for mm of public addre** work. 
intiT-otfice com muni™ lion*, etc. Exdutixe 
Mifrt carbon button* ami aUou diaphragms 
make thett lapel "Mike*" tupcr-setuitit* . 

DOUBLE-BUTTON LAPEL MIKES 

Heavy duty 2-button microphone* for all 
purpose*. $2.94 $4.41 $5.S8 

STN CLE- BUTTON LAPEL MIKES 

Estrft *en«itive HUUflp-hutton mike* which (rive 
exrellent service. Lapel Mik*. 98c. Prole*- 
Monal Mikes, $1.76 and $2.94. 
Write tor InUnt pumphUt stunrinO a complete line 
of MILKS XEW EQUIPMENT of jntbtic ad- 

driKB rauipmenl. 

MILES REPRODUCER COMPANY 

1 Miif AKtad of Otktr," J44KC ffum s^fd St.. New York. N. Y. 





FREE 



13th Anniversary Radio Catalog 

132 pages containing 
thousands of the 
greatest radio and 
electrical values at 
real bargain prices. 
tSend {or your copy now! 

AMERICAN 
SALES CO. 

Wholesale Radio Distributors 
RC- 44 W. 18th St., N. Y. C. 




AUTOCRAT AUTO RADIO 
6 TUBE 

Quality —Tone — Selectivity & Power 

Complete $29.40— includes set remote control, suppressor 
kit. tubes, mountino brackets, dynamic spkr. -antenna. 
Set only $10.70. Alto 4-5-6-Tube Midgets with latest 
tubes at low prices. Dealers wanted. Write today. 

AUTOCRAT RADIO CO. 
Mf f N. Hamilton Ave., Chicago, in. 

*** *** * * 



Get this New Catalog 

I 



Write today for our catalog. It's 
free. Everything listed at lowest 
wholesale prices 

JOHNSON RADIO MFG. CO. 
507 Tarrytown Rd. Pleasantville, N.Y. 



SERVICEMEN-DEALERS 
Send for our Handbook and Catalog of 
Radio Replacement Parts 
Hard to Get Parts in Stock 

Power Packs ami Speakers Hep* 1 red 
NEW LOW PltlCES 

Grant Radio Laboratories 
6521-C South Halsted St., Chicago, III. 



m EXTRA MONEY! m 

Hundreds of radio Service Men are makinf extra profit* regu- 
larly by u*i»x Sumy bwrry Data Sheets—* unique NEW tfry- 
ice by one of radio'* beet known ensiDeet*. Sheet* tell exactly 
how to rewire old standard receiver. (A. K.. M*je*Ue. SpaHon. 
etc.) for modern tul>e. and circuit* — alao how to land the** 
profitable job*. New nheeM monthly. Service only $3.50 a year. 
Satisfaction guaranteed — a .ure tome for hu«ine**< Send cheek 
or M. O. or write for free detail*. <l*Un» (or rewirimr, any aet or 
tube »wdy«*r only *1> 1 33 Bryant St., N W 

. * a. V*» WASHINGTON. D 1 C. 

F. L. SPRA YBERRY 
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The 



J^adio (raf i jQt» 



brary Series is handy for reference! 



Presented on this page are the new 
books of the RADIO-CRAFT LI- 
BRARY — the most complete and au- 
thentic set of volumes treating indi- 
vidually, important divisions of radio. 
Each book has been designed to give 
radio men the opportunity to specialize 
in one or more of the popular branches 
of the industry. The material con- 



tained in these books will increase your 
knowledge; you will find them a real 
help in your work and they will con- 
tribute to your money earning capac- 
ity. Read these books during your 
spare time at home. 

The authors of these books are well- 
known to everybody. Each one is an 
expert radio man; an authority on the 



subject — each is thoroughly familiar 
with the field which he represents. 

This is perhaps the first real oppor- 
tunity that you have ever had to build 
a radio library of books that are au- 
thentic, right-up-to-the-minute and 
written so that they are easily digested 
and clearly understood. Mail coupon 
below for vour books. 



TO THE RIGHT 
WILL BE FOUND 
A SHORT RESUME 
OF EACH BOOK 



I 



\0 



Book No. 1 

RADIO SET 
ANALYZERS 

And How To Use Them 

With Full Instructions and 
scrlptions of Set Analysers, 
Tube Checkers, Oscillators, Etc. 

By L. VAN DC R MEL 

ThJs book explain* thoroughly 
the operation of set analyzers, 
tube checkers, oscillators and 
other testing equipment. For 
every radio man this book is ex- 
tremely helpful. It covers every 
phase of testing and gives you 
valuable short cuts: completely 
illustrated with . hotographa jud 
diagrams to facilitate >ne use of 
modern testers. 



Book No. 2 

MODERN VACUUM 
TUBES 

And How They Work 

With complete Technical Data on 
All Standard and Many Special 
Tubes 

By ROBERT HERT2BERG 

MODERN' VACUUM Tl IlES 
describes the fundamental elec- 
tron theory which is the busts of 
all vacuum tube operation, and 
Koes progressively from the sim- 
plest two element tubes right LP 
to the latest pentodes and thy ni- 
trons It is written In clear, 
simple language and is devoid of 
the mathematics which is usually 
ko confusing. Valuable rrferenee 
charts and characteristic curves 
of standard and special tubes are 
to be found, also diagrams of 
sockets and pin i-onnections. 



Book No. 3 

THE SUPERHETER- 
ODYNE BOOK 

All About Superheterodynes 

How They Work. How to Build 
and How to Service Them 

By CLYDE FiTCH 

There Is no more fascinating ■ 
subject In the large array of radio 
circuit* than the famous super- 
heterodyne circuit. Whether you 
ji re a Service Man or experiment- 
er, first -hand knowledge about the 
construction of super heterodyne re- 
ceivers is very important. The 
hook on Superheterodynes gives 
underlying principles of their con- 
struction, right from the very first 
set made. 



Book NO. 4 

MODERN RADIO 
1 IOOK-UPS 

The Best Radio Circuits 

A Complete Compendium of the 
Most Important Experimental 
and Custombuilt Receivers 

By R. D. WASH BURNE 

It 13 fascinating to the experi- 
menter, or even to the up-to-date 
Service Man. to take a commercial 
ret and to change It Into one us- 
ing a famous hookup that is not 
found In any manufactured set- 
Many excellent circuits have nev- 
er been commercialized, but lim- 
ited only to home set builders. 
Thousands of these popular cir- 
cuits have been requested from 
lime to time, and in this book 
we have included over 150 cir- 
cuits, which Include the famous 
l'eridyne. Cash-Uox A-C.-D.C. 
Set and others. 



Book No. 5 

HOW TO BECOME A 
RADIO SERVICE MAN 

How to Get Started nd How to 
Make Money in Radio Servicing 

By LOUIS MARTIN 

The an. hit ion of many men in 
radio today is io become a first- 
grade Service Man. It is not as 
clttlicult ns one might hclleve. but 
it cannot be done In a few short 
months. Following very carefully 
the advice of Air. Martin, who 
hat dealt with the problems of 
thousands of Service Men. this 
book deals very carefully with the 
essential stages In the prepara- 
tion for qualifying as a Service 
Man 



Book No. 6 

BRINGING ELECTRIC 
SETS UP TO DATE 

With Pentodes. Multl-Mus. Dy- 
namic Speakers — Complete In- 
formation How to Modernize 
A. C. D. C. and Battery Oper- 
ated Receivers 

By CLIFFORD E. DENTON 

In thU country there are over 
ten million electrically operated 
receivers that could be modern- 
ized — by placing In them new type 
tubes, new speaker equipment and 
other modern Improvements. This 
buslney* of improving old sets 
can go to the experimenter* and 
Service Men If they will quickly 
jump Into action. 

Itcad In thJs book hy Mr. Den- 
ton, how easily you can modern- 
ize any obsolete set. and with 
little additional costs. 



Clip Coupon and Mail Today! 



GERNSBACK PUBLICATIONS. INC.. 96-98 Park Place. New York, N. Y. 

I ha?e circled belou the numbers of books In the RADIO-CBAFT LIBRARY, which Jou 
are to send me. and have deducted 20% for ordering live (5) hooks or more. I have included 
my remittance in full, at the price of 50c eaeh, when less than Ave books are ordered. 

The amount of my remittance Is- (Stamps, checks or money orders accepted ) 

Circle numbers wanted. 1234 673910 

Also, please send me POINT-TO-POINT It ESI STANCE MEASUREMENTS, book number H ( ) 



Name — 

City 



Address 



Book No. 7 

RADIO KINKS AND 
WRINKLES 

For Service Men and Experi- 
menters 

A Complete Compendium on the 
Latest Radio Short-Cuts and 
Money -Savers 

By C. W. PALMER 

If often becomes necessary for 
experim *nters and Service Men to 
call upon their memory for some 
.hort cut or radio wrinkle diat 
will olve a problem quickly. In 
business, 'short cuts" mean time 
and money saved, and to the Serv- 
ice Man "time saved" means 
money earned. 

This hook is a compilation of 
Important radio kinks and wrin- 
kles find discusses only such items 
as are constantly used today. 



RADIO QUESTIONS 
AND ANSWERS 

A Selection of the Most Impor- 
tant of 5.000 Questions Submit* 
ted by Radio Men Onring the 
Course of One Year 

By R. D. WASH BURNE 

There have been collected a wide 
variety of questions whirl) have 
come Into our rnliiorlil Offices dur- 
ing the past two years, ami only 
those uhose answers would benefit 
the majority of men engaged in 
radio have been incorporated In 
this amazing question and an- 
swer book. A tremendously long 
lisi of topics Is treated. 



Book No. 9 

AUTOMOBILE RADIO 
AND SERVICING 

A Complete Treatise on the Sub- 
ject Covering Ail Phases from 
Installing to Servicing and 
Maintenance 

By LOUIS MARTIN 

Automobile radios are up and 
coming, and someone has to serv- 
ice them properly. It therefore 
behooves you to read this Im- 
mensely Important new hook on 
the art of Auiomohlle Radio. The 
book is concise, and full of illus- 
trations, photographs, diagrams 
and hookups. 

A few of the really Interesting 
chapters: Introduction ; Automo- 
tive Itidio Installations; Complete 
Descriptions of Commercial Auio- 
motive Itecelvers; Servicing Auto- 
motive Receivers; The ignition 
System; General Service Consider- 
ation*; Ettects of Temperature on 
Pow?r Supply: Conclusion. 



Book No. 10 

HOME RECORDING 
AND ALL ABOUT IT 

A Complete Treatise en Instan- 
taneous Recordings. Micro- 
phones. Recorders, Amplifiers. 
Commercial Machines. Serv- 
icing, etc. 

By GEORGE J. SALIBA 

If there Is one subject that 
I. fascinating to every radio 
man. It is that of Home lie- 
cording Of course, this volume 
Is not all on 'Home*' record- 
ing, but the Information con- 
tained I herein is important to 
rommcrcial radio men. studio 
operators, engineers »od others 
Interested in this phase of ra- 
dio. 

The art of recording ar.d re- 
producing broadcast selections is 
becoming more Important every 
day to radio men. experiment- 
ers and Service Men, Equip- 
ping dance halls, auditoriums, 
ihiirches. restaurants and home* 
with public address systems and 
amplifier* brings many extra 
dollars and uften an excellent 
income. 



BIG 
DISCOUNT 
OFFERED 

In order to make It possible 
for everyone to huy these books, 
the fifty (50) cent price has 
been made uniform for all vol- 
mm You ran buy these books 
separately, but you should 
advantage of our special offer: 

When Five (5) Books 
or More Are Ordered 

Deduct 20% 
from Your Remittance 

simply fill in the coupon be- 
low, ami mall it to Us together 
tilth your rem lit a nee. Checks, 
stamps or money onlers accepted. 



ALL BOOKS 
UNIFORM 

The books in (lie new HADlO- 
C It A FT i.lURARV are all 
strictly up-to-date. cn»t written 
by men who know their sub- 
jects. The volumes are all 
uniform size. 6x9 Inches, and 
rontaln on an average of 50 to 
1*0 Illustrations. Each book 
Is printed on tine book paper, 
and no expen-ie hat been spared 

1 to make It an outstanding value. 

! tor lis editorial contents as well 
a-* from the median icel stand- 

1 point. 



POINT-TO-POINT RESISTANCE 
MEASUREMENTS, the latest book in 
the Series, will be published by 
March 1 0th. 
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ROUND THE WORLD RECEPTION! 

WITH POWERTONE SHORT-WAVE RECEIVERS 



Battery Operated Receiver 

Amazing results on this set have convinced as that we 
have reached the utmost in the reception of short 
waves with a battery operated receiver. The beautiful 
vernier dial gives the set a strictly modernistic finish 
and at the same time greatly improves the ease of 
tuning. With the set of four plug-in coils furnished 
with the abo^e receiver, the wave lengths from 14-200 
meters are covered. 

Uses the new battery tubes (232 and 233). 
■J Special Hammarlund Condenser. 

Unusually fine reception. 
W Fine modernistic finished cabinet. 

' , ; — Covers complete short-wave ranfle. 

less tubes Extremely sensitive. 



tST««i «tt«K M 




YES. Mtoncrr ihnti ever, so do we 
voice our and eountli-M oilier opinions 
on Uih rem»rk)-h;<- nhortuave bnttery 
operated receiver. Faeter tlmn ever 
in »itle« volume, for the public has 
e»u«l ■ up with n« in voiclm their 
enthuaiuxni on remtltN with ih» re- 
ceiver. Never before he* reception 
•uch mi thu bei>n -viulnhle on any 
two or three tube outcry operated 



A. C. Model Receiver 

Unsurpassable construction — New and Improved HAM- 
MARLUND tuning condenser; special oversized electro- 
statically-shielded power transformer; four new improved 
INSOLANTITE plug-in coils covering the wave length 
from 15 to 200 meters; complete shielding which reduces 
di -electric losses to a minimum and assures maximum 
and uniform efficiency under all conditions; Lynch color- 
coded K M. A. resistors used throughout entire construc- 
tion. Enclosed in a solidly 
constructed beautifully fin- 
ished metal cabinet with 
hinged top to facilitate ease 
of interchanging wave- 
length coils. Modernistic 
Full- Vis ion Vernier. 



less tubes 



StromW&rlsCT^ 

Magnetic Pick-up 

control <^ mple1 f„2a Thousand* ip CM ~|U 

™ in lh \^£ £ed lor. home re- 
1200 ohn_>- 

R. C. A. Magnetic Speaker Chassis 

Thi. C_h-_ , on. ^ ^fcC A^Mode^lOO-A 

HIGH AS *36.00. Note built-in OUTPUT 
TRANSFORMER— permit* iue of 
460 volt*, without .tutor I «uu. rnttllrwr. 
or bUatins. GENKUOUS OVER- 
SIZED MAGNETS. The thick 
armature i* ACCURATELY CEN- 
TERED The STURDY METAL 
FRAME IS LINED WITH A 
SPECIAL SELF-BAFFLING FAU 

I R1C. «r««tetly improving »cnu»t lr prop- 
I «rtir« of thia een»;U»©r»«l ipeaker! 
1 JioU th» Corrvgatit S-r/a<« of the 
I f?on». an A/riunr* Fealur* — t.iAanrei 
I PrrUct Tonal RrprodvUie* QualttitM 
I Canntifrabiy, MOtl 
I Com partly mad* 
J 0 Inehee outbid* 
] diamttrr. 4 4 intktu 
deep ortr aii 




Kellogg Hand Mike 



Used with Victor R. 
E.-57 and R.C.A. 86 
Home Recording 
Combinations 
A single-button 
Microphone fine for 
home recording and 
amateur broadcast- 
ing. 100 ohm but- 
ton. Operates from 
a 1 % v» dry cell 
and draws 10 mils. 
Gun metal finish, 
equipped with 5 ft. 
cord. 




"^KOMBERG-CARLSoTJ 

PHONOGRAPH PICK-UP 



a&S&S 



Your Price 



45 



NEW IMPROVED TYPE 
FARRAND INDUCTOR DYNAMICS 



Y© 



ur Price 

$2.95 



Bosch speaker Cabinet 




121* high, 12* baee width 

A beautiful walnut cabinet 
that ia attractively finished 
and hand-niblwd to n aoft. 
wi tiny sheen Will lead 
itself to any netting. Will 
take >iuy chaK*LM up to 
10H* in diameter. 



POWEK10INE 
Single 245 Amplifier 




In the deleft and construction of tbia am- 
plifier, liberal aafety faCtorn have l>een 
allowed. The Powertone 245 Amplifier bii» 
a power output of approximately 3 watt*, 
which whan u»ed ^th one or two dynamic 
speakers i» quite the ideal thing for audi- 
torium or home ti-e. intercommunication In 
factories or Urge office*. An excluaiv© 
method ia provided for the u»e of a high 
impedance phonograpn pickup or radio 
tuner. A microphone can ennily be conneeted when u«*-d with i 
unit. The power eonnumption ot (he Pow^rtone 
•irqile 45 Amplifier i» around 40 wait*. 



able couplu 



teri*l u*eU in the ^onat ruction of thi* amplifier haa 
beea taorouKhly tested la the moil competent man- 
ner known to the Hndio Science. 

Cat. No. 708— Model 45 CU.t* 1—224. I 245- 
1—280 Tube*} Our Price 



no 



95 



Used on A C, D C. 
and Battery Sets with 
Equal Results. 

9" Model $4.95 

12" 
Model 



farrand 

' P. D OCT OA 



$5.95 




J ANNETTE MOTOR 



Price 



$195 



XROSLEY POWER PACK 



pack 




S 4 9S 



each 



Mo.lel 104- K 
A complete power 
which aupptica filament ana 
pint* current A volt nix 
ment for 280 tube. 1 4 volt 
filament, 2H volt fiinment. 
5 volt fiUmcnt and , 180 
Foil* tapped ut B minu#. 
B plua U0 and B plua ISO 
Volta for oincle or Puati 
fiull 171 tubes. 

Modrl 106 
Thi> mndel iiaea a B. 11. 
Ilnytheon type tube. 
Mna 1H volt. 2M volt, & 
volt filament tupply. 180 
volt "B pupplv with laPa 
»t |i ndnua. B plim MO volta. 
B Plua 180 »nd C minua 40. 
Both model* conaiat of 2 
cliokca l-Mer»lion eon- 
denarr. voltace di^ ider. and 
many other Itema which if 
were to be taken out ol the 
pack.* would pay for trie 
Puck many time*. 



PRIME A. C. MOTOR 

A sturdy powerful com- 
pact heavy duty motor of 
the self-starting induction 
type. Will not set up dis- 
turbing noises in any re- 
ceiver. Equipped with large 
bearing surfaces to provide ade- 
quate support ana to insure 
long life. Quick starting, full speed is attained in- 
stantly. Comes ready to mount 
with turntable, mounting plate, 
on-off switch and speed control. 




Your Price 



$ 5 so 



To supply 110 volt 60 
cycle a.c. in areas 
\vhere the supply in 1 
110-115 volt tic. Will 
operate continuously 
over long periods 
without heating. 
Floor Models. 

l«o Watt 




foo Watt 



$1$50 $2750 



FARRAND MAGNETIC 
CHASSIS 

9* Din meter. 
The Fitrrund chaanlN is one of th« 
finest magnetic cha»«*ew available 
today. It ha-* n balanced arm- 
nttire which enables it to handle 
a lame amount of volume without 
distorting or mttling. Vet it will 
be exceedingly aenaitivc to weak 
sienats. 




Cat* No. Sjoi. 
Our Price 



$175 



All offers are F. O. B. New York, and subject to prior sale. Terms: A deposit of 20% is required with every order. Balance 
may be paid on delivery. Or, deduct 2% if full amount is sent with order. 



______ . nwr . — — , 245 GREENWICH STREET, 

GRENPARK CO., Dc p' RC kewwrk, n.y. 
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SHORT 
WAVE 



A CHALLENGE 

WHAT MORE CAN 
ANY S. W. SET 
OFFER ? 

Now you can buy «. SHORT WAVE RECEIVER 
Ihsl you can h.tve the utmost confidence in. for it con- 
tain* everything you desire— FINEST QUA LI TV 
1'ARTS— SUPER CONSTRUCTION— »rul most im- 
pon.ntly. WONDERFUL RECEPTION. 
A tremendous Purohav of AC and DC Sets permits 
us to moll them nt BUPh a ridiculously low price that 
now every r»dio enthusiast can afford to own one. 
New and improved MAWMARLUND tunum cond< user*. 
Special overaixed electrostatically -shielded power er*n»fomier«. 
Four new. improved POWCRTESTj>lu(C-in coils Covering w»v» 

lenf th* from 15 to 200 meter*. 
Co.npietc- «}tieJdin« which reduce* ai-eiectric iom*» 10 a minimum 

and uniform efficiency under all conditions. 
LYNCH color-coded R. M. A. remittors used ^throughout entire 



■uctio 



A. C. RECEIVERS 

$ 



3- Tube Wired 

Kit of Parts $12.75 
RCA Licensed Tubes 
(5fi, 57, 80) . . $2.35 

4- Tube Wired 

Kit off Parts $16.95 
RCA Licensed Tubes 
(58, 56, 47, 80) $2.95 

5- Tube Wired 

RCA Licensed 
Tubes (2-58, 56, 
59 f 80) $3.95 



14.95 
*19.75 
$ 24.95 





»v i XCf DC. 
\ ^RECEIVERS 



We Take Extreme 
Pride in the Con- 
struction of These 
Sets — 



We linn 

it would give complete satufnetinn. as we. __ 
» ithin the means of everyone d«-sir in*- * eee. W* believe 
that our endeavor* have been fulfilled. You are ttssurrd 
of the finest receivers at the lowest Prirea. 
Our Battery-Operated Receiver* are ^instructed similiariy tn the A. 
C. acta. They also are msde with the new. Improved HAM MA R- 
LUND tumru condensers, and only LYNCH rolor-coded resistors 
used thro'Ukhout the entire construction 

The FULL. VISION. SLOW MOTION TUNING DIAL IS ,\N 
F>. C I V^ , E .^ c -L^ WEUTONE FEATURE ON BOTH A.C AND 
I>C KfcCEIVERS, 

("Tiers include four new. improved type POWERTEST pluc-in coila 
covering wti»e lengths from 15 to 200 meter*. 

BATTERY OPERATED 

2- Tube Wired 

Kit of Parts . $7.95 
RCA UcensedTubea 
(232, 233). . *l.SO 
Complete set of 
batteries . . . $2.75 

3- Tube Wired 

Kit of Parts $10.75 
RCA Licensed Tubes 
(34. 2-30) . . $2.15 
Complete set of 
batteries . . . $2.75 



9.95 
12.95 



The hinged cover aa itlu>trated, facilitate!* removal of 
tube* and coils. An exclusive Power tone feutuie 



Beautifully Finished 
Modernistic Cabinet 



POWERTONE 
T. R. F. TUNER 




Mug into .my amplifier nnd mute a receiver 
with tins splendidly constructed Tuner. M*d<t 
of the finest p.irla including HAM M Alt* 
LUND tuning condensers. Uses iiufh fain 
ahieldrtd It. F. coils. Timor* available with 
3 .or I Knrut condenser*. 



3- K anK (uses 2-58 & 



56 Tubes) 
Kit Form ■ ■ 



$5.4S 
& 



4-gang (uses 3-58 

$6 Tubes) 

Kit Form .... $7.4 



$6.95 

I $8.95 



BALDWIN 
HEAD 
PHONES 




... ..isrkahly sensitive and 
r u««ed. They will enable 
you to bring In lone dis- 
tant st nt ions with dearer 
And louder sixnals. The 
two units are perfectly 
matched for quality and 
maximum volume. 



Price 

s 3.75 



V 



f~\ POWER- 
TONE 

Floor 
Microphone 
Stand 

Specially designed for 
rigidity with heavy 
haste for firm solid 
support. Beautifully 
silver-finished. Ei- 
tenda from 45" to ft I*. 
A larsre si<e screw 
securely holde exten- 
sion in pUce. lias 
bent suspension hooks 
for easy insertion of 



Weight 12 lbs. 



Price 



s 3.95 



SANGAMO 

P. P. Input* Output, 
and Audio Trans- 
formers 



IB 



The input trans- 
former h.m a 
htjtli Primary in- 
ductance, insur- 
ing maximum 
g«mplinc:ition at 
low frequencies. 
The secondary 
is accurately di- 
vided to ire 
practically iden- 
tical frequency 
characteristics. J 
__ ha* an impedance 
... the voice eoil imped- 
Y standard dynamic speaker. 

Each . . . 

Per Pair $2.45 l.Xj 

AUDIO TRANSFORMER 

The curve of the audio transformer 
is aa near perfect aa possible. Well 
ihsutnted and shielded. 3 to 1 ratio. 

Price $1.45 



Output 
that mi 
a nee of i 



ransfOrr 
tch, 



POWERTONE 
Microphone In- 
put Stage 




Made for ninck- or double button 
microphones. Will match any 
two button mike to the (rid and 
hlnment of nnV lube or to any 
phonograph j n ek of an amplifier. 
Uses one standard No. 6 Dry 
Cell. The secondary of the 
transformer is shunted by a 
volume control. A battery 
switch ia uaed for on and off 
control. 

Double Button .$3.95 
Single Button . 3-So 



R. M. A. Color-Coded 
Resistance Kit. 1 w a tt 

30 must commonly used. Odd.siicd 
value* obtainable by connecting two 
or more ii 




Price, $3.45 

rprr 0— lO.OOO Ohm relist- 
ancc meter with each 
purchase. of thi* hit.' 



POWERTONE MIDGET 
DYNAMIC SPEAKERS 



Manufactured by 
one of tho largest 
sDoukcr manufac- 
turers in the coun- 
try. Compact in 
nize, and rcaliatic 
in tono perfoim- 
ance. They are 
equipped with trans- 
formers to match 
any tV!>e of power tube. Field rc>< St- 
ance can Ite hud in either 1800 ohm* 
tapped at 300 or 2500 oh ma. Over till 

91Z9 6*. 




Price 



1.95 



UNIVERSAL 
Midget Power 
Transformer 

Can l>e uaed 
aa a roplaec- 
m e n t for 
midfeet sets 
l ibk a '45 
or '47 power 
tube. Primary 
110-115 volt*. 
High voltngo 
700 Volt* 
C. T. (350-350 vail*). 5 volt 
winding at 2 amp*, for "80 type 
rectifier. 2H volt winding at 




8J4 utnpa. 

Price 



95c 



FLECTHEIM 

0-fOO 

D. C. Meter 




Usen only 5 mil*. Current 
ra-vtatance 200 ohms per 
volt. Highly nickeled fin- 
ished. Flexible cords. 



Price 



1.35 



POWER -TONE 

Modernis- 
tic Stand 

Floor 

Stand 

Beautiful bsnQuet 
atand adjustable 
from 22* to 32*. 
Ileary chromium 
in an unusual mod- 
ernistic dll ifO. 
OX* rinc with four 
bent suapensloo 
hooks for easy in- 
sertion of sPrinKa. 
Sirontc screw hold* 
extension firmly. 

Weight 11 lbs. 

Price 

s 7.95 
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Compare Our Prices and See For Yourself! 

WE LEAD THE FIELD IN VALUE AND QUALITY 



in 



- «rrr;« \cn<i itee ^ 
l of re<*> vcr 



rCA eha8!,8 l 

.90 



€Nt oMCUISUNriNG VALUES 



Stromberg-Carlso; 

MAGNETIC 
PICK-UP 
OUTFIT 



The m icinal Stroinberg-CaTlson Pick-Up Outfit at this rock' 
bottom price. Our price includes Strom- 
berg-Carlson Input Transformer. 8trom- 
berK-Cnrliion Magnetic Pick-Up with built- 
in volume control, i monograph mIuk and 20 
It- spe< ial insulated exteusion curd. OUR 
OUTFIT IS COMPLETE— NOTHING 
ELSF TO BUY! We carry the-c pick-up* 
in stork, thus assuring IMMEDIATE 
DELIVERY. 

NOTE! We will allow you $2.00 for your old pick-up. thus 
making your price only $5.50 for an outfit listed at $30.00. 



FARRAND 

(Permanent 
Magnet) 

NEW TYPE 
SPEAKER 
CHASSIS 




A speaker second 
to none for tonal 
qualities- One of 
the most recent 
type* developed. 
Use* t«o power- 
ful magnet* to 
supply the fixed 
magnetic, field. 
Matched for po» er 
tul>es. Htate type* 
vvlien ordering. 

Priced' $4-95 

12- 5.95 



JENSEN JR. 
AUDITORIUM 
DYNAMIC 




Widely used as a public ad- 
dreas speaker. I'sen a 2S0 
rectifier system in conjunc- 
tion with an 8 mfd. electro- 
lytic condenser, eliminating 
any hum found in the ordi- 
nary A. C. Dynamic speak- 
er. Overall aire 12* nigh. 
11 H' wide and 7H* deep. 



$g95 



Complete with 
tube 



POWERTONE "PAL 
A. C. Dynamic Speaker 




$J.50 




There is no need to purchase 
an additional receiver for those who 
wish to install one in another room. This 
speaker can lie used as an addition to a ay radio 
receiver. A full ».ized ii" dynamic speaker in a heaur.ilully de- 
signed cabinet. The speaker haa a volume control and an off and 
on switch. 

Your choice of the follow inn speakers in the illustrated cabinet 
JENSEN $6.50 

ROLA 6.50 

WRIGHT de COSTER 6.50 

POWER TONE. 6.50 

B. B. L. Magnetic) 4.95 



R. C. A* 
Single 
Button 
Carbon 
Microphone 

NOT A TOY! 




It* fine reaponse curve 

rnnkn it »uif«ble /or 
notne recording »r»d 
aoutluur hrui,dcfi»f 
Int. 100 ohm*, oper- 
ate from a IH dry 
c*\\ "fid iirnws K> mill-. 
Equipped wjtb 5 ft. 



*1 



.45 



DeJUR AMSCO 
VARIABLE 
CONDENSER 




A small and light .00035 three-gang 
variable condenser. The tuning 
curves are designed to meet pres- 
ent day require menU. Accurate 
to anew Practical degree of perfec- 
tion. Each seution it* provided 
with individual compen.-atoru- 
Perlect l>earinRs. 

.25 



.00014 2 eang condenser 6«c 



STROMBERG CARLSON 

Portable Electric 
Phonograph 




Equipped with PRIME 
MOTOR. Contained in an 
unusually attractive leath- 
erette carrying case. 16j*j " 
long. 13" wide. 7H' hi*h. 
Weighs aliout 10 Urn. For 
HO volts. 00 cycle* A. C. 



For 78 RPM 

For 78 and 33 H RPM 



$14.75 
18.75 



DEPENDABLE 
Tube Checker 

The greatest 
tu l)« tester 
vaiue ever al- 
tered . Tct*. 
all the new 
tubes a* "~etl 
a a the old 
one* without 
adapters. 
Equipped 
with 4 r> 6 
and 7 prong 
socket*. En- 
c a « • d in 
ban diotne 
leatherette case with deluxe handle and removable 
hinge cover. Operated from AC socket. Size 1 lx 
0x5 inches. 

Price 




Modulated Oscillator 




Provide* 100% modulated signal at all frequencies In the broadcast 
I ii rid and at all those frequencies commercially employed in the inter- 
mediate amplifiers of super heterodynes. The tenth harmonic Is Used 
for broadcast receiver testing: and readings are obtained directly from 
a Calibrated scale reading from 55 to 155 k, c. by simply annexing a cipher 
mentally to the dial reading. The calibration is accurate within 39« at 
all settings and to 2 r « over the greater portion of the ranee. Using a 
single 50 tube the strength of oscillation is sufficient to produce a signal 
by radiation without special coupling and arrangement*. The immediate 
frequencies calibrated are 115. 130. 172.5. 175. 177.5. 200. 400 and 
.-150 k. c.- — all commercially employed frequencies. 

A. C. Model $6*95 

R. C. A. licensed Tube .76 

Battery Operated with 230 tutie using 3 volt and 22.5 volt 

batteries (price. le&£ tube and batteries*). 6.53 

R. C. A. Licensed Tube 



NEW BEEBE METERS 
D'Arsonval Movement 

Lowest Prices 

rieede moving coil 
instruments nre 

available at prices 
which are amazingly 
low for thin type 
of instrument. Un- 
usual ruggedness, 
litKh accuracy, and 
freedom from dust 
and foreign matter. 
Perfectly ha 1 1 meed 
in alt positions, and 
the moving system 
1 exceptionally well- 
dampened. 

Aceuraey in guaranteed within 2%. 

Model 701 Panel Instruments — 
Flush Type 
D. C. Mill! ammeter* — 
Single Range 

3*< inches diameter 




Range 

0-1 

0-1.5. . 

0-2 

0-3.... 

0-5 

0-10... 
0-15.... 
0-20... 
0-25. . 



$13.50 



SEND FOR OUR NEW CATALOG. 



Stock Insures PROMPT DELIVERY, 
deposit must accompany all C.O.O. orders. 



Pi ice Range Price 

$4.12 0-30 $3.25 

4.12 0-50 3.25 

4.12 O-1O0 3.25 

4.12 0-150 3.25 

. 3.25 0-200 3.25 

. 3.25 0-250 3.25 

. 3.25 0-300 3.25 

. 3.25 0-500 3.25 

3.25 0-800. . 3.25 

0-1000 3.25 

D.C» Voltmeters— Single Range 

Resistance approximately 125 ohms per volt 

Range Price 

0-50 $3.25 

0-100 3.25 

0-150 3.25 

0-2O0 4.12 

0-250. . 4.12 

0-300 4.80 

0-500 5.50 

0-1000 8.60 



Rang*. 


l'tice 


0-1 


$3.25 


0-2 


3.25 


0-3 


. 3.25 


0-5 


3.25 


0-8 


3.25 






0-20 


.... 3.25 


0-25 


3.25 
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APRIL SPECIALS!! 



EVERY month we list on this page certain STAR * items, which are 
NOT LISTED IN OUR CATALOG. These are all specials of which 
the quantities on hand are not sufficient to catalog them. Once sold out. 
no more can be had. First come, first served. ORDER NOW. TODAY. 



STOP SHOPPING. The lowest prices are right on this pace. 1V0 »rw 
undersells us. We meet any price on ANY NEW Merchandise. Order 
direct from this paKe and save money. 100% satisfaction on every trans- 
action. Take advantage of these special offers. ORDER NOW. TODAY. 



Only 

$10.85 



Greatest Buy In America! 

*"PEERLESS" 8-TUBE SCREEN-GRID T.R.F. RADIO RECEIVER 

Complete with Full Dynamic Speaker 



Only 

$10.85 




rront view 

Limited Supply— Only as Long as They Last—Order Today 



IF EVER there were a greater value than thU offered before, we have yet to see 1J. 
* The selectivity and sensitivity of this 8-tubo receiver due lo its four tuned Stages 
arc just as sharp as tho&c of an eW>ensife 11 -tube Superheterotlyne receiver. Tie 
construction of this receiver Is best described as "standard." Its circuit is none 
oiIiit Ulan l lie "Rood old standby" THlf type which Is the most reliable a nd the 
most foolproof ever designed. It Incorporates three staKcs of tuned R.F. »mi>itflti~ 
tion usln« type '24 8creen-Rrld tubes: the power detector is a '24: a ilnKle stane 
of AF voltage amplillcatlod utilizing the type *27 tube, leods a pair of 45's in Push 
pull, the full wave rectifier is an '80. All provisions are made for supplying field 
!>o\vor for the 9 Inch TCA {Transformer Corporation of America) full dynamic 
speaker. Both cone and spider of this excellent reproducer arc mad of Hurt ex to 
Improve the liUh note response (brilliance) without Impairing the low note production. 

Tuning Is extremely simple, the tuned circuits be Ink' controlled by a tingle central 
knot>; a vernier drum-type Illuminated tuning dial is employed. The second knob 
controls ihe on-olT switch and the Tniru. uie one on tne right, volume control. Colls 
iuninK-conden*er-Kum:, Alter condenser bank, output choke and by-pass corUen*er 
bank are all individually shielded. The chassis itself is made of non-magnetic 
aluminum. 

The use of four tuned circuits, employing «creen-trrld tubes and high gain R.F. 
transformers, together vrith careful firing, and by-passing, result In high sen- 



sitivity. Many of our satistied customers Inform us that a good rarleiy of distant 
stations come in like locals. Tone quality, too, is extraordinarily fine. Despites the 
maze of new tubes recently thrown upon the market, it is generally conceded that 
for average home use push pull '45's supply adequate power with the least distortion. 

Why build a set when a complete receiver, wired and ready to use. and complete 
Villi speaker, can !» bought at this phenomenally low price t Here Ik an excellent 
opportunlly for wide-awake service men to "clean up." There are little more than 
100 of these receivers left and at ihls low price, they are bound to give out in very 
short order. Experimenters will find in this chassis the laboratory "monitor" they 
have been waiting to buy "when things got cheaper." Remember that the supply is 
limited. Hence, "first come. first served." The moral is don't delay, order today. 
Overall size 21" x 8" x 8fc'' (set only). Ship, wt. 45 lbs. 



List Price $75.00 
NO. SP-2000 Peerless 8-Tu be TRF Receiver 
YOUR PRICE with speaker tut less tubes , 
LIMITED SUPPLY— ORDER TODAY— TOMOR- 
ROW MAY BE TOO LATE 
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Official Doerle 2-Tube 12,500 Mile Short Wave Receiver 



'TWERE have never been produced short-wave receivers which have taken 
A the whole country by storm as much as the now famous DOERLE Re- 
ceivers. Mr. Doerle described this receiver, the now famous TWO-TUBE 
12,500 MILE RECEIVER in the December- January issue of SHORT 
WWE CRAFT. You have seen the many letters published in SHORT 
WAVE CRAFT lauding this receiver to the skies, and for a good reason. It 
is* low-priced receiver, yet, pulls in short-wave stations from all over the 

world. REGULARLY, in practically any location. Dot only in thw country, but anywhere. 
Thousand* of experimenter* have built their own, and Iihvc ootninetl miraculous result*, 
na hundreds of Blowing t<**tiinonial letters from radio fans testify 

In the course of the year, we have received many reuuewU for thin receiver und have 
nold n great many parts for it. but not until recently have we concluded our teat* which 
»otv place* us In ii position to supply It in either kit form or completely wired and aaaem- 
bied. ready to u«e. 

It took « lot of labor, und much ingenuity to collect the correct part* to make aure that 
this receiver would work under all circumstance*. This mean* that nil the uniial "'bugs 
huve been ironed out by us in such a w»y that you ma.v order every receiver with full 
confidence, that in practically every location, anywhere, "It will do its •tuff." 



( Only 
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5 SHORT 
WAVEfj 

3 TREATISE ™ 




I '* ' 
t 




uj Pipe Kmim* 

PAWOTBICIANS 
>C'0 DEALEBS 







Over 100 New Hook-Ups. 
Etc* 1000 Illustrations. 



RADIO and SHORT 
WAVE TREATISE 



The n»w Winter. 1933 edition of our Radio 
and Short- Wave Trr*tl*e No. 2« has just 
romp off the Prrea — 104 solid paKes of 
useful information radio items, dia. 
grams and illustrations. I'oaitkrbr tLe 
areata* book in prlat NOT JUST 

another catalog, condim » 

larxe editorial section with valuable ln- 
formation not found any whore else. Speelal 
coniidrrat Ion tin* been given to the radio 
hrfinnrr in tSu Uaue. Amom the new 
hnifftJ Information hated are the follow- 



HERE IS A PARTIAL LIST OF 
CONTENTS 

Fundament.il Principles of Radio— 
Ohm**, La« — Discussion of New 
Tubes""ConstruCting a ' "Triple-Twin" 
An»pMfier«-»Ail about Superhetero- 
dynes— E II m 1 n a 1 1 n k Man-Marie 
Static— Constructing a Two-Tube 
Short -Wave "Globe - Trotter" Re- 
ceiver— $3.00 Prize Suggestions— 
Radio Kinks, etc., etc. 

WRITE TODAY. Enclose 4 
cents for postage. Treatise 
sent by return mail. 



ONLY FIRST- 
CLASS PARTS 
USED 

It may be I»>Mible 
to buy the Part* of Hid 
completed aet at a 
lower price. We ad- 
mit this at onee. But 
if you will look over 
our pan* list, you will 
find that esfy Artt 
<i«»4 matwiai it uttd. 
We have done away 
with all lo**,-e. Ther* 
iii no "hand capacity. 
IN* Til IS SET ONLY 
THE BEST CON 
DENSE RS — A N O 
THAT MEANS 
HAMMARLUND — 
ARE USED. The aet 
could be produced 
for a ronelderable leea 
■mount if we uaed 
chraper condenaera. 
We. h a v e rel ra ined 
from doinr ao becailae 
we wanted a nrat-elnM 
product. And this 
aoee lor everythinc 
Arm In the »fte. They 
are low in Price. Vet 
the quality is excel- 
lent considering the 
low Price. Thm. for 
instance, we are ualnf 
Kurli-Kwh dials be- 
en uae we found thftri 
eirellent for tliflr 




Excellent For 
DX Reception 



naers and other Paris are mounted. Thca-i Panels do away with hsmi capacity- The Plug-in coilt are 

of Bakelite. wound with enamel wire lor low loeae*. In short. deeplte the eicerdincly low price of these 
•eta. me cue >'ou quality. H»k«lHc aocketa only irt uaed. Even the aerial conden#ern are of the 
Mica moid Equal [jlrut type. We have even included pin-tiP iacka. rheostats with awiteh itnd bindliu! 
poet etripa of Bakelite to keep dow n lose* 

Im abort, you will bo pleased not only with the business- Like »pj>*>arahce. but with the performance 
aa well. 

Only by making these sets In quantities can we afford to sell them 
at the extremely low prices quoted. 

This receiver is exactly a* illustrated in our photocraph. Sue of aluminum Panel is 9i*\H inch**: haee 
9iSK inches. List o( material uaed: 9 llarnnwlund .00014 Condenaera; I Carter 20 ohm Kheoatat 
and Switch; I rVerleea Audio Transformer; 2 Kurts-Kaach Vernier DUU: 3 Rakelite Low Loer. Sockete: 
1 Micamold Equaliser Antenna Con.|fn»cr; I-.000I Aerovoi Fi*ed Conden»«-rt 1-5 nx-iriil C*rboTun- 
dum Grid Leak: 3 Telephone Pin Jneke: 1 Aluminum Panel: 1 Veneer Baseboard; 1 Bak-li*- Kheostat 
Knoh: I Bakelite Binding Poet Strip: 1 set of 4 Bokelite Short Wave PlmK-in Coils. In 'ructions for 
Operation; 1 Set of Uardware. WW. etc. Complete shipr>in« wetcht 5 I be tf» O #% j>a. 

No. SHO. TWO TUBE 12.A00 MILE DOEKLE SIIOR WAVE RECEJVEH. com- NX.yll 
Pketely wired and tested a» per above •pectficatwnv YOUR PRICE ^ * * v 

No . S141. TWI) TUBE 12.500 MILE DOERLE SHORT WAVE RECEIVER KIT. with all parts 
as epccilied above, hut not wir+a*. with blueprint connections and Instruc- C| ^Tft 
tiorw for operation. Complete shippinc weiaht 5 lb*. YOUR PRICE ^ * * ' V 

No. 2143. COMPLETE ACCESSORIES, including the followlna: 2 aU months guaranteed Neontron 
type No. 230 tijbes: one aet of No. 1678 Brandos Matched Headphone*: 2 No. 0 standard 

iplete »hlppln< * ^ 



lbs 



YOU It I'lUCE 



WE ARE A WHOLESALE HOUSE AND CAN- 
NOT ACCEPT ORDERS FOR LESS THAN $3.00. 

It CO. D. shipment is desired, please remit 20% 
remittance, which must accompany all orders. 

If full cash accompanies order, deduct 2% dis- 
count. Send money order— certified check — U. S. 
stamps. 



Radio Trading Co* 
102 Park Place 
New York, N. Y. 



ORDER FROM THIS PAGE. \ ou will find spe- 
cial prices from time to time in this mnirnzino. 
Get our big FREE catalog for the greatest Radio 
Bargains. 

Should you wish goods sltipped by parcel post, 
he sure to include guJflcicnt extra remittance for 
same. Any excess will be refunded. 
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An Interference Neutralizer 

Dr. F. Noack* 

In theee days of fully-shielded radio receivers, incorporating mod* 
ern designs of tubes, the points of interference pick-up can usually be 
classified as (a), antenna pick-up, and, <b), Power line pick-up. The 
degree of interference which may be picked up by the antenna is 
purely a matter of local interference conditions, and positioning of 
the antenna and its lead-in with respect to the source, or sources, of 
interference. 

If the generated interference does not cover too wide an area, it is 
possible to place the antenna at a point outside of the affected area, 
and run a long lead-in, fully shielded, from the antenna to the radio 
set; In some cases it may be desirable to boost the intensity of the 
incoming radio signal by means of an aperiodic, remote-controlled 
R.F. amplifier; a further refinement is the use of an R.F. transmission 
line in lieu of the more common, high-loss shielded lead-in. 

Interference picked up by the power line may originate at very 
remote points and yet become evident in the receiver. The use of 
line filters incorporating inductance, resistance and capacity usually 
take care of all such parasitic oscillations. A good ground connection 
is a big help in securing complete fiitraiion* 

However, a much less expensive scheme, illustrated in Fig. A and 
shown by diagram in Fig. 1. may often be used with the greatest 
success. In this method a ''neutralizing" effect is secured which is 
reminiscent of the "ueutrodyne" circuits of a past heyday. The prin- 
ciple involved is clearly shown in the schematic circuit. 

In this illustration. Fig. 1. a condenser system consisting of units 
CI, C2 and C3 is connected to pick off a portion of the interference 
existing on the power lines, and to feed it into the antenna circuit of 
the receiver, but 180 degrees out of phase with the same interfer- 
ence being picked up by the antenna system: thus, the two out*of- 
phase currents buck out, theoretically. The extent to which theory 
is approached in practice is a matter dependent upon the particular 
type of interference; its intensity, and the phase relation of its pick- 
up in the antenna circuit with respect to the phase relation of the 
power-line pick-up, and the transmission characteristics of these two. 
In general, adjustment of condenser CI will result in securing at 
least a semi-null point which shows an appreciable improvement in 
the signal-statie ratio. 

The following parts are required to construct this interference 
neutralizer"; One .0005 mf. variable condenser, CI; one .005-mf. fixed 
condenser, C2 ; one 0.1-mf. fixed condenser. C3 ; one line-plug, PLUG; 
one length of shielding, SHIELD; one Blan shield-can. 5x5x5 ins, 
high, SHIELD-CAN; one binding pc'st. GND. ; one K-K knob (for con- 
denser CI). It is essential that condensers C2 and C3 be of high 
quality and of at least 300 V. (operating) rating, as they must insu«* 
late the power line from the radio receiver so that the line potential 
and any surges will not blow up the works." 

The v arable condenser. CI, as well as fixed condenser C2 must be 
insulated from the shield-can, as indicated in the schematic circuit; 
condenser CI appears 
in Fig. A, but con- 
denser C2 was not 
within the range of 
the camera. 

The binding post 
marked GND. fastens 
directly to the tight- 
fitting, aluminum 
Bhield-can. Connect to 
the shield-can post the 
ground wire which 
formerly connected to 
the ground binding 
post on the radio set; 
the ground circuit of 
the set is completed 
by means of the high- 
capacity ground coup- 
ling condenser C3. To 
the antenna post of 
the set is connected 
not only the lead-in 
from the antenna, but 
also one lead from the 
roter of the variable 
condenser, the other 
side of the condenser 
connects to the line- 
plug. 

This plug is con- 
nected only on one 
side and therefore it 
is necessary to reverse 
the position of the 
plug in the service- Interior view of the interference neutralizer. 
outlet socket until Adjustment of the variable condenser does 
best interference-bal- the trick, 
ancing is obtained 
when C3 is adjusted. 
It will be noted that _ 
the power line is indi- 
cated as being run in 




SHIELD- 



\^TO StT ANT 



Fig. A 



conduit ; whether this 
casing is conduit or 
BX is a matter of in- 
dividual preference al- 
though, in any event, 
some such shielding 
should be used around 
these strong-field leads 
where they are lo- 
cated within the pos- 
sible pick-up field of 
the set* 

One of the two leads 
from the shield-can is 
shielded; whether the 
other one is to be 
shielded will depend 
upon whether this 
wire must be run any 
considerable distance, 
and whether it may 
necessarily parallel 
wires in the antenna 
circuit. 

♦Berlin, Germany. 
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Fig. 1 

Schematic circuit of the interference neu- 
tralizer. Simplicity itself. 
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ELECTRIC CURRENT— 

In Wires, Gases and Vacuum 

Dr. A. W. Hull* 

I shall not try to tell what electricity is — I confess I don't know — 
but rather to describe how it behaves. Behavior is all that the scien- 
tist is able to observe. If, for brevity, he says "Electricity is, M you 
may be sure that he means "behaves"; exactly as you, when you say 
your friend is honest, means only that he behaves honestly, a~s far as 
you have observed, and not that you have analyzed and understand 
his moral nature. 

Electric current behaves like — hence, for brevity, we shall flay is — a 
stream of tiny particules, called electrons. An electric current in a 
wire is very much like a current of water in a pipe. The analogy is 
still closer if the pipe is filled with sand, the grains of sand corre- 
sponding to the atoms of the wire. Between these atoms the electrons 
wend their tortuous way, as water diffuses through sand. Let us look 
at the picture more closely. The wire is copper. It is full of tightly 
Packed copper atoms, each a nucleus surrounded by 29 electrons.^ One 
of these 29 is a vagrant so loosely held by its nucleus that it can 
wander about freely between the other atoms. It ut these free electrons, 
one from each atom, which drift through the wire and constitute the 
"electric current." 

We are accustomed to think. of electricity as "lightning fast." But 
electrons may also move slowly, and in wires their average drift 
velocity is actually as slow as water in a sand-filled pipe. For exam- 
ple, the electricity that enters your home travels through the copper 
wire at an average rate of only %-in. per second. The question is 
often asked: "Do the electrons in a direct-current circuit actually 
travel through the wire and back to the generator?" The answer is: 
"Yes, but it takes them a long time to make the circuit." 

It is surprising that so slow a current, of such tiny particles as 
electrons, can produce such powerful effects. The secret, of course, 
is in numbers. The number of free or moving electrons in one cubic 
inch of a copper wire is, in figures, 16 followed by 23 ciphers; in 
terms of a drop of water it is about one-half of the number of drops 
in the Atlantic Ocean; and the number of electrons which flow through 
the filament of a 50 watt lamp in one minute is equal to the number 
of drops of water flowing over Niagara Palls in a century! These 
large numbers are difficult to conceive, but the difficulty is really in 
our minds, as the philosopher would tell us. For things seem big or 
small to us according to our standard of comparison. Physicists meas- 
ure large numbers in terms of powers of ten. Thus 15 followed by 
23 ciphers is simply 16 x 10 raised to the 23rd power. The physicist 
remembers it by the number 23. which is quite easy. Similarly, engi- 
neers have a standard of electric current which they call an ampere. 
If we compare the current through our lamp with this standard it 
comes out only one-half of an ampere, which seems quite small. Our 
purpose is to picture the passage of electricity through wires, and to 
Compare it with its passage through gases and through vacuum. We 
shall find this comparison easy if we take the wire as our basis, and 
remember the number of moving electrons per cubic inch in a copper 
wire as 15 x 13 powders of ten, and their average drift motion as 
roughly ^s-in. per second. 

Gases are normally non-conductors, because the electrons are so 
tightly held by the atoms that none of them are free. But they can 
be freed by storng electric forces, and then gases Conduct in much the 
same manner as metals. The process of forcing an atom to set free 
one of its electrons is called ionization, and the bereft atom an ion. 
The electrons thus set free drift between the ions and carry the elec- 
tric current, exactly as in wires. In fact, an ionized gas may be said 
to conduct like a dilute metal. 

The difference between electric current in gases and in wires is* 
first, the diluteness. In gases the number of free electrons is much 
smaller than in metals, and their velocity much greater. For example, 
in an arc at atmospheric pressure, the number of free electrons is about 
100,000 times less than in a metal, and the average velocity 10,000 
times greater, namely about 100 ft. per second; in very low pressure 
arcs, the number of free electrons is a million-million times less than 
in a wire, and their drift velocity about 1,000 miles per second. Yet, 
in spite of this small number and high velocity, such low pressure 
arcs are fairly good conductors, capable of carrying large currents at 
practical voltages. 

The second distinctive feature of gaseous conductors is that the 
ions are continually drifting to the walls of the envelope and there 
gaining back their lost electrons, thus becoming normal atoms; so 
that new ions must be continually produced. If the production of new 
ions is stopped, then after a short time all those that were present 
will have reached the walls, and the gas is again a non-conductor. 

(Incidentally this property of gaseous conductors has been utilized in 
the Thyratron tube, which is so designed that the gas in it can be 
made conducting or non-Conducting at will, by means of a grid. This 
tube has therefore the valuable property of being able to start and 
stop electric currents, thus acting as an "electronic switch" for con- 
trolling electric machines. [The Thyratron was described in the 
September, 1930, and May, 1931, issues of Radio-Craft, — Technical 
Editor.]) 

Electric currents in vacuum are very different from those in wires 
and gases. We may pass quickly over the problem of getting the 
electrons into the vacuum, since the problem is easily solved by heat- 
ing the metal electrode until the electrons have sufficient energy to 
jump out, as water molecules jump out or evaporate from hot water. 

The unique feature of vacuum conduction is that it is composed 
solely of electrons. There are neither ions to neutralize electron space 
charge, nor atoms to bump against. In arcs and <in metals there are 
as many ions as electrons, so that the mixture is electrically neutral, 
and has no tendency to fly apart from electrical forces. In vacuum, 
however, only electrons are present, and mutual repulsion reigns. 
Every electron shuns every other. They fly across the vacuum in 
open formation, so far apart that they could be seen separately with 
the naked eye if they were visible. For example, the electrons at the 
anode, or plate, of the average radio tube are .002-in. apart, which is 
several times the diameter of the fllament in standard tungsten lamps. 
The number of electrons in the space is a thousand times smaller 
than in low pressure arcs, so small that it really does limit the cur- 
rent, even at electron speed of 10,000 miles per second. 

This very mutual space-charged imiting feature, as it is called, which 
limits the current-carrying capacity of the vacuum tube, is the secret 
of its power. For it makes the current controllable, completely 
and instantaneously, by the voltage of a grid. This is the principle 
of the ''standard/' or high- vacuum radio tube with which everyone is 
familiar. 

We thus have three fundamental types of electric current conduc- 
tion: metal wires, for our transmission lines and motors; gases, which 
can be made conducting or non-conducting at will and are destined to 
be the controllers of electrical machinery; and pure electron tubes, the 
devices that have made radio, talkies, and television possible — and 
beyond that— who knows what? 

♦Assistant Director of Research Laboratory, General Electrie Co. 
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TRIAD 



YOU GET 



With 




This corps of engineers, in their own se- 
cluded laboratory keep TRIAD tubes ahead 
of the procession. They are provided with 
the must modern laboratory apparatus and 
make periodical checks of every operation 
on every one of the many types TRIAD 
produces. 



PRICE LIST 

ON STANDARD TYPES 

RADIO TUBES 

T-l Mercury Half Wave Rectifier 

T-01A Uenerul Purpose Detector ami Amplifier 

T-10 Power Amplifier .... 

T-IOS Hiirh Voltaic Power Amplifier 

T-I2A I). C. Pciwer Amplifier 

T-22 1). C. Screen Grid Amplifier 

T-24A A. C. Screen Grid Amplifier 

T-26 A. C. General Purpose Amplifier 

T-27 Detector or Amplifier having A. C. Heater 

T-3 0 I), C. General Purpose Amplifier 

T-31 D. C. Power Amplifier 

T-32 D. C Sereen Grid Amplifier 

T-'A'A I). C. Pentode Power Amplifier 

T-34 D.C. Multi-Mii It. F. Amplifier 

T-35 A. C. Heater Type Multi-Mu It. K. Amplifier 

T-3(> 1). C. Screen Grid Amplifier: Heater Type 

T-37 D. C. General Purpose Amplifier. 

T-3H I>. C. Pentode Power Amplifier. Heater Ty|>e 

T-311 D.C. Heater Type Multi-Mu R. F. Amplifier ...... 

T-40 D. C. Voltage Amplifier 

T-41 Power Amplifier Pentode 

T-45 A. C. Triodc Power Amplifier 

T-4li A.C.Power Amplifier 

T-47 A. C. Pentode Power Amplifier. 

T-4S Power Amplifier Tetrode (30 volt DC Heater) 

T-fiO A. C, Power Amplifier 

T-51 A. C. Heater Type Multi-Mu R. F. Amplifier 

T-55 A. C. Duplex Diode Triodc 

T-56 General Purpose Amplifier ... . 

T-57 A. C. Pentode It. F. Amplifier 

T-58 A. C. Pentode Multi-Mu It. F. Amplifier 

T-T>t* Heater Type Power Amplifier, Triple Purpose. .. 

T-H»)4 I>. C. General Purpose Amplifier 

T-71A A. C. or I). C. Power Amplifier 

T-K5 D. C. Duplex Diode Triode 

T-89 Triple Grid Power Amplifier 

T-WUX Dry Ilattery General Purpose Amplifier 

T-<»'»V Dry Itattery General Purpose Amplifier 

T-841 Power Amplifier 

T-S42 Heavy Duty Power Amplifier or Modulator 

T-66 Half Wave Mercury Rectifier 

T-HO Full Wave Rectifier 

T-Hl Half Wave Rectifier 

T-82 Full Wave Mercury Vapor Rectifier 

T-83 Heavy Duty Full Wave Mercury Rectifier. 

T-TEL Television ScanninK 

T-CNA Television Projection . .. 

T-PKC Photo- Electric Cell 

T-205I) Sound Movie Power Amplifier 



ry 



Price on 
Application 



1 2.60 
.80 
5.00 
6.00 
1.30 
2.00 
1.40 
.85 
1.05 
1.30 
1.30 
1.90 
2.10 
2.15 
1.50 
1.80 
1.40 
1.60 
1.80 
2.00 
1.60 
1.15 
1.55 
1.5(1 
3.00 
4.00 
1.50 
1.60 
1.20 
1.65 
1.65 
2.00 
2.10 
.95 
1.60 
1.80 
1.50 
2.25 
10.40 
10.40 
6.75 
.90 
3.50 
1.20 
1.55 



7.75 



QUALITY 



FROM A tO Z 




TRIAD 
QUALITY 



IS A FACT—NOT MERELY 
A CLAIM 

The easiest way to get a true esti- 
mate of any product's worth is to ask 
about it among its competitors. Ask 
any serviceman, dealer, jobber or manu- 
facturer if any tubes are better than 
TRIAD QUALITY TUBES. We know 
the answers you get will induce you to 
send in the coupon, which will bring 
you the whole, interesting story. 




'HONOR 




Elaborate testing equip- 
ment developed by TRIAD 
engineers is found at the 
end of every production 
line. QUALITY is the 
watchword, QUALITY is 
demanded and an increas- 
ing number of eatisfied 
users prove that TRIAD 
and QUALITY are syn- 
onymous. 



BUILT" 



TRIAD MFG, CO., 
Pawtucket, R. I. 

Gentlemen: — 

Please send me full information 
about TRIAI) QUALITY tubes. 



TRIAD MANUFACTURING CO. 



PAWTUCKET, R. |. 
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"Four Radios in One" 

The NEW Lincoln 




— Lt. Comdr. R. H. G. Mathews, USNR 



"I have always had a number of 
receivers for my own amusement — 
each built for a specific purpose. A 
set especially for CV, one for foreign 
short-wave reception, a set with noth- 
ing but tone, and a 'hot* selective 
super for DX broadcast reception. It 
is generally believed among radio 
engineers that you can't have them 
all in one receiver ... I subscribed 
to this belief until I played with one 
of the NEW Lincolns. I was surprised 
to find, in this one set, all the ad- 
vantages of my four specialized 
receivers . . 

The above is taken from a letter from 
Lt. Comdr. R, H. G. Mathews, famed 
radio engineer, builder of broadcast 
stations, short-wave stations, former 
internationally renowned amateur and 
commercial operator, and, until re- 
cently, Commander of the Commun- 
ication Division of the United States 
Naval Reserve in the 9th District 



And Lieutenant Commander Mathews 1 enthusiasm for the NEW 
Lincoln will not half equal yours when you feel its smooth ease 
of operation, discover for the first time how amazingly simple 
foreign broadcast reception really can be, check its almost limit- 
less sensitivity, and listen to its powerful reproduction of the full 
musical scale. Write or send the coupon NOW for full details. 



Sign coupon for prices, logs of foreign stations, etc. 




LINCOLN RADIO CORPORATION 

335 S. Wood St, Chicago, U.S.A. 
Please send me FREEiechnical description of the New Lincoln. 

Name 

Street 

:*y 



.State, 



LINCOLN 

De£uxe Receivers 



v 
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